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FIXATION ON CEILING OR WALL

“ Ten o’clock  and still everything under control”
                                                                                      -Lydia Protut



PROTUT 

2700K 3000K 4000K

LED LAMPS DIFFUSER IP NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE POWER 
(W)

LENGTH
/mm

LENGTH
/ft

PROTUT LEDSYSTEM 2x650lm FROSTED POLYCARBONATE IP 40 960605 960600 960305 960300 960405 960400 7 560 2

PROTUT LEDSYSTEM 3x650lm FROSTED POLYCARBONATE IP 40 960615 960610 960315 960310 960415 960410 10,5 840 3

PROTUT LEDSYSTEM 4x650lm FROSTED POLYCARBONATE IP 40 960625 960620 960325 960320 960425 960420 14 1120 4

PROTUT LEDSYSTEM 5x650lm FROSTED POLYCARBONATE IP 40 960635 960630 960335 960330 960435 960430 17,5 1400 5

PROTUT LEDSYSTEM 6x650lm FROSTED POLYCARBONATE IP 40 960645 960640 960345 960340 960445 960440 21 1680 6

LEDSYSTEM HE - 2315 lm/meter

INPUT VOLTAGE 230V 50/60Hz

CORNER 90° 960070

CORNER 135° 960080

CORNER 45° - 85° on request 960090

STRAIGHT CONNECTIONCORNER

STRAIGHT CONNECTION 960060

DIFFUSER/ m

TO BE USED IN EMPTY PROFILE SPACES

FROSTED PC 960006

LEDSYSTEM HO - 3925 lm/meter

ENDCAP
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2700K 3000K 4000K

LED LAMPS DIFFUSER IP NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE POWER 
(W)

LENGTH
/mm

LENGTH
/ft

PROTUT LEDSYSTEM 2x1100lm FROSTED POLYCARBONATE IP 40 960505 960500 960105 960100 960205 960200 11,6 560 2

PROTUT LEDSYSTEM 3x1100lm FROSTED POLYCARBONATE IP 40 960515 960510 960115 960110 960215 960210 17,4 840 3

PROTUT LEDSYSTEM 4x1100lm FROSTED POLYCARBONATE IP 40 960525 960520 960125 960120 960225 960220 23,2 1120 4

PROTUT LEDSYSTEM 5x1100lm FROSTED POLYCARBONATE IP 40 960535 960530 960135 960130 960235 960230 29 1400 5

PROTUT LEDSYSTEM 6x1100lm FROSTED POLYCARBONATE IP 40 960545 960540 960145 960140 960245 960240 34,8 1680 6



PROTUT for

FITS ON

DIFFUSER/ m

TO BE USED IN EMPTY PROFILE SPACES

FROSTED PC 960006

PROFILE/ m ENDCAP

0,5

TEXT. WHITE 960047

ANODISED 960012

TEXT. BLACK 960026

TEXT. WHITE 960147

ANODISED 960112

TEXT. BLACK 960126

3

Protut profile by TAL is 100% compatible
with the                     system by               .
The profile snaps on the ceiling frame 
without any use of screws.



ENDCAP

PROTUT for

INPUT VOLTAGE 230V 50/60Hz

Protut profile by TAL is 100% compatible
with the                     system by               .
The profile snaps on the ceiling frame 
without any use of screws.
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LEDSYSTEM HE - 2315 lm/meter

LEDSYSTEM HO - 3925 lm/meter

2700K 3000K 4000K

LED LAMPS DIFFUSER IP NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE POWER 
(W)

LENGTH
/mm

LENGTH
/ft

PROTUT LEDSYSTEM 2x650lm FROSTED POLYCARBONATE IP 40 960605 960600 960305 960300 960405 960400 7 560 2

PROTUT LEDSYSTEM 3x650lm FROSTED POLYCARBONATE IP 40 960615 960610 960315 960310 960415 960410 10,5 840 3

PROTUT LEDSYSTEM 4x650lm FROSTED POLYCARBONATE IP 40 960625 960620 960325 960320 960425 960420 14 1120 4

PROTUT LEDSYSTEM 5x650lm FROSTED POLYCARBONATE IP 40 960635 960630 960335 960330 960435 960430 17,5 1400 5

PROTUT LEDSYSTEM 6x650lm FROSTED POLYCARBONATE IP 40 960645 960640 960345 960340 960445 960440 21 1680 6

2700K 3000K 4000K

LED LAMPS DIFFUSER IP NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE NOT DIMMABLE DALI DIMMABLE POWER 
(W)

LENGTH
/mm

LENGTH
/ft

PROTUT LEDSYSTEM 2x1100lm FROSTED POLYCARBONATE IP 40 960505 960500 960105 960100 960205 960200 11,6 560 2

PROTUT LEDSYSTEM 3x1100lm FROSTED POLYCARBONATE IP 40 960515 960510 960115 960110 960215 960210 17,4 840 3

PROTUT LEDSYSTEM 4x1100lm FROSTED POLYCARBONATE IP 40 960525 960520 960125 960120 960225 960220 23,2 1120 4

PROTUT LEDSYSTEM 5x1100lm FROSTED POLYCARBONATE IP 40 960535 960530 960135 960130 960235 960230 29 1400 5

PROTUT LEDSYSTEM 6x1100lm FROSTED POLYCARBONATE IP 40 960545 960540 960145 960140 960245 960240 34,8 1680 6
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optional: vertical
barrier
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Greater flexibility combined with the PROTUT.

A SAPP®ceiling is an integral system that’s tailored to your space and
incorporates all the required technology, such as latest LED lighting 
(conform ZHAGA) .
This makes it flexible, eco-friendly and suitable for a wide range of 
architectural applications: from island ceilings to continuous ceilings, 
in offices, public buildings, shopping centres, transport infrastructure, 
and many other contexts.

Protut profile by TAL 



PROTUT for

SMART
Intelligent simplicity
ACOUSTIC
Excellent sound absorbency 
PASSIVE
Storage of thermal energy in the concrete structure of 
the building through the use of night-time cooling 
(free chilling)
POWERProtut profile by TAL 


