


1

OFFERING SURPRISING 
LIGHTING THAT FITS THE 
PROJECTS OF ARCHITECTS 
AND LIGHT DESIGNERS.
Surprising with regards to models, dimensions, colour schemes and 
flexibility. This is what Lumosec has been doing since its foundation in 2014. 
In this catalogue, you will discover the largest collection of architectural 
profile lighting, downlight luminaires for any application, and technical 
lighting with a specific character.

ARCHITECTURAL LIGHTING
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Lumosec Lighting designs, produces and supplies above 
average quality luminaires. 

YOU WILL RECOGNIZE 
OUR LIGHTING 
SYSTEMS BY THEIR 
DESIGN, RELIABILITY, 
SPECIAL CHARACTER 
AND FLEXIBILITY. 

All our lighting luminaires are also fitted with the newest 
generation LED technology. We represent credibility and 
add value to your project and the end user on all facets. In 
order to guarantee our high quality, the Lumosec lighting 
products are designed, drawn, produced and tested in 
Czech-Slovakia and the United Kingdom. 
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OUR LIGHTING SOLUTIONS 

ARCHITECTURAL PROFILE LIGHTING

With architectural profile lighting, we mean lighting luminaires in 
all manner of shapes, dimensions and colours. We use aluminium 
profiles for these luminaires. The profiles are machined with advanced 
machinery into a reliable and exceptionally well-finished product. We 
strive for lighting luminaires without visible seams that radiate light, a 
strong coating on the luminaires and a long lifespan. 

DOWNLIGHT LUMINAIRES FOR ANY 
APPLICATION

Whether you need lighting for bread or meat, a station hall or office, a 
hotel or a home, Lumosec Lighting has the correct downlight fixture. 
When choosing the right downlight luminaires, the function of the space 
in question is the most important. Depending on that function, what 
is important is the design, light output, light colour, colour rendering 
(Xicato led modules for high CRI and excellent colour possibilities), 
dimming options, the lifespan or a combination of any of these factors. 
We are happy to offer you our advice.

TECHNICAL LIGHTING WITH A SPECIFIC 
CHARACTER

In most cases lighting is mainly about comfort and efficiency, for 
example in offices and schools. Lumosec Lighting is the right partner 
in this as well. Luminaires fitted with micro-prismatic diffusers for a low 
UGR and a lifespan of up to 100,000 hours are examples of our special 
line of technical lighting. 
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FLEXIBILITY: CUSTOM 
LIGHTING

From the first lighting idea to the final project; this often includes making 
concessions, because some things turn out unfeasible in reality. Thanks 
to being flexible in designing and producing lighting, we can realize as 
many lighting wishes as possible. We are happy to discuss the options 
with you for achieving your desired final result. 

INNOVATION AND LIGHTING 
TRENDS

In order to offer you the best quality and latest trends in lighting, we 
closely follow all technical innovations. Think of developments in the 
field of LED technology, drivers, controls, production possibilities and 
materials. We also continuously update our range with new models in 
the latest lighting trends. 

Would you like to know more about our lighting systems? 
Feel free to contact us at + 32 (0)85 - 401 73 95 or info@lumosec.com.
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23 BLORE cup recessed

33 BLORE 111 suspended DI33 BLORE 80 suspended DI

31 BLORE cup suspended29 BLORE 111 suspended29 BLORE 80 suspended28 BLORE 55 suspended27 BLORE 111 surfaced

27 BLORE 80 surfaced27 BLORE 55 surfaced25 BLORE semi-recessed21 BLORE recessed

45 RINALDI 55 surfaced

43 RINALDI semi-recessed41 RINALDI cup recessed39 RINALDI recessed

51 RINALDI 111 suspended DI*49 RINALDI cup suspended 51 RINALDI 80 suspended DI*

45 RINALDI 80 surfaced

47 RINALDI 111 suspended

47 RINALDI 80 suspended47 RINALDI 55 suspended45 RINALDI 111 surfaced

63 VITTONE 111 surfaced63 VITTONE 55 surfaced 63 VITTONE 80 surfaced61 VITTONE semi-recessed59 VITTONE cup recessed

57 VITTONE recessed

*DI: direct  - indirect

IN
D

E
X

93 GIGI 45 suspended DI*

91 GIGI 111 suspended90 GIGI 80 suspended

83 GIGI 80 surfaced83 GIGI 55 surfaced

95 GIGI 111 suspended DI*

69 VITTONE 80 suspended DI*

89 GIGI 55 suspended89 GIGI 45 suspended

69 VITTONE 111 suspended DI*

93 GIGI 80 suspended DI*

67 VITTONE cup suspended

93 GIGI 55 suspended DI*

65 VITTONE 111 suspended65 VITTONE 55 suspended

85 GIGI 111 surfaced

65 VITTONE 80 suspended

81 GIGI semi-recessed79 GIGI recessed77 GIGI floor lamp DI75 GIGI recessed trimless

101 VASARI recessed87 GIGI 111 surfaced DI*86 GIGI 55 surfaced DI* 86 GIGI 80 surfaced DI*

103 VASARI 55 surfaced 105 VASARI 80 surfaced DI*103 VASARI 111 surfaced103 VASARI 80 surfaced 105 VASARI 111 surfaced DI*
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107 VASARI 80 suspended

119 MASON 111 suspended119 MASON 80 suspended

119 MASON 55 suspended117 MASON 111 surfaced117 MASON 80 surfaced117 MASON 55 surfaced115 MASON recessed

109 VASARI 111 suspended DI*109 VASARI 80 suspended DI*107 VASARI 111 suspended107 VASARI 55 suspended

128 PIAZZA 45 square suspended

127 PIAZZA floor lamp DI*121 MASON 111 suspended DI*121 MASON 80 suspended DI*

133 PIAZZA 55 rectangle suspended131 PIAZZA 111 square surfaced 132 PIAZZA 45 rectangle suspended

129 PIAZZA 55 square suspended

131 PIAZZA 80 square surfaced

131 PIAZZA 55 square surfaced129 PIAZZA 111 square suspended129 PIAZZA 80 square suspended

137 PIAZZA 111 rectangle surfaced135 PIAZZA 55 rectangle suspended DI* 137 PIAZZA 80 rectangle surfaced135 PIAZZA 45 rectangle suspended DI*133 PIAZZA 111 rectangle suspended

133 PIAZZA 80 rectangle suspended

*DI: direct  - indirect
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183 CURVA 80 suspended line

181 CURVA 111 surfaced line181 CURVA 80 surfaced line

159 CORTONA 111 suspended159 CORTONA 80 suspended

171 ERIC suspended

155 CORTONA recessed

179 CURVA suspended177 CURVA surfaced

157 CORTONA 55 surfaced

169 ERIC surfaced

149 SERRA cup square suspended

163 CORTONA floor lamp DI*

147 SERRA cup square surfaced143 SERRA cup rectangle surfaced

161 CORTONA 45 suspended DI*

145 SERRA cup rectangle suspended

159 CORTONA 55 suspended158 CORTONA 45 suspended157 CORTONA 111 surfaced157 CORTONA 80 surfaced

193 2SLICK surfaced single190 2SLICK recessed line183 CURVA 111 suspended line 189 2SLICK recessed single

194 2SLICK surfaced line 201 2SLICK suspended single DI*198 2SLICK suspended line197 2SLICK suspended single 201 2SLICK suspended line DI*
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203 2SLICK wall single DI*

223 GAUDI 70 surfaced single IP54223 GAUDI 70 surfaced single

220 GAUDI 70 recessed line219 GAUDI 70 recessed single IP54219 GAUDI 70 recessed single216 GAUDI 70 recessed trimless line215 GAUDI 70 recessed trimless single

209 4SIDE suspended DI*209 4SIDE suspended209 4SIDE surfaced203 2SLICK wall single

228 GAUDI 70 suspended line

227 GAUDI 70 suspended single IP54227 GAUDI 70 suspended single224 GAUDI 70 surfaced line

244 GAUDI cup recessed single242 GAUDI cup recessed trimless single 243 GAUDI cup recessed trimless line

231 GAUDI 70 floor lamp DI*

237 GAUDI 70 wall single DI*

237 GAUDI 70 wall single235 GAUDI 70 suspended line DI*233 GAUDI 70 suspended single DI*

255 FARINA surfaced248 GAUDI cup suspended single 249 GAUDI cup suspended line247 GAUDI cup surfaced line246 GAUDI cup surfaced single

245 GAUDI cup recessed line

*DI: direct  - indirect
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271 GIOTTO wall L indirect

305 EDEN suspended one

315 EDEN track spot one

341 URDIN, mini downlight low glare

269 GIOTTO wall DI*

297 DOKE wall light

313 EDEN downlight round one

335 YPRES pinspot, mini downlight

263 GIOTTO 85 suspended line

265 GIOTTO 85 suspended single DI*

262 GIOTTO 85 suspended single261 GIOTTO 85 floor lamp255 FARINA suspended 255 FARINA suspended DI*

269 GIOTTO wall direct

291 WOX wall light DI*

311 EDEN downlight duo one

329 AXIO track spot, vertical

359 VAN GOGH, mini downlight round

267 GIOTTO 85 wall T DI*

285 LIM suspended

309 EDEN downlight single one

327 AXIO track spot, horizontal

353 SOTIO, mini downlight adjustable

267 GIOTTO 85 wall T

277 LOV` suspended dim

307 EDEN spot one

321 VIROS-T track spot

347 FLORIN, downlight fire rated IP65

265 GIOTTO 85 suspended line DI*
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365 VAN GOGH, downlight square

403 JORN scoop403 JORN gimbal

397 SARTO391 MARIS383 MONDRIAAN377 VIPP 10, downlight adjustable377 VIPP 10, downlight

375 VIPP 5, downlight adjustable375 VIPP 5, downlight369 VAN GOGH, wallwasher square361 VAN GOGH, downlight round

425 ALIUM, DI*

417 FABER design411 MAXIME double409 MAXIME creative

447 PAREL line suspended443 PAREL suspended asymmetric 445 PAREL line surfaced

431 JAMES asymmetric recessed

441 PAREL suspended DI*

441 PAREL suspended439 PAREL surfaced433 JAMES asymmetric surfaced

447 PAREL line suspended DI*

*DI: direct  - indirect
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BLORE recessed
page 21

BLORE cup recessed
page 23

BLORE semi-recessed 
page 25

BLORE surfaced 
page 27

BLORE suspended
page 28

BLORE cup suspended
page 31

BLORE suspended direct-indirect
page 33

PROFILE HEIGHT 
(MM)

111 111 111 55 / 80 / 111 55 / 80 / 111 111 80 / 111

DIFFUSER Satine - Satine Satine Satine - Satine

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct Direct Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie 
 (BLE, Casambi)

BEAM ANGLE - 15°, 30°, 35°1, 40°, 60°1, 75°1, 80° - - - 15°, 30°, 35°1, 40°, 60°1, 75°1, 80° -

LUMINOUS  
EFFICIENCY

73-124 lm/W 110-121 lm/W 73-124 lm/W 73-124 lm/W 73-124 lm/W 110-121 lm/W 73-124 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 90 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 90 Ra ≥ 80

COLOUR FINISH

1 only for 6 watt version

B
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RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Recessed luminaire with direct light distribution; the optical 
system is equipped with SATINE diffuser as a standard

BLORE recessed

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR  TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BLI8307002L Ø716 mm Ø710 mm 3000 K 2705 lm 35 W

BLI8407006L Ø716 mm Ø710 mm 4000 K 2878 lm 35 W

BLI8307004H Ø716 mm Ø710 mm 3000 K 5252 lm 70 W

BLI8407008H Ø716 mm Ø710 mm 4000 K 5587 lm 70 W

1200 BLI83012010L Ø1216 mm Ø1210 mm 3000 K 5503 lm 70 W

BLI84012014L Ø1216 mm Ø1210 mm 4000 K 5855 lm 70 W

BLI83012012H Ø1216 mm Ø1210 mm 3000 K 8216 lm 105 W

BLI84012016H Ø1216 mm Ø1210 mm 4000 K 8741 lm 105 W

1500 BLI83015018L Ø1516 mm Ø1510 mm 3000 K 8255 lm 105 W

BLI83015022L Ø1516 mm Ø1510 mm 4000 K 8782 lm 105 W

BLI83015020H Ø1516 mm Ø1510 mm 3000 K 10630 lm 140 W

BLI83015024H Ø1516 mm Ø1510 mm 4000 K 11308 lm 140 W

111 mm

116 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Recessed luminaire with frame, direct light 
distribution and LEDs with 15° to 80° beam angle

BLORE cup recessed
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BLCU11102IL Ø716 mm Ø710 mm 3000 K 2766 lm 8 x 3 W

BLCU11104IL Ø716 mm Ø710 mm 4000 K 2851 lm 8 x 3 W

BLCU11102IH Ø716 mm Ø710 mm 3000 K 5461 lm 8 x 6 W

BLCU11104IH Ø716 mm Ø710 mm 4000 K 5630 lm 8 x 6 W

1200 BLCU11106IL Ø1216 mm Ø1210 mm 3000 K 4148 lm 12 x 3 W

BLCU11108IL Ø1216 mm Ø1210 mm 4000 K 4277 lm 12 x 3 W

BLCU11106IH Ø1216 mm Ø1210 mm 3000 K 8192 lm 12 x 6 W

BLCU11108IH Ø1216 mm Ø1210 mm 4000 K 8446 lm 12 x 6 W

1500 BLCU11110IL Ø1516 mm Ø1510 mm 3000 K 5531 lm 16 x 3 W

BLCU11112IL Ø1516 mm Ø1510 mm 4000 K 5702 lm 16 x 3 W

BLCU11110IH Ø1516 mm Ø1510 mm 3000 K 10923 lm 16 x 6 W

BLCU11112IH Ø1516 mm Ø1510 mm 4000 K 11261 lm 16 x 6 W

1800 BLCU11114IL Ø1816 mm Ø1810 mm 3000 K 6914 lm 20 x 3 W

BLCU11116IL Ø1816 mm Ø1810 mm 4000 K 7128 lm 20 x 3 W

BLCU11114IH Ø1816 mm Ø1810 mm 3000 K 13654 lm 20 x 6 W

BLCU11116IH Ø1816 mm Ø1810 mm 4000 K 14076 lm 20 x 6 W

111 mm

116 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



2524

Semi-recessed luminaire with direct light distribution; the optical 
system is equipped with SATINE diffuser as a standard

BLORE semi-recessed
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BLSI8307002L Ø716 mm Ø710 mm 3000 K 2705 lm 35 W

BLSI8407006L Ø716 mm Ø710 mm 4000 K 2878 lm 35 W

BLSI8307004H Ø716 mm Ø710 mm 3000 K 5252 lm 70 W

BLSI8407008H Ø716 mm Ø710 mm 4000 K 5587 lm 70 W

1200 BLSI83012010L Ø1216 mm Ø1210 mm 3000 K 5503 lm 70 W

BLSI84012014L Ø1216 mm Ø1210 mm 4000 K 5855 lm 70 W

BLSI83012012H Ø1216 mm Ø1210 mm 3000 K 8216 lm 105 W

BLSI84012016H Ø1216 mm Ø1210 mm 4000 K 8741 lm 105 W

1500 BLSI83015018L Ø1516 mm Ø1510 mm 3000 K 8255 lm 105 W

BLSI83015022L Ø1516 mm Ø1510 mm 4000 K 8782 lm 105 W

BLSI83015020H Ø1516 mm Ø1510 mm 3000 K 10630 lm 140 W

BLSI83015024H Ø1516 mm Ø1510 mm 4000 K 11308 lm 140 W

111 mm

116 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Ceiling-mounted luminaire with light distribution; the optical 
system is equipped with SATINE diffuser as a standard

BLORE 55 surfaced 

BLORE 80 surfaced 
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BL5583070 Ø706 mm 3000 K 2922 lm 35 W

BL5584070 Ø706 mm 4000 K 3108 lm 35 W

1200 BL55830120 Ø1206 mm 3000 K 5943 lm 70 W

BL55840120 Ø1206 mm 4000 K 6323 lm 70 W

1500 BL55830150 Ø1506 mm 3000 K 8915 lm 105 W

BL55840150 Ø1506 mm 4000 K 9484 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BL8083070 Ø706 mm 3000 K 2922 lm 35 W

BL8084070 Ø706 mm 4000 K 3108 lm 35 W

1200 BL80830120 Ø1206 mm 3000 K 5943 lm 70 W

BL80840120 Ø1206 mm 4000 K 6323 lm 70 W

1500 BL80830150 Ø1506 mm 3000 K 8915 lm 105 W

BL80840150 Ø1506 mm 4000 K 9484 lm 105 W

BLORE 111 surfaced 

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BL83070L Ø706 mm 3000 K 2705 lm 35 W

BL84070L Ø706 mm 4000 K 2878 lm 35 W

BL83070 Ø706 mm 3000 K 5252 lm 70 W

BL84070 Ø706 mm 4000 K 5587 lm 70 W

1200 BL830120L Ø1206 mm 3000 K 5503 lm 70 W

BL840120L Ø1206 mm 4000 K 5855 lm 70 W

BL830120 Ø1206 mm 3000 K 8216 lm 105 W

BL840120 Ø1206 mm 4000 K 8741 lm 105 W

1500 BL830150L Ø1506 mm 3000 K 8255 lm 105 W

BL840150L Ø1506 mm 4000 K 8782 lm 105 W

BL830150 Ø1506 mm 3000 K 10630 lm 140 W

BL840150 Ø1506 mm 4000 K 11308 lm 140 W

76 mm

76 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

80 mm

111 mm

55 mm

106 mm
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BLORE 55 suspended

Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

Suspension system II.
Triple suspension system

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BL5583070P Ø706 mm 3000 K 2922 lm 35 W

BL5584070P Ø706 mm 4000 K 3108 lm 35 W

1200 BL55830120P Ø1206 mm 3000 K 5943 lm 70 W

BL55840120P Ø1206 mm 4000 K 6323 lm 70 W

1500 BL55830150P Ø1506 mm 3000 K 8915 lm 105 W

BL55840150P Ø1506 mm 4000 K 9484 lm 105 W

55 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

76 mm

BLORE 80 suspended

BLORE 111 suspended
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EMODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BL8083070PL Ø706 mm 3000 K 2922 lm 35 W

BL8084070PL Ø706 mm 4000 K 3108 lm 35 W

BL8083070P Ø706 mm 3000 K 5672 lm 70 W

BL8084070P Ø706 mm 4000 K 6034 lm 70 W

1200 BL80830120PL Ø1206 mm 3000 K 5943 lm 70 W

BL80840120PL Ø1206 mm 4000 K 6323 lm 70 W

BL80830120P Ø1206 mm 3000 K 8873 lm 105 W

BL80840120P Ø1206 mm 4000 K 9440 lm 105 W

1500 BL80830150PL Ø1506 mm 3000 K 8915 lm 105 W

BL80840150PL Ø1506 mm 4000 K 9484 lm 105 W

BL80830150P Ø1506 mm 3000 K 11480 lm 140 W

BL80840150P Ø1506 mm 4000 K 12213 lm 140 W

1800 BL80830180P Ø1800 mm 3000 K 11734 lm 140 W

BL80840180P Ø1800 mm 4000 K 12483 lm 140 W

2000 BL80830200P Ø2000 mm 3000 K 11739 lm 140 W

BL80840200P Ø2000 mm 4000 K 12488 lm 140 W

3000 BL80830300P Ø3000 mm 3000 K 14134 lm 175 W

BL80840300P Ø3000 mm 4000 K 15036 lm 175 W

4000 BL80830400P Ø4000 mm 3000 K 16669 lm 240 W

BL80840400P Ø4000 mm 4000 K 17733 lm 240 W

5000 BL80830500P Ø5000 mm 3000 K 21812 lm 350 W

BL80840500P Ø5000 mm 4000 K 23205 lm 350 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BL83070PL Ø706 mm 3000 K 2705 lm 35 W

BL84070PL Ø706 mm 4000 K 2878 lm 35 W

BL83070P Ø706 mm 3000 K 5252 lm 70 W

BL84070P Ø706 mm 4000 K 5587 lm 70 W

1200 BL830120PL Ø1206 mm 3000 K 5503 lm 70 W

BL840120PL Ø1206 mm 4000 K 5855 lm 70 W

BL830120P Ø1206 mm 3000 K 8216 lm 105 W

BL840120P Ø1206 mm 4000 K 8741 lm 105 W

1500 BL830150PL Ø1506 mm 3000 K 8255 lm 105 W

BL840150PL Ø1506 mm 4000 K 8782 lm 105 W

BL830150P Ø1506 mm 3000 K 10630 lm 140 W

BL840150P Ø1506 mm 4000 K 11308 lm 140 W

1800 BL830180P Ø1756 mm 3000 K 10865 lm 140 W

BL840180P Ø1756 mm 4000 K 11559 lm 140 W

2000 BL830200P Ø2000 mm 3000 K 10869 lm 140 W

BL840200P Ø2000 mm 4000 K 11563 lm 140 W

3000 BL830300P Ø3000 mm 3000 K 13087 lm 175 W

BL840300P Ø3000 mm 4000 K 13923 lm 175 W

4000 BL830400P Ø4000 mm 3000 K 16669 lm 210 W

BL840400P Ø4000 mm 4000 K 17733 lm 210 W

5000 BL830500P Ø5000 mm 3000 K 21812 lm 280 W

BL840500P Ø5000 mm 4000 K 23205 lm 280 W

80 mm

76 mm

111 mm

106 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Recessed luminaire with frame, direct light 
distribution and LEDs with 15° to 80° beam angle

BLORE cup suspended
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BLCU11102GL Ø706 mm 3000 K 2766 lm 8 x 3 W

BLCU11104GL Ø706 mm 4000 K 2851 lm 8 x 3 W

BLCU11102GH Ø706 mm 3000 K 5461 lm 8 x 6 W

BLCU11104GH Ø706 mm 4000 K 5630 lm 8 x 6 W

1200 BLCU11106GL Ø1206 mm 3000 K 4148 lm 12 x 3 W

BLCU11108GL Ø1206 mm 4000 K 4277 lm 12 x 3 W

BLCU11106GH Ø1206 mm 3000 K 8192 lm 12 x 6 W

BLCU11108GH Ø1206 mm 4000 K 8446 lm 12 x 6 W

1500 BLCU11110GL Ø1506 mm 3000 K 5531 lm 16 x 3 W

BLCU11112GL Ø1506 mm 4000 K 5702 lm 16 x 3 W

BLCU11110GH Ø1506 mm 3000 K 10923 lm 16 x 6 W

BLCU11112GH Ø1506 mm 4000 K 11261 lm 16 x 6 W

1800 BLCU11114GL Ø1806 mm 3000 K 6914 lm 20 x 3 W

BLCU11116GL Ø1806 mm 4000 K 7128 lm 20 x 3 W

BLCU11114GH Ø1806 mm 3000 K 13654 lm 20 x 6 W

BLCU11116GH Ø1806 mm 4000 K 14076 lm 20 x 6 W

111 mm

106 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



3332

Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

Suspension system II.
Triple suspension system

BLORE 80 suspended direct–indirect

BLORE 111 suspended direct–indirect
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BLDI8083070P Ø706 mm 3000 K 4483 lm 60 W

BLDI8084070P Ø706 mm 4000 K 4769 lm 60 W

1200 BLDI80830120P Ø1206 mm 3000 K 8850 lm 105 W

BLDI80840120P Ø1206 mm 4000 K 9415 lm 105 W

1500 BLDI80830150P Ø1506 mm 3000 K 12630 lm 140 W

BLDI80840150P Ø1506 mm 4000 K 13436 lm 140 W

2000 BLDI80830200P Ø2000 mm 3000 K 17609 lm 210 W

BLDI80840200P Ø2000 mm 4000 K 18733 lm 210 W

3000 BLDI80830300P Ø3000 mm 3000 K 20763 lm 245 W

BLDI80840300P Ø3000 mm 4000 K 22088 lm 245 W

4000 BLDI80830400P Ø4000 mm 3000 K 25869 lm 315 W

BLDI80840400P Ø4000 mm 4000 K 27520 lm 315 W

5000 BLDI80830500P Ø5000 mm 3000 K 33697 lm 420 W

BLDI80840500P Ø5000 mm 4000 K 35848 lm 420 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

700 BLDI83070PL Ø706 mm 3000 K 4151 lm 60 W

BLDI84070PL Ø706 mm 4000 K 4416 lm 60 W

1200 BLDI830120PL Ø1206 mm 3000 K 8194 lm 105 W

BLDI840120PL Ø1206 mm 4000 K 8718 lm 105 W

1500 BLDI830150P Ø1506 mm 3000 K 11694 lm 140 W

BLDI840150P Ø1506 mm 4000 K 12441 lm 140 W

2000 BLDI830200PL Ø2000 mm 3000 K 16304 lm 210 W

BLDI840200PL Ø2000 mm 4000 K 17345 lm 210 W

3000 BLDI830300PL Ø3000 mm 3000 K 19225 lm 245 W

BLDI840300PL Ø3000 mm 4000 K 20452 lm 245 W

4000 BLDI830400PL Ø4000 mm 3000 K 23953 lm 315 W

BLDI840400PL Ø4000 mm 4000 K 25482 lm 315 W

5000 BLDI830500PL Ø5000 mm 3000 K 31201 lm 420 W

BLDI840500PL Ø5000 mm 4000 K 33193 lm 420 W

80 mm

76 mm

111 mm

106 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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RINALDI recessed
page 39

RINALDI cup recessed
page 41

RINALDI semi-recessed
page 43

RINALDI surfaced
page 45

RINALDI suspended
page 47

RINALDI cup suspended
page 49

RINALDI suspended direct-indirect
page 51

PROFILE HEIGHT 
(MM)

111 111 111 55 / 80 / 111 55 / 80 / 111 111 80 / 111

DIFFUSER Satine - Satine Satine Satine - Satine

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct Direct Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, DALI 
TW, SWITCH TW, Bluetooth 
low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

BEAM ANGLE - 15°, 30°, 35°1, 40°, 60°1, 75°1, 80° - - - 15°, 30°, 35°1, 40°, 60°1, 75°1, 80° -

LUMINOUS  
EFFICIENCY

73-124 lm/W 110-121 lm/W 73-124 lm/W 73-124 lm/W 73-124 lm/W 110-121 lm/W 73-124 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra  ≥  80 Ra ≥ 90 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 90 Ra ≥ 80

COLOUR FINISH

* only for 6 watt version

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010



3938

Recessed luminaire with direct light distribution; the optical system is 
equipped with SATINE diffuser as a standard

RINALDI recessed

R
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I

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RIR6030L 616x616 mm 610x610mm 3000 K 2778 lm 35 W

RIR6040L 616x616 mm 610x610mm 4000 K 2956 lm 35 W

RIR6030H 616x616 mm 610x610mm 3000 K 5252 lm 70 W

RIR6040H 616x616 mm 610x610mm 4000 K 5587 lm 70 W

900 RIR9030L 916x916 mm 910x910mm 3000 K 5503 lm 70 W

RIR9040L 916x916 mm 910x910mm 4000 K 5855 lm 70 W

RIR9030H 916x916 mm 910x910mm 3000 K 8216 lm 105 W

RIR9040H 916x916 mm 910x910mm 4000 K 8741 lm 105 W

1200 RIR12030L 1216x1216 mm 1210x1210mm 3000 K 8255 lm 105 W

RIR12040L 1216x1216 mm 1210x1210mm 4000 K 8782 lm 105 W

RIR12030H 1216x1216 mm 1210x1210mm 3000 K 10630 lm 140 W

RIR12040H 1216x1216 mm 1210x1210mm 4000 K 11308 lm 140 W

116 mm

111 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



4140

Recessed luminaire with frame, direct light 
distribution and LEDs with 15° to 80° beam angle

RINALDI cup recessed

R
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RICU02IL 616x616 mm 610x610mm 3000 K 4148 lm 12 x 3 W

RICU04IL 616x616 mm 610x610mm 4000 K 4277 lm 12 x 3 W

RICU02IH 616x616 mm 610x610mm 3000 K 8192 lm 12 x 6 W

RICU04IH 616x616 mm 610x610mm 4000 K 8446 lm 12 x 6 W

900 RICU06IL 916x916 mm 910x910mm 3000 K 5531 lm 16 x 3 W

RICU08IL 916x916 mm 910x910mm 4000 K 5702 lm 16 x 3 W

RICU06IH 916x916 mm 910x910mm 3000 K 10923 lm 16 x 6 W

RICU08IH 916x916 mm 910x910mm 4000 K 11261 lm 16 x 6 W

1200 RICU10IL 1216x1216 mm 1210x1210mm 3000 K 6914 lm 20 x 3 W

RICU12IL 1216x1216 mm 1210x1210mm 4000 K 7128 lm 20 x 3 W

RICU10IH 1216x1216 mm 1210x1210mm 3000 K 13654 lm 20 x 6 W

RICU12IH 1216x1216 mm 1210x1210mm 4000 K 14076 lm 20 x 6 W

116 mm

111 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



4342

Semi-recessed luminaire with direct light distribution; the optical 
system is equipped with SATINE diffuser as a standard

RINALDI semi-recessed

R
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D
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMP. LUMEN OUTPUT (N.) POWER

600 RIHI6030L 616x616 mm 610x610mm 3000 K 2778 lm 35 W

RIHI6040L 616x616 mm 610x610mm 4000 K 2956 lm 35 W

RIHI6030H 616x616 mm 610x610mm 3000 K 5252 lm 70 W

RIHI6040H 616x616 mm 610x610mm 4000 K 5587 lm 70 W

900 RIHI9030L 916x916 mm 910x910mm 3000 K 5503 lm 70 W

RIHI9040L 916x916 mm 910x910mm 4000 K 5855 lm 70 W

RIHI9030H 916x916 mm 910x910mm 3000 K 8216 lm 105 W

RIHI9040H 916x916 mm 910x910mm 4000 K 8741 lm 105 W

1200 RIHI12030L 1216x1216 mm 1210x1210mm 3000 K 8255 lm 105 W

RIHI12040L 1216x1216 mm 1210x1210mm 4000 K 8782 lm 105 W

RIHI12030H 1216x1216 mm 1210x1210mm 3000 K 10630 lm 140 W

RIHI12040H 1216x1216 mm 1210x1210mm 4000 K 11308 lm 140 W

111 mm

116 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



4544

Ceiling-mounted luminaire with direct light distribution; the optical 
system is equipped with SATINE diffuser as a standard

RINALDI 55 surfaced 

RINALDI 80 surfaced 

R
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MODULE PRODUCT CODE DIMENSION COLOUR TEMP. LUMEN OUTPUT (N.) POWER

600 RI5560830O 606x606 mm 3000 K 2987 lm 35 W

RI5560840O 606x606 mm 4000 K 3177 lm 35 W

900 RI5590830O 906x906 mm 3000 K 5964 lm 70 W

RI5590840O 906x906 mm 4000 K 6345 lm 70 W

1200 RI55120830O 1206x1206 mm 3000 K 8947 lm 105 W

RI55120840O 1206x1206 mm 4000 K 9518 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMP. LUMEN OUTPUT (N.) POWER

600 RI8060830O 606x606 mm 3000 K 2778 lm 35 W

RI8060840O 606x606 mm 4000 K 2956 lm 35 W

900 RI8090830O 906x906 mm 3000 K 5503 lm 70 W

RI8090840O 906x906 mm 4000 K 5855 lm 70 W

1200 RI80120830O 1206x1206 mm 3000 K 8255 lm 105 W

RI80120840O 1206x1206 mm 4000 K 8782 lm 105 W

55 mm

76 mm

80 mm

RINALDI 111 surfaced 

MODULE PRODUCT CODE DIMENSION COLOUR TEMP. LUMEN OUTPUT (N.) POWER

600 RI60830L 606x606 mm 3000 K 2778 lm 35 W

RI60840L 606x606 mm 4000 K 2956 lm 35 W

RI60830 606x606 mm 3000 K 5252 lm 70 W

RI60840 606x606 mm 4000 K 5587 lm 70 W

900 RI90830L 906x906 mm 3000 K 5503 lm 70 W

RI90840L 906x906 mm 4000 K 5855 lm 70 W

RI90830 906x906 mm 3000 K 8216 lm 105 W

RI90840 906x906 mm 4000 K 8741 lm 105 W

1200 RI120830 1206x1206 mm 3000 K 8255 lm 140 W

RI120840 1206x1206 mm 4000 K 8782 lm 140 W

RI120830H 1206x1206 mm 3000 K 10630 lm 140 W

RI120840H 1206x1206 mm 4000 K 11308 lm 140 W

111 mm

106 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

76 mm



4746

Suspended luminaire with direct and direct/indirect light distribution; 
the optical system is equipped with SATINE diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

RINALDI 55 suspended

R
IN

A
L

D
I55 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RI5560830P 606x606 mm 3000 K 2987 lm 35 W

RI5560840P 606x606 mm 4000 K 3177 lm 35 W

900 RI5590830P 906x906 mm 3000 K 5964 lm 70 W

RI5590840P 906x906 mm 4000 K 6345 lm 70 W

1200 RI55120830P 1206x1206 mm 3000 K 8947 lm 105 W

RI55120840P 1206x1206 mm 4000 K 9518 lm 105 W

RINALDI 80 suspended

RINALDI 111 suspended

80 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RI8060830PL 606x606 mm 3000 K 2778 lm 35 W

RI8060840PL 606x606 mm 4000 k 2956 lm 35 W

RI8060830PH 606x606 mm 3000 K 5252 lm 70 W

RI8060840PH 606x606 mm 4000 k 5587 lm 70 W

900 RI8090830PL 906x906 mm 3000 K 5503 lm 70 W

RI8090840PL 906x906 mm 4000 k 5855 lm 70 W

RI8090830PH 906x906 mm 3000 K 8216 lm 105 W

RI8090840PH 906x906 mm 4000 k 8741 lm 105 W

1200 RI80120830PL 1206x1206 mm 3000 K 8255 lm 105 W

RI80120840PL 1206x1206 mm 4000 k 8782 lm 105 W

RI80120830PH 1206x1206 mm 3000 K 10630 lm 140 W

RI80120840PH 1206x1206 mm 4000 k 11308 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RI60830PL 606x606 mm 3000 K 2778 lm 35 W

RI60840PL 606x606 mm 4000 K 2956 lm 35 W

RI60830P 606x606 mm 3000 K 5252 lm 70 W

RI60840P 606x606 mm 4000 K 5587 lm 70 W

900 RI90830PL 906x906 mm 3000 K 5503 lm 70 W

RI90840PL 906x906 mm 4000 K 5855 lm 70 W

RI90830P 906x906 mm 3000 K 8216 lm 105 W

RI90840P 906x906 mm 4000 K 8741 lm 105 W

1200 RI120830PL 1206x1206 mm 3000 K 8255 lm 105 W

RI120840PL 1206x1206 mm 4000 K 8782 lm 105 W

RI120830P 1206x1206 mm 3000 K 10630 lm 140 W

RI120840P 1206x1206 mm 4000 K 11308 lm 140 W

76 mm

111 mm

106 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



4948

Recessed luminaire with frame, direct light 
distribution and LEDs with 15° to 80° beam angle

RINALDI cup suspended
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I

111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RICU11102PL 616x616 mm 3000 K 4148 lm 12 x 3 W

RICU11104PL 616x616 mm 4000 K 4277 lm 12 x 3 W

RICU11102PH 616x616 mm 3000 K 8192 lm 12 x 6 W

RICU11104PH 616x616 mm 4000 K 8446 lm 12 x 6 W

900 RICU11106PL 916x916 mm 3000 K 5531 lm 16 x 3 W

RICU11108PL 916x916 mm 4000 K 5702 lm 16 x 3 W

RICU11106PH 916x916 mm 3000 K 10923 lm 16 x 6 W

RICU11108PH 916x916 mm 4000 K 11261 lm 16 x 6 W

1200 RICU11110PL 1216x1216 mm 3000 K 6914 lm 20 x 3 W

RICU11112PL 1216x1216 mm 4000 K 7128 lm 20 x 3 W

RICU11110PH 1216x1216 mm 3000 K 13654 lm 20 x 6 W

RICU11112PH 1216x1216 mm 4000 K 14076 lm 20 x 6 W

106 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



5150

Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

RINALDI 80 suspended direct–indirect

RINALDI 111 suspended direct–indirect

80 mm

76 mm

106 mm

111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RI80DI60830P 606x606 mm 3000 k 3993 lm 55 W

RI80DI60840P 606x606 mm 4000 k 4248 lm 55 W

900 RI80DI90830P 906x906 mm 3000 k 8255 lm 105 W

RI80DI90840P 906x906 mm 4000 k 8782 lm 105 W

1200 RI80DI120830P 1206x1206 mm 3000 k 11641 lm 140 W

RI80DI120840P 1206x1206 mm 4000 k 12384 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 RI111DI60830 606x606 mm 3000 k 3993 lm 55 W

RI111DI60840 606x606 mm 4000 k 4248 lm 55 W

900 RI111DI90830 906x906 mm 3000 k 8255 lm 105 W

RI111DI90840 906x906 mm 4000 k 8782 lm 105 W

1200 RI111DI120830 1206x1206 mm 3000 k 11641 lm 140 W

RI111DI120840 1206x1206 mm 4000 k 12384 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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5554

VITTONE recessed
page 57

VITTONE cup recessed
page 59

VITTONE semi-recessed
page 61

VITTONE surfaced
page 63

VITTONE suspended
page 65

VITTONE cup suspended
page 67

VITTONE suspended direct-indirect
page 69

PROFILE HEIGHT 
(MM)

111 111 111 55 / 80 / 111 55 / 80 / 111 111 80 / 111

DIFFUSER Satine - Satine Satine Satine - Satine

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct Direct Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

BEAM ANGLE - 15°, 30°, 35°1, 40°, 60°1, 75°1, 80° - - - 15°, 30°, 35°1, 40°, 60°1, 75°1, 80° -

LUMINOUS  
EFFICIENCY

73-124 lm/W 110-121 lm/W 73-124 lm/W 73-124 lm/W 73-124 lm/W 110-121 lm/W 73-124 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 90 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 90 Ra ≥ 80

COLOUR FINISH

* only for 6 watt version

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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5756

Recessed luminaire with direct light distribution; the optical 
system is equipped with SATINE diffuser as a standard

VITTONE recessed

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR  TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VIR90830L 916 mm 910 mm 3000 K 5503 lm 70 W

VIR90840L 916 mm 910 mm 4000 K 5855 lm 70 W

VIR90830H 916 mm 910 mm 3000 K 8216 lm 105 W

VIR90840H 916 mm 910 mm 4000 K 8741 lm 105 W

1200 VIR120830L 1216 mm 1210 mm 3000 K 8255 lm 105 W

VIR120840L 1216 mm 1210 mm 4000 K 8782 lm 105 W

VIR120830H 1216 mm 1210 mm 3000 K 10630 lm 140 W

VIR120840H 1216 mm 1210 mm 4000 K 11308 lm 140 W

111 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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116 mm



5958

Recessed luminaire with frame, direct light 
distribution and LEDs with 15° to 80° beam angle

VITTONE cup recessed111 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

900 VICU11102IL 916 mm 910 mm 3000 K 4148 lm 36 W 40°

VICU11104IL 916 mm 910 mm 4000 K 4277 lm 36 W 40°

VICU11102IH 916 mm 910 mm 3000 K 8192 lm 72 W 40°

VICU11104IH 916 mm 910 mm 4000 K 8446 lm 72 W 40°

1200 VICU11106IL 1216 mm 1210 mm 3000 K 5186 lm 45 W 40°

VICU11108IL 1216 mm 1210 mm 4000 K 5346 lm 45 W 40°

VICU11106IH 1216 mm 1210 mm 3000 K 12696 lm 90 W 40°

VICU11108IH 1216 mm 1210 mm 4000 K 13089 lm 90 W 40°

116 mm



6160

Semi-recessed luminaire with direct light distribution; the optical 
system is equipped with SATINE diffuser as a standard

VITTONE semi-recessed

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VISR90830L 916 mm 910 mm 3000 K 5503 lm 70 W

VISR90840L 916 mm 910 mm 4000 K 5855 lm 70 W

VISR90830H 916 mm 910 mm 3000 K 8216 lm 105 W

VISR90840H 916 mm 910 mm 4000 K 8741 lm 105 W

1200 VISR120830L 1216 mm 1210 mm 3000 K 8255 lm 105 W

VISR120840L 1216 mm 1210 mm 4000 K 8782 lm 105 W

VISR120830H 1216 mm 1210 mm 3000 K 10630 lm 140 W

VISR120840H 1216 mm 1210 mm 4000 K 11308 lm 140 W

111 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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6362

Ceiling-mounted luminaire with light distribution; the optical system is 
equipped with SATINE diffuser as a standard

VITTONE 55 surfaced 

VITTONE 80 surfaced 

VITTONE 111 surfaced 

80 mm

111 mm

55 mm
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VI5590830L 906 mm 3000 K 5964 lm 70 W

VI5590840L 906 mm 4000 K 6345 lm 70 W

1200 VI55120830L 1206 mm 3000 K 8947 lm 105 W

VI55120840L 1206 mm 4000 K 9518 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VI8090830L 906 mm 3000 K 5503 lm 70 W

VI8090840L 906 mm 4000 K 5855 lm 70 W

1200 VI80120830L 1206 mm 3000 K 8255 lm 105 W

VI80120840L 1206 mm 4000 K 8782 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VI90830L 906 mm 3000 K 5503 lm 70 W

VI90840L 906 mm 4000 K 5855 lm 70 W

VI90830 906 mm 3000 K 8216 lm 105 W

VI90840 906 mm 4000 K 8741 lm 105 W

1200 VI120830L 1206 mm 3000 K 8255 lm 105 W

VI120840L 1206 mm 4000 K 8782 lm 105 W

VI120830 1206 mm 3000 K 10630 lm 140 W

VI120840 1206 mm 4000 K 11308 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

76 mm

76 mm

106 mm



6564

Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

VITTONE 55 suspended

VITTONE 80 suspended

VITTONE 111 suspended

55 mm

80 mm

111 mm
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VI5590830P 906 mm 3000 K 5946 lm 70 W

VI5590840P 906 mm 4000 K 6345 lm 70 W

1200 VI55120830P 1206 mm 3000 K 8947 lm 105 W

VI55120840P 1206 mm 4000 K 9518 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VI8090830LP 906 mm 3000 K 5503 lm 70 W

VI8090840LP 906 mm 4000 K 5855 lm 70 W

VI8090830HP 906 mm 3000 K 8216 lm 105 W

VI8090840HP 906 mm 4000 K 8741 lm 105 W

1200 VI80120830LP 1206 mm 3000 K 8255 lm 105 W

VI80120840LP 1206 mm 4000 K 8782 lm 105 W

VI80120830HP 1206 mm 3000 K 10630 lm 140 W

VI80120840HP 1206 mm 4000 K 11308 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VI90830PL 906 mm 3000 K 5503 lm 70 W

VI90840PL 906 mm 4000 K 5855 lm 70 W

VI90830P 906 mm 3000 K 8216 lm 105 W

VI90840P 906 mm 4000 K 8741 lm 105 W

1200 VI120830PL 1206 mm 3000 K 8255 lm 105 W

VI120840PL 1206 mm 4000 K 8782 lm 105 W

VI120830P 1206 mm 3000 K 10630 lm 140 W

VI120840P 1206 mm 4000 K 11308 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

76 mm

76 mm

106 mm



6766

Suspended luminaire with frame, direct light distribution and LEDs 
with 15° to 80° beam angle

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

V
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VITTONE cup suspended
111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VICU11102GL 906 mm 3000 K 4148 lm 12 x 3 W

VICU11104GL 906 mm 4000 K 4277 lm 12 x 3 W

VICU11102GH 906 mm 3000 K 8192 lm 12 x 6 W

VICU11104GH 906 mm 4000 K 8446 lm 12 x 6 W

1200 VICU11106GL 1206 mm 3000 K 5186 lm 15 x 3 W

VICU11108GL 1206 mm 4000 K 5346 lm 15 x 3 W

VICU11106GH 1206 mm 3000 K 12696 lm 15 x 6 W

VICU11108GH 1206 mm 4000 K 13089 lm 15 x 6 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

106 mm
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

V
IT

T
O

N
E

VITTONE 80 suspended direct–indirect80 mm

VITTONE 111 suspended direct–indirect
111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VIDI8090830LP 906 mm 3000 K 8335 lm 105 W

VIDI8090840LP 906 mm 4000 K 8867 lm 105 W

1200 VIDI80120830HP 1206 mm 3000 K 10896 lm 140 W

VIDI80120840HP 1206 mm 4000 K 11592 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VIDI8090830LP 906 mm 3000 K 8335 lm 105 W

VIDI8090840LP 906 mm 4000 K 8867 lm 105 W

1200 VIDI80120830HP 1206 mm 3000 K 10896 lm 140 W

VIDI80120840HP 1206 mm 4000 K 11592 lm 140 W

76 mm

106 mm
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GIGI recessed trimless
page 75

GIGI floor lamp direct-indirect
page 77

GIGI recessed
page 79

GIGI semi-recessed
page 81

GIGI surfaced
page 83

GIGI surfaced direct-indirect
page 86

GIGI suspended
page 89

GIGI suspended direct-indirect
page 93

PROFILE HEIGHT 
(MM)

111 55 111 111 55 / 80 / 111 55 / 80 / 111 45 / 55 / 80 / 111 45 / 55 / 80 / 111

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct-indirect Direct Direct Direct Direct-indirect Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010

G
IG

I
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Recessed trimless luminaire with direct light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

GIGI recessed trimless111 mm

G
IG

I

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GINT35830 Ø362 mm Ø368 mm 3000 K 2256 lm 20 W

GINT35840 Ø362 mm Ø368 mm 4000 K 2400 lm 20 W

450 GINT45830L Ø462 mm Ø468 mm 3000 K 3760 lm 25 W

GINT45840L Ø462 mm Ø468 mm 4000 K 4000 lm 25 W

GINT45830 Ø462 mm Ø468 mm 3000 K 4501 lm 35 W

GINT45840 Ø462 mm Ø468 mm 4000 K 4788 lm 35 W

600 GINT60830L Ø612 mm Ø618 mm 3000 K 4600 lm 35 W

GINT60840L Ø612 mm Ø618 mm 4000 K 4894 lm 35 W

GINT60830 Ø612 mm Ø618 mm 3000 K 8480 lm 70 W

GINT60840 Ø612 mm Ø618 mm 4000 K 9022 lm 70 W

900 GINT90830L Ø912 mm Ø918 mm 3000 K 9023 lm 70 W

GINT90840L Ø912 mm Ø918 mm 4000 K 9599 lm 70 W

GINT90830 Ø912 mm Ø918 mm 3000 K 13372 lm 105 W

GINT90840 Ø912 mm Ø918 mm 4000 K 14226 lm 105 W

1200 GINT120830L Ø1212 mm Ø1218 mm 3000 K 13534 lm 105 W

GINT120840L Ø1212 mm Ø1218 mm 4000 K 14398 lm 105 W

GINT120830 Ø1212 mm Ø1218 mm 3000 K 16961 lm 140 W

GINT120840 Ø1212 mm Ø1218 mm 4000 K 18044 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



7776

Interior floor lamp with the height of 1800mm 
and direct/indirect light distribution; the 
optical system is equipped with SATINE or 
MICROPRISM as a standard.

GIGI floor lamp direct–indirect

G
IG

I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIF1803L Ø600x1800 mm 3000 K 6561 lm 55 W

GIF1804L Ø600x1800 mm 4000 K 6980 lm 55 W

GIF1803H Ø600x1800 mm 3000 K 10886 lm 90 W

GIF1804H Ø600x1800 mm 4000 K 11581 lm 90 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

55 mm

1800 mm
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Recessed luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

GIGI recessed111 mm

G
IG

I

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIN35830L Ø366 mm Ø368 mm 3000 K 2256 lm 20 W

GIN35840L Ø366 mm Ø368 mm 4000 K 2400 lm 20 W

GIN35830 Ø366 mm Ø368 mm 3000 K 3343 lm 25 W

GIN35840 Ø366 mm Ø368 mm 4000 K 3557 lm 25 W

450 GIN45830L Ø466 mm Ø468 mm 3000 K 3760 lm 25 W

GIN45840L Ø466 mm Ø468 mm 4000 K 4000 lm 25 W

GIN45830 Ø466 mm Ø468 mm 3000 K 4501 lm 35 W

GIN45840 Ø466 mm Ø468 mm 4000 K 4788 lm 35 W

600 GIN60830L Ø616 mm Ø618 mm 3000 K 4600 lm 35 W

GIN60840L Ø616 mm Ø618 mm 4000 K 4894 lm 35 W

GIN60830 Ø616 mm Ø618 mm 3000 K 8480 lm 70 W

GIN60840 Ø616 mm Ø618 mm 4000 K 9022 lm 70 W

900 GIN90830L Ø916 mm Ø918 mm 3000 K 9023 lm 70 W

GIN90840L Ø916 mm Ø918 mm 4000 K 9599 lm 70 W

GIN90830 Ø916 mm Ø918 mm 3000 K 13372 lm 105 W

GIN90840 Ø916 mm Ø918 mm 4000 K 14226 lm 105 W

1200 GIN120830L Ø1216 mm Ø1218 mm 3000 K 13534 lm 105 W

GIN120840L Ø1216 mm Ø1218 mm 4000 K 14398 lm 105 W

GIN120830 Ø1216 mm Ø1218 mm 3000 K 16961 lm 140 W

GIN120840 Ø1216 mm Ø1218 mm 4000 K 18044 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Semi-recessed luminaire with direct light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

GIGI semi-recessed111 mm

G
IG
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIHI35830 Ø366 mm Ø360 mm 3000 K 2256 lm 20 W

GIHI35840 Ø366 mm Ø360 mm 4000 K 2400 lm 20 W

450 GIHI45830L Ø466 mm Ø460 mm 3000 K 3760 lm 25 W

GIHI45840L Ø466 mm Ø460 mm 4000 K 4000 lm 25 W

GIHI45830 Ø466 mm Ø460 mm 3000 K 4501 lm 35 W

GIHI45840 Ø466 mm Ø460 mm 4000 K 4788 lm 35 W

600 GIHI60830L Ø616 mm Ø610 mm 3000 K 4600 lm 35 W

GIHI60840L Ø616 mm Ø610 mm 4000 K 4894 lm 35 W

GIHI60830 Ø616 mm Ø610 mm 3000 K 8480 lm 70 W

GIHI60840 Ø616 mm Ø610 mm 4000 K 9022 lm 70 W

900 GIHI90830L Ø916 mm Ø910 mm 3000 K 9023 lm 70 W

GIHI90840L Ø916 mm Ø910 mm 4000 K 9599 lm 70 W

GIHI90830 Ø916 mm Ø910 mm 3000 K 13372 lm 105 W

GIHI90840 Ø916 mm Ø910 mm 4000 K 14226 lm 105 W

1200 GIHI120830L Ø1216 mm Ø1210 mm 3000 K 13534 lm 105 W

GIHI120840L Ø1216 mm Ø1210 mm 4000 K 14398 lm 105 W

GIHI120830 Ø1216 mm Ø1210 mm 3000 K 16961 lm 140 W

GIHI120840 Ø1216 mm Ø1210 mm 4000 K 18044 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Ceiling-mounted luminaire with direct and direct/indirect light distribution; in case 
of the latter a pleasing halo effect is created around the luminaire housing.

G
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I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG553502L Ø356 mm 3000 K 2256 lm 20 W

GIG553504L Ø356 mm 4000 K 2400 lm 20 W

GIG553502H Ø356 mm 3000 K 3343 lm 25 W

GIG553504H Ø356 mm 4000 K 3557 lm 25 W

450 GIG554506L Ø456 mm 3000 K 3728 lm 25 W

GIG554508L Ø456 mm 4000 K 3966 lm 25 W

GIG554506H Ø456 mm 3000 K 4324 lm 35 W

GIG554508H Ø456 mm 4000 K 4600 lm 35 W

600 GIG556010L Ø606 mm 3000 K 4480 lm 35 W

GIG556012L Ø606 mm 4000 K 4766 lm 35 W

GIG556010H Ø606 mm 3000 K 8649 lm 70 W

GIG556012H Ø606 mm 4000 K 9201 lm 70 W

900 GIG559014L Ø906 mm 3000 K 8946 lm 70 W

GIG559016L Ø906 mm 4000 K 9518 lm 70 W

GIG559014H Ø906 mm 3000 K 12161 lm 105 W

GIG559016H Ø906 mm 4000 K 12937 lm 105 W

1200 GIG5512018L Ø1206 mm 3000 K 13420 lm 105 W

GIG5512020L Ø1206 mm 4000 K 14277 lm 105 W

GIG5512018H Ø1206 mm 3000 K 17298 lm 140 W

GIG5512020H Ø1206 mm 4000 K 18402 lm 140 W

GIGI 80 surfaced 80 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG803502L Ø356 mm 3000 K 2256 lm 20 W

GIG803504L Ø356 mm 4000 K 2400 lm 20 W

GIG803502H Ø356 mm 3000 K 3343 lm 25 W

GIG803504H Ø356 mm 4000 K 3557 lm 25 W

450 GIG804506L Ø456 mm 3000 K 3728 lm 25 W

GIG804508L Ø456 mm 4000 K 3966 lm 25 W

GIG804506H Ø456 mm 3000 K 4324 lm 35 W

GIG804508H Ø456 mm 4000 K 4600 lm 35 W

600 GIG806010L Ø606 mm 3000 K 4480 lm 35 W

GIG806012L Ø606 mm 4000 K 4766 lm 35 W

GIG806010H Ø606 mm 3000 K 8649 lm 70 W

GIG806012H Ø606 mm 4000 K 9201 lm 70 W

900 GIG809014L Ø906 mm 3000 K 8946 lm 70 W

GIG809016L Ø906 mm 4000 K 9518 lm 70 W

GIG809014H Ø906 mm 3000 K 12161 lm 105 W

GIG809016H Ø906 mm 4000 K 12937 lm 105 W

1200 GIG8012018L Ø1206 mm 3000 K 13420 lm 105 W

GIG8012020L Ø1206 mm 4000 K 14277 lm 105 W

GIG8012018H Ø1206 mm 3000 K 17298 lm 140 W

GIG8012020H Ø1206 mm 4000 K 18402 lm 140 W

1500 GIG8015022L Ø1506 mm 3000 K 14258 lm 105 W

GIG8015024L Ø1506 mm 4000 K 15168 lm 105 W

GIG8015022H Ø1506 mm 3000 K 21162 lm 140 W

GIG8015024H Ø1506 mm 4000 K 22513 lm 140 W

GIGI 55 surfaced 55 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GIGI 111 surfaced 111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG35830 Ø356 mm 3000 K 2256 lm 20 W

GIG35840 Ø356 mm 4000 K 2400 lm 20 W

450 GIG45830L Ø456 mm 3000 K 3760 lm 25 W

GIG45840L Ø456 mm 4000 K 4000 lm 25 W

GIG45830 Ø456 mm 3000 K 4501 lm 35 W

GIG45840 Ø456 mm 4000 K 4788 lm 35 W

600 GIG60830L Ø606 mm 3000 K 4600 lm 35 W

GIG60840L Ø606 mm 4000 K 4894 lm 35 W

GIG60830 Ø606 mm 3000 K 8480 lm 70 W

GIG60840 Ø606 mm 4000 K 9022 lm 70 W

900 GIG90830L Ø906 mm 3000 K 9023 lm 70 W

GIG90840L Ø906 mm 4000 K 9599 lm 70 W

GIG90830 Ø906 mm 3000 K 13372 lm 105 W

GIG90840 Ø906 mm 4000 K 14226 lm 105 W

1200 GIG120830L Ø1206 mm 3000 K 13534 lm 105 W

GIG120840L Ø1206 mm 4000 K 14398 lm 105 W

GIG120830 Ø1206 mm 3000 K 16961 lm 140 W

GIG120840 Ø1206 mm 4000 K 18044 lm 140 W

1500 GIG150830L Ø1506 mm 3000 K 14258 lm 140 W

GIG150840L Ø1506 mm 4000 K 15168 lm 140 W

GIG150830 Ø1506 mm 3000 K 21162 lm 210 W

GIG150840 Ø1506 mm 4000 K 22513 lm 210 W

1800 GIG180830L Ø1756 mm 3000 K 21387 lm 210 W

GIG180840L Ø1756 mm 4000 K 22753 lm 210 W

GIG180830H Ø1756 mm 3000 K 26802 lm 280 W

GIG180840H Ø1756 mm 4000 K 28513 lm 280 W

G
IG

I



8786

GIGI 55 surfaced direct–indirect55 mm

GIGI 80 surfaced direct–indirect80 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIDI556010L Ø606 mm 3000 K 4480 lm 35 W

GIDI556012L Ø606 mm 4000 K 4766 lm 35 W

GIDI556010H Ø606 mm 3000 K 8649 lm 70 W

GIDI556012H Ø606 mm 4000 K 9201 lm 70 W

900 GIDI559014L Ø906 mm 3000 K 8946 lm 70 W

GIDI559016L Ø906 mm 4000 K 9518 lm 70 W

GIDI559014H Ø906 mm 3000 K 12161 lm 105 W

GIDI559016H Ø906 mm 4000 K 12937 lm 105 W

1200 GIDI5512018L Ø1206 mm 3000 K 13420 lm 105 W

GIDI5512020L Ø1206 mm 4000 K 14277 lm 105 W

GIDI5512018H Ø1206 mm 3000 K 17298 lm 140 W

GIDI5512020H Ø1206 mm 4000 K 18402 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIDI803502L Ø356 mm 3000 K 2256 lm 20 W

GIDI803504L Ø356 mm 4000 K 2400 lm 20 W

GIDI803502H Ø356 mm 3000 K 3343 lm 25 W

GIDI803504H Ø356 mm 4000 K 3557 lm 25 W

450 GIDI804506L Ø456 mm 3000 K 3760 lm 25 W

GIDI804508L Ø456 mm 4000 K 4000 lm 25 W

GIDI804506H Ø456 mm 3000 K 4501 lm 35 W

GIDI804508H Ø456 mm 4000 K 4600 lm 35 W

600 GIDI806010L Ø606 mm 3000 K 4600 lm 35 W

GIDI806012L Ø606 mm 4000 K 4894 lm 35 W

GIDI806010H Ø606 mm 3000 K 8480 lm 70 W

GIDI806012H Ø606 mm 4000 K 9022 lm 70 W

900 GIDI809014L Ø906 mm 3000 K 9023 lm 70 W

GIDI809016L Ø906 mm 4000 K 9599 lm 70 W

GIDI809014H Ø906 mm 3000 K 13372 lm 105 W

GIDI809016H Ø906 mm 4000 K 14226 lm 105 W

1200 GIDI8012018L Ø1206 mm 3000 K 13534 lm 105 W

GIDI8012020L Ø1206 mm 4000 K 14398 lm 105 W

GIDI8012018H Ø1206 mm 3000 K 16961 lm 140 W

GIDI8012020H Ø1206 mm 4000 K 18044 lm 140 W

1500 GIDI8015022L Ø1506 mm 3000 K 14258 lm 140 W

GIDI8015024L Ø1506 mm 4000 K 15168 lm 140 W

GIDI8015022H Ø1506 mm 3000 K 21162 lm 210 W

GIDI8015024H Ø1506 mm 4000 K 22513 lm 210 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

GIGI 111 surfaced direct–indirect111 mm

G
IG

I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIGDIO35830PL Ø356 mm 3000 K 2256 lm 20 W

GIGDIO35840PL Ø356 mm 4000 K 2400 lm 20 W

GIGDIO35830P Ø356 mm 3000 K 3343 lm 25 W

GIGDIO35840P Ø356 mm 4000 K 3557 lm 25 W

450 GIGDIO45830PL Ø456 mm 3000 K 3760 lm 25 W

GIGDIO45840PL Ø456 mm 4000 K 4000 lm 25 W

GIGDIO45830P Ø456 mm 3000 K 4501 lm 35 W

GIGDIO45840P Ø456 mm 4000 K 4788 lm 35 W

600 GIGDIO60830PL Ø606 mm 3000 K 4600 lm 35 W

GIGDIO60840PL Ø606 mm 4000 K 4894 lm 35 W

GIGDIO60830P Ø606 mm 3000 K 8480 lm 70 W

GIGDIO60840P Ø606 mm 4000 K 9022 lm 70 W

900 GIGDIO90830PL Ø906 mm 3000 K 9023 lm 70 W

GIGDIO90840PL Ø906 mm 4000 K 9599 lm 70 W

GIGDIO90830P Ø906 mm 3000 K 13372 lm 105 W

GIGDIO90840P Ø906 mm 4000 K 14226 lm 105 W

1200 GIGDIO120830PL Ø1206 mm 3000 K 13534 lm 105 W

GIGDIO120840PL Ø1206 mm 4000 K 14398 lm 105 W

GIGDIO120830P Ø1206 mm 3000 K 16961 lm 140 W

GIGDIO120840P Ø1206 mm 4000 K 18044 lm 140 W

1500 GIGDIO150830PL Ø1506 mm 3000 K 14258 lm 140 W

GIGDIO150840PL Ø1506 mm 4000 K 15168 lm 140 W

GIGDIO150830P Ø1506 mm 3000 K 21162 lm 210 W

GIGDIO150840P Ø1506 mm 4000 K 22513 lm 210 W

1800 GIDI180830L Ø1756 mm 3000 K 21387 lm 210 W

GIDI180840L Ø1756 mm 4000 K 22753 lm 210 W

GIDI180830H Ø1756 mm 3000 K 26802 lm 280 W

GIDI180840H Ø1756 mm 4000 K 28513 lm 280 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



8988

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

Suspended luminaire with direct and direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system II.
Triple suspension system

GIGI 45 suspended

GIGI 55 suspended

G
IG

I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG453502P Ø356 mm 3000 K 2237 lm 20 W

GIG453504P Ø356 mm 4000 K 2380 lm 20 W

450 GIG454506P Ø456 mm 3000 K 3728 lm 25 W

GIG454508P Ø456 mm 4000 K 3966 lm 25 W

600 GIG456010P Ø606 mm 3000 K 4480 lm 35 W

GIG456012P Ø606 mm 4000 K 4766 lm 35 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG553502PL Ø356 mm 3000 K 2256 lm 20 W

GIG553504PL Ø356 mm 4000 K 2400 lm 20 W

GIG553502PH Ø356 mm 3000 K 3343 lm 25 W

GIG553504PH Ø356 mm 4000 K 3557 lm 25 W

450 GIG554506PL Ø456 mm 3000 K 3728 lm 25 W

GIG554508PL Ø456 mm 4000 K 3966 lm 25 W

GIG554506PH Ø456 mm 3000 K 4324 lm 35 W

GIG554508PH Ø456 mm 4000 K 4600 lm 35 W

600 GIG556010PL Ø606 mm 3000 K 4480 lm 35 W

GIG556012PL Ø606 mm 4000 K 4766 lm 35 W

GIG556010PH Ø606 mm 3000 K 8649 lm 70 W

GIG556012PH Ø606 mm 4000 K 9201 lm 70 W

900 GIG559014PL Ø906 mm 3000 K 8946 lm 70 W

GIG559016PL Ø906 mm 4000 K 9518 lm 70 W

GIG559014PH Ø906 mm 3000 K 12161 lm 105 W

GIG559016PH Ø906 mm 4000 K 12937 lm 105 W

1200 GIG5512018PL Ø1206 mm 3000 K 13420 lm 105 W

GIG5512020PL Ø1206 mm 4000 K 14277 lm 105 W

GIG5512018PH Ø1206 mm 3000 K 17298 lm 140 W

GIG5512020PH Ø1206 mm 4000 K 18402 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

45 mm

55 mm
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GIGI 80 suspended

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG8035830P Ø356 mm 3000 K 2256 lm 20 W

GIG8035840P Ø356 mm 4000 K 2400 lm 20 W

450 GIG8045830PL Ø456 mm 3000 K 3760 lm 25 W

GIG8045840PL Ø456 mm 4000 K 4000 lm 25 W

GIG8045830P Ø456 mm 3000 K 4501 lm 35 W

GIG8045840P Ø456 mm 4000 K 4788 lm 35 W

600 GIG8060830PL Ø606 mm 3000 K 4600 lm 35 W

GIG8060840PL Ø606 mm 4000 K 4894 lm 35 W

GIG8060830P Ø606 mm 3000 K 8480 lm 70 W

GIG8060840P Ø606 mm 4000 K 9022 lm 70 W

900 GIG8090830PL Ø906 mm 3000 K 9023 lm 70 W

GIG8090840PL Ø906 mm 4000 K 9599 lm 70 W

GIG8090830P Ø906 mm 3000 K 13372 lm 105 W

GIG8090840P Ø906 mm 4000 K 14226 lm 105 W

1200 GIG80120830PL Ø1206 mm 3000 K 13534 lm 105 W

GIG80120840PL Ø1206 mm 4000 K 14398 lm 105 W

GIG80120830P Ø1206 mm 3000 K 16961 lm 140 W

GIG80120840P Ø1206 mm 4000 K 18044 lm 140 W

1500 GIG80150830PL Ø1506 mm 3000 K 14258 lm 140 W

GIG80150840PL Ø1506 mm 4000 K 15168 lm 140 W

GIG80150830P Ø1506 mm 3000 K 21162 lm 210 W

GIG80150840P Ø1506 mm 4000 K 22513 lm 210 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

80 mm
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GIGI 111 suspended

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIG35830P Ø356 mm 3000 K 2256 lm 20 W

GIG35840P Ø356 mm 4000 K 2400 lm 20 W

450 GIG45830PL Ø456 mm 3000 K 3760 lm 25 W

GIG45840PL Ø456 mm 4000 K 4000 lm 25 W

GIG45830P Ø456 mm 3000 K 4501 lm 35 W

GIG45840P Ø456 mm 4000 K 4788 lm 35 W

600 GIG60830PL Ø606 mm 3000 K 4600 lm 35 W

GIG60840PL Ø606 mm 4000 K 4894 lm 35 W

GIG60830P Ø606 mm 3000 K 8480 lm 70 W

GIG60840P Ø606 mm 4000 K 9022 lm 70 W

900 GIG90830PL Ø906 mm 3000 K 9023 lm 70 W

GIG90840PL Ø906 mm 4000 K 9599 lm 70 W

GIG90830P Ø906 mm 3000 K 13372 lm 105 W

GIG90840P Ø906 mm 4000 K 14226 lm 105 W

1200 GIG120830PL Ø1206 mm 3000 K 13534 lm 105 W

GIG120840PL Ø1206 mm 4000 K 14398 lm 105 W

GIG120830P Ø1206 mm 3000 K 16961 lm 140 W

GIG120840P Ø1206 mm 4000 K 18044 lm 140 W

1500 GIG150830PL Ø1506 mm 3000 K 14258 lm 140 W

GIG150840PL Ø1506 mm 4000 K 15168 lm 140 W

GIG150830P Ø1506 mm 3000 K 21162 lm 210 W

GIG150840P Ø1506 mm 4000 K 22513 lm 210 W

1800 GIG180830PL Ø1756 mm 3000 K 21387 lm 210 W

GIG180840PL Ø1756 mm 4000 K 22753 lm 210 W

GIG180830P Ø1756 mm 3000 K 26802 lm 280 W

GIG180840P Ø1756 mm 4000 K 28513 lm 280 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

111 mm
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

Suspension system II.
Triple suspension system

GIGI 45 suspended direct–indirect

GIGI 55 suspended direct–indirect

G
IG

I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIGDI456010P Ø606 mm 3000 K 6561 lm 55 W

GIGDI456012P Ø606 mm 4000 K 6980 lm 55 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIGDI456010P Ø606 mm 3000 K 6561 lm 55 W

GIGDI456012P Ø606 mm 4000 K 6980 lm 55 W

GIDI556010PL Ø606 mm 3000 K 6561 lm 55 W

GIDI556012PL Ø606 mm 4000 K 6980 lm 55 W

GIDI556010PH Ø606 mm 3000 K 10886 lm 90 W

GIDI556012PH Ø606 mm 4000 K 11851 lm 90 W

900 GIDI559014PL Ø906 mm 3000 K 11183 lm 90 W

GIDI559016PL Ø906 mm 4000 K 11897 lm 90 W

GIDI559014PH Ø906 mm 3000 K 16485 lm 140 W

GIDI559016PH Ø906 mm 4000 K 17537 lm 140 W

1200 GIDI5512018PL Ø1206 mm 3000 K 17744 lm 140 W

GIDI5512020PL Ø1206 mm 4000 K 18877 lm 140 W

GIDI5512018PH Ø1206 mm 3000 K 21778 lm 175 W

GIDI5512020PH Ø1206 mm 4000 K 23168 lm 175 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

45 mm

55 mm

GIGI 80 suspended direct–indirect

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIGDI8060830PL Ø606 mm 3000 K 6469 lm 55 W

GIGDI8060840PL Ø606 mm 4000 K 6882 lm 55 W

GIGDI8060830P Ø606 mm 3000 K 13372 lm 105 W

GIGDI8060840P Ø606 mm 4000 K 14226 lm 105 W

900 GIGDI8090830PL Ø906 mm 3000 K 13502 lm 105 W

GIGDI8090840PL Ø906 mm 4000 K 14364 lm 105 W

GIGDI8090830P Ø906 mm 3000 K 18858 lm 140 W

GIGDI8090840P Ø906 mm 4000 K 20062 lm 140 W

1200 GIGDI80120830PL Ø1206 mm 3000 K 17652 lm 140 W

GIGDI80120840PL Ø1206 mm 4000 K 18779 lm 140 W

GIGDI80120830P Ø1206 mm 3000 K 26402 lm 210 W

GIGDI80120840P Ø1206 mm 4000 K 28087 lm 210 W

1500 GIGDI80150830PL Ø1506 mm 3000 K 21387 lm 210 W

GIGDI80150840PL Ø1506 mm 4000 K 27753 lm 210 W

GIGDI80150830P Ø1506 mm 3000 K 31698 lm 315 W

GIGDI80150840P Ø1506 mm 4000 K 33721 lm 315 W

80 mm
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GIGI 111 suspended direct–indirect111 mm

G
IG

I

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GIGDI35830PL Ø356 mm 3000 K 3229 lm 30 W

GIGDI35840PL Ø356 mm 4000 K 3435 lm 30 W

GIGDI35830P Ø356 mm 3000 K 4420 lm 40 W

GIGDI35840P Ø356 mm 4000 K 4702 lm 40 W

450 GIGDI45830PL Ø456 mm 3000 K 4420 lm 40 W

GIGDI45840PL Ø456 mm 4000 K 4702 lm 40 W

GIGDI45840P Ø456 mm 4000 K 4788 lm 55 W

GIGDI45830P Ø456 mm 3000 K 6469 lm 55 W

600 GIGDI60830PL Ø606 mm 3000 K 6469 lm 55 W

GIGDI60840PL Ø606 mm 4000 K 6882 lm 55 W

GIGDI60830P Ø606 mm 3000 K 13372 lm 105 W

GIGDI60840P Ø606 mm 4000 K 14226 lm 105 W

900 GIGDI90830PL Ø906 mm 3000 K 13502 lm 105 W

GIGDI90840PL Ø906 mm 4000 K 14364 lm 105 W

GIGDI90830P Ø906 mm 3000 K 18858 lm 140 W

GIGDI90840P Ø906 mm 4000 K 20062 lm 140 W

1200 GIGDI120830PL Ø1206 mm 3000 K 17652 lm 140 W

GIGDI120840PL Ø1206 mm 4000 K 18779 lm 140 W

GIGDI120830P Ø1206 mm 3000 K 26402 lm 210 W

GIGDI120840P Ø1206 mm 4000 K 28087 lm 210 W

1500 GIGDI150830PL Ø1506 mm 3000 K 21387 lm 210 W

GIGDI150840PL Ø1506 mm 4000 K 27753 lm 210 W

GIGDI150830P Ø1506 mm 3000 K 31698 lm 315 W

GIGDI150840P Ø1506 mm 4000 K 33721 lm 315 W

1800 GIGDI180830PL Ø1756 mm 3000 K 32081 lm 315 W

GIGDI180840PL Ø1756 mm 4000 K 34129 lm 315 W

GIGDI180830P Ø1756 mm 3000 K 41060 lm 420 W

GIGDI180840P Ø1756 mm 4000 K 43681 lm 420 W
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V
A

S
A

R
I

VASARI recessed
page 101

VASARI surfaced
page 103

VASARI surfaced direct-indirect
page 105

VASARI suspended
page 107

VASARI suspended direct-indirect
page 109

PROFILE HEIGHT 
(MM)

111 55 / 80 / 111 80 / 111 55 / 80 / 111 80 / 111

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct-indirect Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Recessed luminaire with frame and direct light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

VASARI recessed111 mm

V
A

S
A

R
I

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VAI60830L 616x616 mm 610x610 mm 3000 K 4600 lm 35 W

VAI60840L 616x616 mm 610x610 mm 4000 K 4894 lm 35 W

VAI60830H 616x616 mm 610x610 mm 3000 K 8480 lm 70 W

VAI60840H 616x616 mm 610x610 mm 4000 K 9022 lm 70 W

900 VAI90830H 916x916 mm 910x910 mm 3000 K 7129 lm 70 W

VAI90840H 916x916 mm 910x910 mm 4000 K 7584 lm 70 W

VAI90830L 916x916 mm 910x910 mm 3000 K 10566 lm 105 W

VAI90840L 916x916 mm 910x910 mm 4000 K 11240 lm 105 W

1200 VAI120830L 1216x1216 mm 1210x1210 mm 3000 K 10693 lm 105 W

VAI120840L 1216x1216 mm 1210x1210 mm 4000 K 11376 lm 105 W

VAI120830H 1216x1216 mm 1210x1210 mm 3000 K 13401 lm 140 W

VAI120840H 1216x1216 mm 1210x1210 mm 4000 K 14257 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Ceiling-mounted luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

VASARI 55 surfaced 

VASARI 80 surfaced 

55 mm

80 mm

VASARI 111 surfaced 111 mm

V
A

S
A

R
I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 VA5560830L 636x636 mm 3000 K 4480 lm 35 W

VA5560840L 636x636 mm 4000 K 4766 lm 35 W

VA5590830L 826x826 mm 3000 K 8946 lm 70 W

VA5590840L 826x826 mm 4000 K 9518 lm 70 W

1200 VA55120830L 1206x1206 mm 3000 K 12923 lm 105 W

VA55120840L 1206x1206 mm 4000 K 13748 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 VA8040830L 406x406 mm 3000 K 3760 lm 25 W

VA8040840L 406x406 mm 4000 K 4000 lm 25 W

VA8040830H 406x406 mm 3000 K 4501 lm 35 W

VA8040840H 406x406 mm 4000 K 4788 lm 35 W

600 VA8060830L 606x606 mm 3000 K 4600 lm 35 W

VA8060840L 606x606 mm 4000 K 4894 lm 35 W

VA8060830H 606x606 mm 3000 K 8480 lm 70 W

VA8060840H 606x606 mm 4000 K 9022 lm 70 W

900 VA8090830H 906x906 mm 3000 K 7129 lm 70 W

VA8090840H 906x906 mm 4000 K 7584 lm 70 W

VA8090830L 906x906 mm 3000 K 10566 lm 105 W

VA8090840L 906x906 mm 4000 K 11240 lm 105 W

1200 VA80120830L 1206x1206 mm 3000 K 10693 lm 105 W

VA80120840L 1206x1206 mm 4000 K 11376 lm 105 W

VA80120830H 1206x1206 mm 3000 K 13401 lm 140 W

VA80120840H 1206x1206 mm 4000 K 14257 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 VA40830L 406x406 mm 3000 K 3760 lm 25 W

VA40840L 406x406 mm 4000 K 4000 lm 25 W

VA40830 406x406 mm 3000 K 4501 lm 35 W

VA40840 406x406 mm 4000 K 4788 lm 35 W

600 VA60830L 606x606 mm 3000 K 4600 lm 35 W

VA60840L 606x606 mm 4000 K 4894 lm 35 W

VA60830 606x606 mm 3000 K 8480 lm 70 W

VA60840 606x606 mm 4000 K 9022 lm 70 W

900 VA90830L 906x906 mm 3000 K 7129 lm 70 W

VA90840L 906x906 mm 4000 K 7584 lm 70 W

VA90830 906x906 mm 3000 K 10566 lm 105 W

VA90840 906x906 mm 4000 K 11240 lm 105 W

1200 VA120830L 1206x1206 mm 3000 K 10693 lm 105 W

VA120840L 1206x1206 mm 4000 K 11376 lm 105 W

VA120830 1206x1206 mm 3000 K 13401 lm 140 W

VA120840 1206x1206 mm 4000 K 14257 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



105104

Ceiling-mounted luminaire with direct/indirect light distribution; a pleasing 
halo effect is created around the luminaire housing.

VASARI 80 surfaced direct–indirect80 mm

VASARI 111 surfaced direct–indirect111 mm

V
A

S
A

R
I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VAODI0201 606x606 mm 3000 K 4600 lm 35 W

VAODI0202 606x606 mm 4000 K 4894 lm 35 W

VAODI0203 606x606 mm 3000 K 8480 lm 70 W

VAODI0204 606x606 mm 4000 K 9022 lm 70 W

900 VAODI0205 906x906 mm 3000 K 7129 lm 70 W

VAODI0206 906x906 mm 4000 K 7584 lm 70 W

VAODI0207 906x906 mm 3000 K 10566 lm 105 W

VAODI0208 906x906 mm 4000 K 11240 lm 105 W

1200 VAODI0209 1206x1206 mm 3000 K 10693 lm 105 W

VAODI0210 1206x1206 mm 4000 K 11376 lm 105 W

VAODI0211 1206x1206 mm 3000 K 13401 lm 140 W

VAODI0212 1206x1206 mm 4000 K 14257 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VAODI0401 606x606 mm 3000 K 4600 lm 35 W

VAODI0402 606x606 mm 4000 K 4894 lm 35 W

VAODI0403 606x606 mm 3000 K 8480 lm 70 W

VAODI0404 606x606 mm 4000 K 9022 lm 70 W

900 VAODI0405 906x906 mm 3000 K 7129 lm 70 W

VAODI0406 906x906 mm 4000 K 7584 lm 70 W

VAODI0407 906x906 mm 3000 K 10566 lm 105 W

VAODI0408 906x906 mm 4000 K 11240 lm 105 W

1200 VAODI0409 1206x1206 mm 3000 K 10693 lm 105 W

VAODI0410 1206x1206 mm 4000 K 11376 lm 105 W

VAODI0411 1206x1206 mm 3000 K 13401 lm 140 W

VAODI0412 1206x1206 mm 4000 K 14257 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

VASARI 55 suspended55 mm

VASARI 80 suspended

VASARI 111 suspended

80 mm

111 mm

V
A

S
A

R
I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VA5560830PL 606x606 mm 3000 K 4480 lm 35 W

VA5560840PL 606x606 mm 4000 K 4766 lm 35 W

900 VA5590830PL 906x906 mm 3000 K 8946 lm 70 W

VA5590840PL 906x906 mm 4000 K 9518 lm 70 W

1200 VA55120830PL 1206x1206 mm 3000 K 10604 lm 105 W

VA55120840PL 1206x1206 mm 4000 K 11281 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VA8040830PL 406x406 mm 3000 K 3760 lm 25 W

VA8040840PL 406x406 mm 4000 K 4000 lm 25 W

VA8040830PH 406x406 mm 3000 K 4501 lm 35 W

VA8040840PH 406x406 mm 4000 K 4788 lm 35 W

VA8060830PL 606x606 mm 3000 K 4600 lm 35 W

VA8060840PL 606x606 mm 4000 K 4894 lm 35 W

VA8060830PH 606x606 mm 3000 K 8480 lm 70 W

VA8060840PH 606x606 mm 4000 K 9022 lm 70 W

900 VA8090830PH 906x906 mm 3000 K 7129 lm 70 W

VA8090840PH 906x906 mm 4000 K 7584 lm 70 W

VA8090830PL 906x906 mm 3000 K 10566 lm 105 W

VA8090840PL 906x906 mm 4000 K 11240 lm 105 W

1200 VA80120830PL 1206x1206 mm 3000 K 10693 lm 105 W

VA80120840PL 1206x1206 mm 4000 K 11376 lm 105 W

VA80120830PH 1206x1206 mm 3000 K 13401 lm 140 W

VA80120840PH 1206x1206 mm 4000 K 14257 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 VA40830PL 406x406 mm 3000 K 3760 lm 25 W

VA40840PL 406x406 mm 4000 K 4000 lm 25 W

VA40830P 406x406 mm 3000 K 4501 lm 35 W

VA40840P 406x406 mm 4000 K 4788 lm 35 W

600 VA60830PL 606x606 mm 3000 K 4600 lm 35 W

VA60840PL 606x606 mm 4000 K 4894 lm 35 W

VA60830P 606x606 mm 3000 K 8480 lm 70 W

VA60840P 606x606 mm 4000 K 9022 lm 70 W

900 VA90830PL 906x906 mm 3000 K 7129 lm 70 W

VA90840PL 906x906 mm 4000 K 7584 lm 70 W

VA90830P 906x906 mm 3000 K 10566 lm 105 W

VA90840P 906x906 mm 4000 K 11240 lm 105 W

1200 VA120830PL 1206x1206 mm 3000 K 10693 lm 105 W

VA120840PL 1206x1206 mm 4000 K 11376 lm 105 W

VA120830P 1206x1206 mm 3000 K 13401 lm 140 W

VA120840P 1206x1206 mm 4000 K 14257 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

VASARI 80 suspended direct–indirect

VASARI 111 suspended direct–indirect

80 mm

111 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

V
A

S
A

R
I

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VADI8060830L 606x606 mm 3000 K 6469 lm 55 W

VADI8060840L 606x606 mm 4000 K 6882 lm 55 W

VADI8060830 606x606 mm 3000 K 13372 lm 105 W

VADI8060840 606x606 mm 4000 K 14226 lm 105 W

900 VADI8090830L 906x906 mm 3000 K 10668 lm 105 W

VADI8090840L 906x906 mm 4000 K 11349 lm 105 W

VADI8090830 906x906 mm 3000 K 13913 lm 140 W

VADI8090840 906x906 mm 4000 K 14801 lm 140 W

1200 VADI80120830L 1206x1206 mm 3000 K 13947 lm 140 W

VADI80120840L 1206x1206 mm 4000 K 14838 lm 140 W

VADI80120830 1206x1206 mm 3000 K 20860 lm 210 W

VADI80120840 1206x1206 mm 4000 K 22192 lm 210 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 VADI60830L 606x606 mm 3000 K 6469 lm 55 W

VADI60840L 606x606 mm 4000 K 6882 lm 55 W

VADI60830 606x606 mm 3000 K 13372 lm 105 W

VADI60840 606x606 mm 4000 K 14226 lm 105 W

900 VADI90830L 906x906 mm 3000 K 10668 lm 105 W

VADI90840L 906x906 mm 4000 K 11349 lm 105 W

VADI90830 906x906 mm 3000 K 13913 lm 140 W

VADI90840 906x906 mm 4000 K 14801 lm 140 W

1200 VADI120830L 1206x1206 mm 3000 K 13947 lm 140 W

VADI120840L 1206x1206 mm 4000 K 14838 lm 140 W

VADI120830 1206x1206 mm 3000 K 20860 lm 210 W

VADI120840 1206x1206 mm 4000 K 22192 lm 210 W
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MASON recessed
page 115

MASON surfaced
page 117

MASON suspended
page 119

MASON suspended direct-indirect
page 121

PROFILE HEIGHT 
(MM)

111 55 / 80 / 111 55 / 80 / 111 80 / 111

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT
DISTRIBUTION

Direct Direct Direct Direct-indirect

CONTROL
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W 99 - 140 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010

M
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Recessed luminaire with frame and direct light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

MASON recessed111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

M
A

S
O
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MAIN903L 916 mm 910 mm 3000 K 7129 lm 70 W

MAIN904L 916 mm 910 mm 4000 K 7584 lm 70 W

MAIN903H 916 mm 910 mm 3000 K 10566 lm 105 W

MAIN904H 916 mm 910 mm 4000 K 11240 lm 105 W

1200 MAIN1203L 1216 mm 1210 mm 3000 K 10693 lm 105 W

MAIN1204L 1216 mm 1210 mm 4000 K 11376 lm 105 W

MAIN1203H 1216 mm 1210 mm 3000 K 13401 lm 140 W

MAIN1204H 1216 mm 1210 mm 4000 K 14257 lm 140 W
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Ceiling luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

MASON 55 surfaced 

MASON 80 surfaced 

55 mm

80 mm

MASON 111 surfaced 111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

M
A

S
O
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MA5590830L 906 mm 3000 K 8946 lm 70 W

MA5590840L 906 mm 4000 K 9518 lm 70 W

1200 MA55120830L 1206 mm 3000 K 13420 lm 105 W

MA55120840L 1206 mm 4000 K 14277 lm 105 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MA8090830L 906 mm 3000 K 7129 lm 70 W

MA8090840L 906 mm 4000 K 7584 lm 70 W

MA8090830 906 mm 3000 K 10566 lm 105 W

MA8090840 906 mm 4000 K 11240 lm 105 W

1200 MA80120830L 1206 mm 3000 K 10693 lm 105 W

MA80120840L 1206 mm 4000 K 11376 lm 105 W

MA80120830 1206 mm 3000 K 13401 lm 140 W

MA80120840 1206 mm 4000 K 14257 lm 140 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MA90830L 906 mm 3000 K 7129 lm 70 W

MA90840L 906 mm 4000 K 7584 lm 70 W

MA90830 906 mm 3000 K 10566 lm 105 W

MA90840 906 mm 4000 K 11240 lm 105 W

1200 MA120830L 1206 mm 3000 K 10693 lm 105 W

MA120840L 1206 mm 4000 K 11376 lm 105 W

MA120830 1206 mm 3000 K 13401 lm 140 W

MA120840 1206 mm 4000 K 14257 lm 140 W
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

MASON 55 suspended55 mm

MASON 80 suspended

MASON 111 suspended

80 mm

111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

M
A

S
O

N

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MA5590830PL 906 mm 3000 K 8946 lm 70 W

MA5590840PL 906 mm 4000 K 9518 lm 70 W

1200 MA55120830PL 1206 mm 3000 K 13420 lm 105 W

MA55120840PL 1206 mm 4000 K 14277 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MA8090830PL 906 mm 3000 K 7129 lm 70 W

MA8090840PL 906 mm 4000 K 7584 lm 70 W

MA8090830P 906 mm 3000 K 10566 lm 105 W

MA8090840P 906 mm 4000 K 11240 lm 105 W

1200 MA80120830PL 1206 mm 3000 K 10693 lm 105 W

MA80120840PL 1206 mm 4000 K 11376 lm 105 W

MA80120830P 1206 mm 3000 K 13401 lm 140 W

MA80120840P 1206 mm 4000 K 14257 lm 140 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MA90830PL 906 mm 3000 K 7129 lm 70 W

MA90840PL 906 mm 4000 K 7584 lm 70 W

MA90830P 906 mm 3000 K 10566 lm 105 W

MA90840P 906 mm 4000 K 11240 lm 105 W

1200 MA120830PL 1206 mm 3000 K 10693 lm 105 W

MA120840PL 1206 mm 4000 K 11376 lm 105 W

MA120830P 1206 mm 3000 K 13401 lm 140 W

MA120840P 1206 mm 4000 K 14257 lm 140 W
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

MASON 80 suspended direct–indirect

MASON 111 suspended direct–indirect

80 mm

111 mm

M
A
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O
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MADI0201 906 mm 3000 K 10668 lm 105 W

MADI0202 906 mm 4000 K 11349 lm 105 W

MADI0203 906 mm 3000 K 13913 lm 140 W

MADI0204 906 mm 4000 K 14801 lm 140 W

1200 MADI0205 1206 mm 3000 K 13947 lm 140 W

MADI0206 1206 mm 4000 K 14838 lm 140 W

MADI0207 1206 mm 3000 K 20860 lm 210 W

MADI0208 1206 mm 4000 K 22192 lm 210 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 MADI0401 906 mm 3000 K 10668 lm 105 W

MADI0402 906 mm 4000 K 11349 lm 105 W

MADI0403 906 mm 3000 K 13913 lm 140 W

MADI0404 906 mm 4000 K 14801 lm 140 W

1200 MADI0405 1206 mm 3000 K 13947 lm 140 W

MADI0406 1206 mm 4000 K 14838 lm 140 W

MADI0407 1206 mm 3000 K 20860 lm 210 W

MADI0408 1206 mm 4000 K 22192 lm 210 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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PIAZZA floor lamp direct-indirect
page 127

PIAZZA square suspended
page 129

PIAZZA square surfaced
page 131

PIAZZA  rectangle suspended
page 133

PIAZZA  rectangle suspended direct-indirect
page 135

PIAZZA  rectangle surfaced
page 137

PROFILE HEIGHT 
(MM)

55 45 / 55 / 80 / 111 55 / 80 / 111 45 / 55 / 80 / 111 45 / 55 80 / 111

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct-indirect Direct Direct Direct Direct-indirect Direct

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

104 - 127 lm/W 104 - 127 lm/W 104 - 127 lm/W 104 - 127 lm/W 104 - 127 lm/W 104 - 127 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010

P
IA
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Z
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Floor lamp with the height of 1800mm 
and direct/indirect light distribution; the 
optical system is equipped with SATINE or 
MICROPRISM as a standard.

PIAZZA floor lamp direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

55 mm

P
IA

Z
Z

A

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

620x410 PIFL3L 620x410 mm 3000 K 6561 lm 55 W

PIFL4L 620x410 mm 4000 K 6980 lm 55 W

PIFL3H 620x410 mm 3000 K 10886 lm 90 W

PIFL4H 620x410 mm 4000 K 11581 lm 90 W

1800 mm
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

PIAZZA 45 square suspended

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 PI45403L 406x406 mm 3000 K 2256 lm 20 W

PI45404L 406x406 mm 4000 K 2400 lm 20 W

PI45403H 406x406 mm 3000 K 3343 lm 25 W

PI45404H 406x406 mm 4000 K 3557 lm 25 W

600 PI45603L 606x606 mm 3000 K 4511 lm 35 W

PI45604L 606x606 mm 4000 K 4799 lm 35 W

PI45603H 606x606 mm 3000 K 8610 lm 70 W

PI45604H 606x606 mm 4000 K 9159 lm 70 W

900 PI45903L 786x786 mm 3000 K 9295 lm 70 W

PI45904L 786x786 mm 4000 K 9888 lm 70 W

PI45903H 786x786 mm 3000 K 12721 lm 105 W

PI45904H 786x786 mm 4000 K 13533 lm 105 W

45 mm

Suspension system I.
Cap with wire

Suspension holder
Cord Suspension, 

standard length 1.5 m

P
IA

Z
Z

A

PIAZZA 55 square suspended

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 PI45403L 406x406 mm 3000 K 2256 lm 20 W

PI45404L 406x406 mm 4000 K 2400 lm 20 W

PI45403H 406x406 mm 3000 K 3343 lm 25 W

PI45404H 406x406 mm 4000 K 3557 lm 25 W

600 PI45603L 606x606 mm 3000 K 4511 lm 35 W

PI45604L 606x606 mm 4000 K 4799 lm 35 W

PI45603H 606x606 mm 3000 K 8610 lm 70 W

PI45604H 606x606 mm 4000 K 9159 lm 70 W

900 PI45903L 786x786 mm 3000 K 9295 lm 70 W

PI45904L 786x786 mm 4000 K 9888 lm 70 W

PI45903H 786x786 mm 3000 K 12721 lm 105 W

PI45904H 786x786 mm 4000 K 13533 lm 105 W

55 mm

PIAZZA 80 square suspended

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 PI80403PL 326x326 mm 3000 K 1128 lm 10 W

PI80404PL 326x326 mm 4000 K 1200 lm 10 W

PI80403PH 326x326 mm 3000 K 2152 lm 20 W

PI80404PH 326x326 mm 4000 K 2290 lm 20 W

600 PI80603PL 606x606 mm 3000 K 4511 lm 35 W

PI80604PL 606x606 mm 4000 K 4799 lm 35 W

PI80603PH 606x606 mm 3000 K 8610 lm 70 W

PI80604PH 606x606 mm 4000 K 9159 lm 70 W

900 PI80903PL 886x886 mm 3000 K 9295 lm 70 W

PI80904PL 886x886 mm 4000 K 9888 lm 70 W

PI80903PH 886x886 mm 3000 K 12721 lm 105 W

PI80904PH 886x886 mm 4000 K 13533 lm 105 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

PIAZZA 111 square suspended

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 PI111403PL 326x326 mm 3000 K 1128 lm 10 W

PI111404PL 326x326 mm 4000 K 1200 lm 10 W

PI111403PH 326x326 mm 3000 K 2152 lm 20 W

PI111404PH 326x326 mm 4000 K 2290 lm 20 W

600 PI111603PL 606x606 mm 3000 K 4511 lm 35 W

PI111604PL 606x606 mm 4000 K 4799 lm 35 W

PI111603PH 606x606 mm 3000 K 8610 lm 70 W

PI111604PH 606x606 mm 4000 K 9159 lm 70 W

900 PI111903PL 886x886 mm 3000 K 9295 lm 70 W

PI111904PL 886x886 mm 4000 K 9888 lm 70 W

PI111903PH 886x886 mm 3000 K 12721 lm 105 W

PI111904PH 886x886 mm 4000 K 13533 lm 105 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

80 mm

111 mm
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Ceiling luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

P
IA

Z
Z

A

PIAZZA 55 square surfaced 

PIAZZA 80 square surfaced 

55 mm

80 mm

PIAZZA 111 square surfaced 111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 PI55403OL 406x406 mm 3000 K 2256 lm 20 W

PI55404OL 406x406 mm 4000 K 2400 lm 20 W

PI55403OH 406x406 mm 3000 K 3343 lm 25 W

PI55404OH 406x406 mm 4000 K 3557 lm 25 W

600 PI55603OL 606x606 mm 3000 K 4511 lm 35 W

PI55604OL 606x606 mm 4000 K 4799 lm 35 W

PI55603OH 606x606 mm 3000 K 8610 lm 70 W

PI55604OH 606x606 mm 4000 K 9159 lm 70 W

900 PI55903OL 786x786 mm 3000 K 9295 lm 70 W

PI55904OL 786x786 mm 4000 K 9888 lm 70 W

PI55903OH 786x786 mm 3000 K 12721 lm 105 W

PI55904OH 786x786 mm 4000 K 13533 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 PI80403OL 326x326 mm 3000 K 1128 lm 10 W

PI80404OL 326x326 mm 4000 K 1200 lm 10 W

PI80403OH 326x326 mm 3000 K 2152 lm 20 W

PI80404OH 326x326 mm 4000 K 2290 lm 20 W

600 PI80603OL 606x606 mm 3000 K 4511 lm 35 W

PI80604OL 606x606 mm 4000 K 4799 lm 35 W

PI80603OH 606x606 mm 3000 K 8610 lm 70 W

PI80604OH 606x606 mm 4000 K 9159 lm 70 W

900 PI80903OL 886x886 mm 3000 K 9295 lm 70 W

PI80904OL 886x886 mm 4000 K 9888 lm 70 W

PI80903OH 886x886 mm 3000 K 12721 lm 105 W

PI80904OH 886x886 mm 4000 K 13533 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 PI111403OL 326x326 mm 3000 K 1128 lm 10 W

PI111404OL 326x326 mm 4000 K 1200 lm 10 W

PI111403OH 326x326 mm 3000 K 2152 lm 20 W

PI111404OH 326x326 mm 4000 K 2290 lm 20 W

600 PI111603OL 606x606 mm 3000 K 4511 lm 35 W

PI111604OL 606x606 mm 4000 K 4799 lm 35 W

PI111603OH 606x606 mm 3000 K 8610 lm 70 W

PI111604OH 606x606 mm 4000 K 9159 lm 70 W

900 PI111903OL 886x886 mm 3000 K 9295 lm 70 W

PI111904OL 886x886 mm 4000 K 9888 lm 70 W

PI111903OH 886x886 mm 3000 K 12721 lm 105 W

PI111904OH 886x886 mm 4000 K 13533 lm 105 W
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

PIAZZA 45 rectangle suspended45 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 PIR451203P 1186x256 mm 3000 K 5313 lm 50 W

PIR451204P 1186x256 mm 4000 K 5652 lm 50 W

1500 PIR451503P 1446x256 mm 3000 K 7044 lm 70 W

PIR451504P 1446x256 mm 4000 K 7494 lm 70 W

P
IA

Z
Z

A

PIAZZA 55 rectangle suspended55 mm

PIAZZA 80 rectangle suspended

PIAZZA 111 rectangle suspended

80 mm

111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 PIR551203PL 1186x256 mm 3000 K 4600 lm 35 W

PIR551204PL 1186x256 mm 4000 K 4894 lm 35 W

PIR551203PH 1186x256 mm 3000 K 6722 lm 70 W

PIR551204PH 1186x256 mm 4000 K 7151 lm 70 W

1500 PIR551503PL 1446x256 mm 3000 K 7044 lm 70 W

PIR551504PL 1446x256 mm 4000 K 7494 lm 70 W

PIR551503PH 1446x256 mm 3000 K 10566 lm 105 W

PIR551504PH 1446x256 mm 4000 K 11240 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 PIR80903PL 886x206 mm 3000 K 3556 lm 35 W

PIR80904PL 886x206 mm 4000 K 3783 lm 35 W

PIR80903PH 886x206 mm 3000 K 6722 lm 70 W

PIR80904PH 886x206 mm 4000 K 7151 lm 70 W

1200 PIR801203PL 1166x206 mm 3000 K 5313 lm 50 W

PIR801204PL 1166x206 mm 4000 K 5652 lm 50 W

PIR801203PH 1166x206 mm 3000 K 6722 lm 70 W

PIR801204PH 1166x206 mm 4000 K 7151 lm 70 W

1500 PIR801503PL 1446x206 mm 3000 K 7044 lm 70 W

PIR801504PL 1446x206 mm 4000 K 7494 lm 70 W

PIR801503PH 1446x206 mm 3000 K 10566 lm 105 W

PIR801504PH 1446x206 mm 4000 K 11240 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 PIR111903PL 886x206 mm 3000 K 3556 lm 35 W

PIR111904PL 886x206 mm 4000 K 3783 lm 35 W

PIR111903PH 886x206 mm 3000 K 6722 lm 70 W

PIR111904PH 886x206 mm 4000 K 7151 lm 70 W

1200 PIR1111203PL 1166x206 mm 3000 K 5313 lm 50 W

PIR1111204PL 1166x206 mm 4000 K 5652 lm 50 W

PIR1111203PH 1166x206 mm 3000 K 6722 lm 70 W

PIR1111204PH 1166x206 mm 4000 K 7151 lm 70 W

1500 PIR1111503PL 1446x206 mm 3000 K 7044 lm 70 W

PIR1111504PL 1446x206 mm 4000 K 7494 lm 70 W

PIR1111503PH 1446x206 mm 3000 K 10566 lm 105 W

PIR1111504PH 1446x206 mm 4000 K 11240 lm 105 W
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

P
IA
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Z

A

PIAZZA 45 rectangle suspended direct–indirect

PIAZZA 55 rectangle suspended direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

45 mm

55 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 PIRDI451203P 1186x256 mm 3000 K 7044 lm 70 W

PIRDI451204P 1186x256 mm 4000 K 7494 lm 70 W

1500 PIRDI451503P 1446x256 mm 3000 K 10566 lm 105 W

PIRDI451504P 1446x256 mm 4000 K 11240 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 PIRDI551203P 1186x256 mm 3000 K 6469 lm 70 W

PIRDI551204P 1186x256 mm 4000 K 6882 lm 70 W

1500 PIRDI551503P 1446x256 mm 3000 K 13503 lm 105 W

PIRDI551504P 1446x256 mm 4000 K 14364 lm 105 W
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Ceiling luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

P
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PIAZZA 80 rectangle surfaced 80 mm

PIAZZA 111 rectangle surfaced 111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 PIR80903OL 886x206 mm 3000 K 3556 lm 35 W

PIR80904OL 886x206 mm 4000 K 3783 lm 35 W

PIR80903OH 886x206 mm 3000 K 6722 lm 70 W

PIR80904OH 886x206 mm 4000 K 7151 lm 70 W

1200 PIR801203OL 1166x206 mm 3000 K 5313 lm 50 W

PIR801204OL 1166x206 mm 4000 K 5652 lm 50 W

PIR801203OH 1166x206 mm 3000 K 6722 lm 70 W

PIR801204OH 1166x206 mm 4000 K 7151 lm 70 W

1500 PIR801503OL 1446x206 mm 3000 K 7044 lm 70 W

PIR801504OL 1446x206 mm 4000 K 7494 lm 70 W

PIR801503OH 1446x206 mm 3000 K 10566 lm 105 W

PIR801504OH 1446x206 mm 4000 K 11240 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 PIR111903OL 886x206 mm 3000 K 3556 lm 35 W

PIR111904OL 886x206 mm 4000 K 3783 lm 35 W

PIR111903OH 886x206 mm 3000 K 6722 lm 70 W

PIR111904OH 886x206 mm 4000 K 7151 lm 70 W

1200 PIR1111203OL 1166x206 mm 3000 K 5313 lm 50 W

PIR1111204OL 1166x206 mm 4000 K 5652 lm 50 W

PIR1111203OH 1166x206 mm 3000 K 6722 lm 70 W

PIR1111204OH 1166x206 mm 4000 K 7151 lm 70 W

1500 PIR1111503OL 1446x206 mm 3000 K 7044 lm 70 W

PIR1111504OL 1446x206 mm 4000 K 7494 lm 70 W

PIR1111503OH 1446x206 mm 3000 K 10566 lm 105 W

PIR1111504OH 1446x206 mm 4000 K 11240 lm 105 W



139138

S
E

R
R

A



141140

SERRA rectangle surfaced
page 143

SERRA rectangle suspended
page 145

SERRA cup square surfaced
page 147

SERRA cup square suspended
page 149

PROFILE HEIGHT 
(MM)

111 111 111 111

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

BEAM ANGLE 15°, 30°1, 35°2, 40°1, 60°2, 75°2, 80°1 15°, 30°1, 35°2, 40°1, 60°2, 75°2, 80°1 15°, 30°3, 35°4, 40°3, 60°4, 75°4, 80°3 15°, 30°3, 35°4, 40°3, 60°4, 75°4, 80°3

LUMINOUS  
EFFICIENCY

110 - 121 lm/W 110 - 121 lm/W 110 - 121 lm/W 110 - 121 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 90 Ra ≥ 90 Ra ≥ 90 Ra ≥ 90

COLOUR FINISH

1 not for 240x120mm, 360x120mm
2 not for 200x100mm, 300x100mm
3 not for 120x120mm, 240x240mm
4 not for 100x100mm, 200x200mm

S
E

R
R

A

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Ceiling-mounted luminaire with direct light distribution and LEDs 
with 15° to 80° beam angle

S
E

R
R

A

SERRA cup rectangle surfaced

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

200x100 SER20103OL 200x100 mm 3000 K 691 lm 6 W

SER20104OL 200x100 mm 4000 K 713 lm 6 W

SER20103OH 200x100 mm 3000 K 1365 lm 12 W

SER20104OH 200x100 mm 4000 K 1408 lm 12 W

300x100 SER30103OL 300x100 mm 3000 K 1037 lm 9 W

SER30104OL 300x100 mm 4000 K 1069 lm 9 W

SER30103OH 300x100 mm 3000 K 2048 lm 18 W

SER30104OH 300x100 mm 4000 K 2111 lm 18 W

240x120 SER24123OL 240x120 mm 3000 K 2010 lm 18 W

SER24124OL 240x120 mm 4000 K 2072 lm 18 W

SER24123OH 240x120 mm 3000 K 2631 lm 24 W

SER24124OH 240x120 mm 4000 K 2713 lm 24 W

360x120 SER36123OL 360x120 mm 3000 K 3014 lm 27 W

SER36124OL 360x120 mm 4000 K 3108 lm 27 W

SER36123OH 360x120 mm 3000 K 3947 lm 36 W

SER36124OH 360x120 mm 4000 K 4069 lm 36 W

111 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct light distribution and LEDs with 
15° to 80° beam angle

S
E

R
R

A

SERRA cup rectangle suspended111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

200x100 SER20103PL 200x100 mm 3000 K 691 lm 6 W

SER20104PL 200x100 mm 4000 K 713 lm 6 W

SER20103PH 200x100 mm 3000 K 1365 lm 12 W

SER20104PH 200x100 mm 4000 K 1408 lm 12 W

300x100 SER30103PL 300x100 mm 3000 K 1037 lm 9 W

SER30104PL 300x100 mm 4000 K 1069 lm 9 W

SER30103PH 300x100 mm 3000 K 2048 lm 18 W

SER30104PH 300x100 mm 4000 K 2111 lm 18 W

240x120 SER24123PL 240x120 mm 3000 K 2010 lm 18 W

SER24124PL 240x120 mm 4000 K 2072 lm 18 W

SER24123PH 240x120 mm 3000 K 2631 lm 24 W

SER24124PH 240x120 mm 4000 K 2713 lm 24 W

360x120 SER36123PL 360x120 mm 3000 K 3014 lm 27 W

SER36124PL 360x120 mm 4000 K 3108 lm 27 W

SER36123PH 360x120 mm 3000 K 3947 lm 36 W

SER36124PH 360x120 mm 4000 K 4069 lm 36 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Ceiling-mounted luminaire with direct light distribution and LEDs 
with 15° to 80° beam angle

S
E

R
R

A

SERRA cup square surfaced

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

100x100 SES10103OL 100x100 mm 3000 K 346 lm 3 W

SES10104OL 100x100 mm 4000 K 356 lm 3 W

SES10103OH 100x100 mm 3000 K 683 lm 6 W

SES10104OH 100x100 mm 4000 K 704 lm 6 W

200x200 SES20203OL 200x200 mm 3000 K 1383 lm 12 W

SES20204OL 200x200 mm 4000 K 1426 lm 12 W

SES20203OH 200x200 mm 3000 K 2731 lm 24 W

SES20204OH 200x200 mm 4000 K 2815 lm 24 W

120x120 SES12123OL 120x120 mm 3000 K 1005 lm 9 W

SES12124OL 120x120 mm 3000 K 1316 lm 12 W

SES12123OH 120x120 mm 4000 K 1316 lm 9 W

SES12124OH 120x120 mm 4000 K 1356 lm 12 W

240x240 SES24243OL 240x240 mm 3000 K 4019 lm 36 W

SES24244OL 240x240 mm 4000 K 4144 lm 36 W

SES24243OH 240x240 mm 3000 K 5262 lm 48 W

SES24244OH 240x240 mm 4000 K 5425 lm 48 W

111 mm

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct light distribution and LEDs with 
15° to 80° beam angle

S
E

R
R

A

SERRA cup square suspended111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

200x200 SES20203PL 200x200 mm 3000 K 1383 lm 12 W

SES20204PL 200x200 mm 4000 K 1426 lm 12 W

SES20203PH 200x200 mm 3000 K 2731 lm 24 W

SES20204PH 200x200 mm 4000 K 2815 lm 24 W

240x240 SES24243PL 240x240 mm 3000 K 4019 lm 36 W

SES24244PL 240x240 mm 4000 K 4144 lm 36 W

SES24243PH 240x240 mm 3000 K 5262 lm 48 W

SES24244PH 240x240 mm 4000 K 5425 lm 48 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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CORTONA recessed
page 155

CORTONA surfaced
page 157

CORTONA suspended
page 159

CORTONA suspended direct-indirect
page 161

CORTONA  floor lamp direct-indirect
page 163

PROFILE HEIGHT 
(MM)

111 55 / 80 / 111 45 / 55 / 80 / 111 45 55

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct-indirect Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

73 - 124 lm/W 73 - 124 lm/W 73 - 124 lm/W 73 - 124 lm/W 73 - 124 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Recessed luminaire with frame and direct light distribution.

C
O

R
T
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N

A

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

CORTONA recessed111 mm

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 COI83002L 896x216 mm 906x210 mm 3000 K 3556 lm 35 W

COI84002L 896x216 mm 906x210 mm 4000 K 3783 lm 35 W

COI83002H 896x216 mm 906x210 mm 3000 K 6722 lm 70 W

COI84002H 896x216 mm 906x210 mm 4000 K 7151 lm 70 W

1200 COI83004L 1166x216 mm 1176x210 mm 3000 K 5313 lm 50 W

COI84004L 1166x216 mm 1176x210 mm 4000 K 5652 lm 50 W

COI83004H 1166x216 mm 1176x210 mm 3000 K 6722 lm 70 W

COI84004H 1166x216 mm 1176x210 mm 4000 K 7151 lm 70 W
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Ceiling luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

C
O

R
T

O
N

ACORTONA 55 surfaced 

CORTONA 80 surfaced 

55 mm

80 mm

CORTONA 111 surfaced 111 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 COO5583002 610x256 mm 3000 K 2262 lm 20 W

COO5584002 610x256 mm 4000 K 2400 lm 20 W

900 COO5583004 996x256 mm 3000 K 3556 lm 35 W

COO5584004 996x256 mm 4000 K 3783 lm 35 W

1200 COO5583006 1186x256 mm 3000 K 5313 lm 50 W

COO5584006 1186x256 mm 4000 K 5652 lm 50 W

1500 COO5583008 1446x206 mm 3000 K 7044 lm 70 W

COO5584008 1446x206 mm 4000 K 7494 lm 70 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 COO8083002L 886x206 mm 3000 K 3556 lm 35 W

COO8084002L 886x206 mm 4000 K 3783 lm 35 W

COO8083002H 886x206 mm 3000 K 6722 lm 70 W

COO8084002H 886x206 mm 4000 K 7151 lm 70 W

1200 COO8083004L 1166x206 mm 3000 K 5313 lm 50 W

COO8084004L 1166x206 mm 4000 K 5652 lm 50 W

COO8083004H 1166x206 mm 3000 K 6722 lm 70 W

COO8084004H 1166x206 mm 4000 K 7251 lm 70 W

1500 COO8083006L 1446x206 mm 3000 K 7044 lm 70 W

COO8084006L 1446x206 mm 4000 K 7494 lm 70 W

COO8083006H 1446x206 mm 3000 K 10566 lm 105 W

COO8084006H 1446x206 mm 4000 K 11240 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 CO90830L 886x206 mm 3000 K 3556 lm 35 W

CO90840L 886x206 mm 4000 K 3783 lm 35 W

CO90830 886x206 mm 3000 K 6722 lm 70 W

CO90840 886x206 mm 4000 K 7151 lm 70 W

1200 CO120830L 1166x206 mm 3000 K 5313 lm 50 W

CO120840L 1166x206 mm 4000 K 5652 lm 50 W

CO120830 1166x206 mm 3000 K 6722 lm 70 W

CO120840 1166x206 mm 4000 K 7251 lm 70 W

1500 CO150830L 1446x206 mm 3000 K 7044 lm 70 W

CO150840L 1446x206 mm 4000 K 7494 lm 70 W

CO150830 1446x206 mm 3000 K 10566 lm 105 W

CO150840 1446x206 mm 4000 K 11240 lm 105 W
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CORTONA 45 suspended 

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 CO4563P 610x256 mm 3000 K 2256 lm 20 W

CO4564P 610x256 mm 4000 K 2400 lm 20 W

900 CO4593P 996x256 mm 3000 K 4501 lm 35 W

CO4594P 996x256 mm 4000 K 4788 lm 35 W

1200 CO45123P 1186x256 mm 3000 K 5313 lm 50 W

CO45124P 1186x256 mm 4000 K 5652 lm 50 W

1500 CO45153P 1446x256 mm 3000 K 7044 lm 70 W

CO45154P 1446x256 mm 4000 K 7494 lm 70 W

Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire

Suspension holder
Cord Suspension, 

standard length 1.5 m

45 mm

C
O

R
T

O
N

ACORTONA 55 suspended 

CORTONA 80 suspended 

55 mm

80 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 CO5563P 610x256 mm 3000 K 2256 lm 20 W

CO5564P 610x256 mm 4000 K 2400 lm 20 W

900 CO5593P 996x256 mm 3000 K 4501 lm 35 W

CO5594P 996x256 mm 4000 K 4788 lm 35 W

1200 CO55123P 1186x256 mm 3000 K 5313 lm 50 W

CO55124P 1186x256 mm 4000 K 5652 lm 50 W

1500 CO55153P 1446x256 mm 3000 K 7044 lm 70 W

CO55154P 1446x256 mm 4000 K 7494 lm 70 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 CO8093PL 886x206 mm 3000 K 3556 lm 35 W

CO8094PL 886x206 mm 4000 K 3783 lm 35 W

CO8093PH 886x206 mm 3000 K 6722 lm 70 W

CO8094PH 886x206 mm 4000 K 7151 lm 70 W

1200 CO80123PL 1166x206 mm 3000 K 5313 lm 50 W

CO80124PL 1166x206 mm 4000 K 5652 lm 50 W

CO80123PH 1166x206 mm 3000 K 6722 lm 70 W

CO80124PH 1166x206 mm 4000 K 7251 lm 70 W

1500 CO80153PH 1446x206 mm 3000 K 7044 lm 70 W

CO80154PH 1446x206 mm 4000 K 7494 lm 70 W

CO80153PL 1446x206 mm 3000 K 10566 lm 105 W

CO80154PL 1446x206 mm 4000 K 11240 lm 105 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

CORTONA 111 suspended 111 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 CO90830PL 886x206 mm 3000 K 3556 lm 35 W

CO90840PL 886x206 mm 4000 K 3783 lm 35 W

CO90830P 886x206 mm 3000 K 6722 lm 70 W

CO90840P 886x206 mm 4000 K 7151 lm 70 W

1200 CO120830PL 1166x206 mm 3000 K 5313 lm 50 W

CO120840PL 1166x206 mm 4000 K 5652 lm 50 W

CO120830P 1166x206 mm 3000 K 6722 lm 70 W

CO120840P 1166x206 mm 4000 K 7251 lm 70 W

1500 CO150830PL 1446x206 mm 3000 K 7044 lm 70 W

CO150840PL 1446x206 mm 4000 K 7494 lm 70 W

CO150830P 1446x206 mm 3000 K 10566 lm 105 W

CO150840P 1446x206 mm 4000 K 11240 lm 105 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

C
O

R
T

O
N

ACORTONA 45 suspended direct–indirect

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 CO45123DI 1186x256 mm 3000 K 7044 lm 70 W

CO45124DI 1186x256 mm 4000 K 7494 lm 70 W

1500 CO45153DI 1446x256 mm 3000 K 10566 lm 105 W

CO45154DI 1446x256 mm 4000 K 11240 lm 105 W

45 mm

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Floor lamp with the height of 1800mm 
and direct/indirect light distribution; the 
optical system is equipped with SATINE or 
MICROPRISM as a standard.

C
O
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ACORTONA floor lamp direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

55 mm

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 COFL3L 406x606 mm 3000 K 6561 lm 55 W

COFL4L 406x606 mm 4000 K 6980 lm 55 W

COFL3H 406x606 mm 3000 K 10886 lm 90 W

COFL4H 406x606 mm 4000 K 11581 lm 90 W

1800 mm
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ERIC surfaced
page 169

ERIC suspended
page 171

PROFILE HEIGHT 
(MM)

80 / 111 / 180 180

DIAMETER (MM) Ø80, Ø120, Ø160 Ø80, Ø120, Ø160

DIFFUSER Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct

CONTROL 
SYSTEMS

Fix, Adjust, DALI Fix, Adjust, DALI

LUMINOUS  
EFFICIENCY

92 - 124 lm/W 92 - 124 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

E
R

IC

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Ceiling-mounted luminaire with direct light distribution, the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

E
R

IC

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

80 ERA0433O Ø120x80 mm 3000 K 347 lm 3 W

ERA0443O Ø120x80 mm 4000 K 369 lm 3 W

ERA0436O Ø120x80 mm 3000 K 519 lm 6 W

ERA0446O Ø120x80 mm 4000 K 552 lm 6 W

ERA0633O Ø160x80 mm 3000 K 408 lm 3 W

ERA0643O Ø160x80 mm 4000 K 434 lm 3 W

ERA0636O Ø160x80 mm 3000 K 558 lm 6 W

ERA0646O Ø160x80 mm 4000 K 594 lm 6 W

ERA0639O Ø160x80 mm 3000 K 816 lm 9 W

ERA0649O Ø160x80 mm 4000 K 869 lm 9 W

111 ERB0433O Ø120x111 mm 3000 K 347 lm 3 W

ERB0443O Ø120x111 mm 4000 K 369 lm 3 W

ERB0436O Ø120x111 mm 3000 K 519 lm 6 W

ERB0446O Ø120x111 mm 4000 K 552 lm 6 W

ERB0633O Ø160x111 mm 3000 K 408 lm 3 W

ERB0643O Ø160x111 mm 4000 K 434 lm 3 W

ERB0636O Ø160x111 mm 3000 K 558 lm 6 W

ERB0646O Ø160x111 mm 4000 K 594 lm 6 W

ERB0639O Ø160x111 mm 3000 K 816 lm 9 W

ERB0649O Ø160x111 mm 4000 K 869 lm 9 W

180 ERC0233O Ø80x180 mm 3000 K 311 lm 3 W

ERC0243O Ø80x180 mm 4000 K 331 lm 3 W

ERC0433O Ø120x180 mm 3000 K 347 lm 3 W

ERC0443O Ø120x180 mm 4000 K 369 lm 3 W

ERC0436O Ø120x180 mm 3000 K 519 lm 6 W

ERC0446O Ø120x180 mm 4000 K 552 lm 6 W

ERC0439O Ø120x180 mm 3000 K 726 lm 9 W

ERC0449O Ø120x180 mm 4000 K 773 lm 9 W

ERC0633O Ø160x180 mm 3000 K 408 lm 3 W

ERC0643O Ø160x180 mm 4000 K 434 lm 3 W

ERC0636O Ø160x180 mm 3000 K 558 lm 6 W

ERC0646O Ø160x180 mm 4000 K 594 lm 6 W

ERC0639O Ø160x180 mm 3000 K 816 lm 9 W

ERC0649O Ø160x180 mm 4000 K 869 lm 9 W

ERC06312O Ø160x180 mm 3000 K 1306 lm 12 W

ERC06412O Ø160x180 mm 4000 K 1390 lm 12 W

ERIC surfaced

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

E
R

IC

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

180 ERC0233P Ø80x180 mm 3000 K 311 lm 3 W

ERC0243P Ø80x180 mm 4000 K 331 lm 3 W

ERC0433P Ø120x180 mm 3000 K 347 lm 3 W

ERC0443P Ø120x180 mm 4000 K 369 lm 3 W

ERC0436P Ø120x180 mm 3000 K 519 lm 6 W

ERC0446P Ø120x180 mm 4000 K 552 lm 6 W

ERC0439P Ø120x180 mm 3000 K 726 lm 9 W

ERC0449P Ø120x180 mm 4000 K 773 lm 9 W

ERC0633P Ø160x180 mm 3000 K 408 lm 3 W

ERC0643P Ø160x180 mm 4000 K 434 lm 3 W

ERC0636P Ø160x180 mm 3000 K 558 lm 6 W

ERC0646P Ø160x180 mm 4000 K 594 lm 6 W

ERC0639P Ø160x180 mm 3000 K 816 lm 9 W

ERC0649P Ø160x180 mm 4000 K 869 lm 9 W

ERC06312P Ø160x180 mm 3000 K 1306 lm 12 W

ERC06412P Ø160x180 mm 4000 K 1390 lm 12 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

ERIC suspended
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CURVA surfaced
page 177

CURVA suspended
page 179

CURVA surfaced line
page 181

CURVA suspended line
page 183

PROFILE HEIGHT 
(MM)

111 111 111 / 80 111 / 80

DIFFUSER Satine Satine Satine Satine

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V,  
DALI TW, SWITCH TW,  
Bluetooth low energie  
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

79 - 85 lm/W 79 - 85 lm/W 79 - 85 lm/W 79 - 85 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Ceiling-mounted luminaire with direct light distribution, the optical system is 
equipped with SATINE diffuser as a standard

C
U

R
V

A

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1800 CU83080 1800x106 mm 3000 K 5503 lm 70 W

CU84080 1800x106 mm 4000 K 5855 lm 70 W

CURVA surfaced

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

111 mm



179178

Suspended luminaire with direct light distribution, the optical system is 
equipped with SATINE diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

C
U

R
V

A

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1800 CU83080P 1800x106 mm 3000 K 5503 lm 70 W

CU84080P 1800x106 mm 4000 K 5855 lm 70 W

CURVA suspended

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

111 mm
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Ceiling-mounted luminaire with direct light distribution, the optical system is 
equipped with SATINE diffuser as a standard

C
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V
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CURVA 80 surfaced line

CURVA 111 surfaced line

MODULE PRODUCT CODE DIMENSION RADIUS (MM) COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

875 CUL23O 875x80 mm - 3000 K 1993 lm 25 W

CUL24O 875x80 mm - 4000 K 2121 lm 25 W

CUL23OR500 875x80 mm R500 3000 K 1993 lm 25 W

CUL24OR500 875x80 mm R500 4000 K 2121 lm 25 W

CUL23OR750 875x80 mm R750 3000 K 1993 lm 25 W

CUL24OR750 875x80 mm R750 4000 K 2121 lm 25 W

CUL23OR1000 875x80 mm R1000 3000 K 1993 lm 25 W

CUL24OR1000 875x80 mm R1000 4000 K 2121 lm 25 W

1750 CUL43O 1750x80 mm - 3000 K 3986 lm 50 W

CUL44O 1750x80 mm - 4000 K 4241 lm 50 W

CUL43OR750 1750x80 mm R750 3000 K 3986 lm 50 W

CUL44OR750 1750x80 mm R750 4000 K 4241 lm 50 W

CUL43OR1000 1750x80 mm R1000 3000 K 3986 lm 50 W

CUL44OR1000 1750x80 mm R1000 4000 K 4241 lm 50 W

CUL43OR1500 1750x80 mm R1500 3000 K 3986 lm 50 W

CUL44OR1500 1750x80 mm R1500 4000 K 4241 lm 50 W

CUL43OR2000 1750x80 mm R2000 3000 K 3986 lm 50 W

CUL44OR2000 1750x80 mm R2000 4000 K 4241 lm 50 W

CUL43OR2500 1750x80 mm R2500 3000 K 3986 lm 50 W

CUL44OR2500 1750x80 mm R2500 4000 K 4241 lm 50 W

MODULE PRODUCT CODE DIMENSION RADIUS (MM) COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

875 CUL63O 875x111 mm - 3000 K 1993 lm 25 W

CUL64O 875x111 mm - 4000 K 2121 lm 25 W

CUL63OR500 875x111 mm R500 3000 K 1993 lm 25 W

CUL64OR500 875x111 mm R500 4000 K 2121 lm 25 W

CUL63OR750 875x111 mm R750 3000 K 1993 lm 25 W

CUL64OR750 875x111 mm R750 4000 K 2121 lm 25 W

CUL63OR1000 875x111 mm R1000 3000 K 1993 lm 25 W

CUL64OR1000 875x111 mm R1000 4000 K 2121 lm 25 W

1750 CUL83O 1750x111 mm - 3000 K 3986 lm 50 W

CUL84O 1750x111 mm - 4000 K 4241 lm 50 W

CUL83OR750 1750x111 mm R750 3000 K 3986 lm 50 W

CUL84OR750 1750x111 mm R750 4000 K 4241 lm 50 W

CUL83OR1000 1750x111 mm R1000 3000 K 3986 lm 50 W

CUL84OR1000 1750x111 mm R1000 4000 K 4241 lm 50 W

CUL83OR1500 1750x111 mm R1500 3000 K 3986 lm 50 W

CUL84OR1500 1750x111 mm R1500 4000 K 4241 lm 50 W

CUL83OR2000 1750x111 mm R2000 3000 K 3986 lm 50 W

CUL84OR2000 1750x111 mm R2000 4000 K 4241 lm 50 W

CUL83OR2500 1750x111 mm R2500 3000 K 3986 lm 50 W

CUL84OR2500 1750x111 mm R2500 4000 K 4241 lm 50 W

80 mm

111 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

C
U

R
V

A

CURVA 80 suspended line

CURVA 111 suspended line

MODULE PRODUCT CODE DIMENSION RADIUS (MM) COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

875 CUL23P 875x80 mm - 3000 K 1993 lm 25 W

CUL24P 875x80 mm - 4000 K 2121 lm 25 W

CUL23PR500 875x80 mm R500 3000 K 1993 lm 25 W

CUL24PR500 875x80 mm R500 4000 K 2121 lm 25 W

CUL23PR750 875x80 mm R750 3000 K 1993 lm 25 W

CUL24PR750 875x80 mm R750 4000 K 2121 lm 25 W

CUL23PR1000 875x80 mm R1000 3000 K 1993 lm 25 W

CUL24PR1000 875x80 mm R1000 4000 K 2121 lm 25 W

1750 CUL43P 1750x80 mm - 3000 K 3986 lm 50 W

CUL44P 1750x80 mm - 4000 K 4241 lm 50 W

CUL43PR750 1750x80 mm R750 3000 K 3986 lm 50 W

CUL44PR750 1750x80 mm R750 4000 K 4241 lm 50 W

CUL43PR1000 1750x80 mm R1000 3000 K 3986 lm 50 W

CUL44PR1000 1750x80 mm R1000 4000 K 4241 lm 50 W

CUL43PR1500 1750x80 mm R1500 3000 K 3986 lm 50 W

CUL44PR1500 1750x80 mm R1500 4000 K 4241 lm 50 W

CUL43PR2000 1750x80 mm R2000 3000 K 3986 lm 50 W

CUL44PR2000 1750x80 mm R2000 4000 K 4241 lm 50 W

CUL43PR2500 1750x80 mm R2500 3000 K 3986 lm 50 W

CUL44PR2500 1750x80 mm R2500 4000 K 4241 lm 50 W

MODULE PRODUCT CODE DIMENSION RADIUS (MM) COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

875 CUL63P 875x111 mm - 3000 K 1993 lm 25 W

CUL64P 875x111 mm - 4000 K 2121 lm 25 W

CUL63PR500 875x111 mm R500 3000 K 1993 lm 25 W

CUL64PR500 875x111 mm R500 4000 K 2121 lm 25 W

CUL63PR750 875x111 mm R750 3000 K 1993 lm 25 W

CUL64PR750 875x111 mm R750 4000 K 2121 lm 25 W

CUL63PR1000 875x111 mm R1000 3000 K 1993 lm 25 W

CUL64PR1000 875x111 mm R1000 4000 K 2121 lm 25 W

1750 CUL83P 1750x111 mm - 3000 K 3986 lm 50 W

CUL84P 1750x111 mm - 4000 K 4241 lm 50 W

CUL83PR750 1750x111 mm R750 3000 K 3986 lm 50 W

CUL84PR750 1750x111 mm R750 4000 K 4241 lm 50 W

CUL83PR1000 1750x111 mm R1000 3000 K 3986 lm 50 W

CUL84PR1000 1750x111 mm R1000 4000 K 4241 lm 50 W

CUL83PR1500 1750x111 mm R1500 3000 K 3986 lm 50 W

CUL84PR1500 1750x111 mm R1500 4000 K 4241 lm 50 W

CUL83PR2000 1750x111 mm R2000 3000 K 3986 lm 50 W

CUL84PR2000 1750x111 mm R2000 4000 K 4241 lm 50 W

CUL83PR2500 1750x111 mm R2500 3000 K 3986 lm 50 W

CUL84PR2500 1750x111 mm R2500 4000 K 4241 lm 50 W

80 mm

111 mm

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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2SLICK recessed single
page 189

2SLICK recessed line
page 190

2SLICK surfaced single
page 193

2SLICK surfaced line
page 194

2SLICK suspended single
page 197

2SLICK suspended line
page 198

2SLICK suspended single 
direct-indirect
page 201

2SLICK suspended line 
direct-indirect
page 201

2SLICK wall single 
page 203

2SLICK wall single direct-indirect
page 203

SYSTEM Single Line Single Line Single Line Single / Line Single

PROFILE WIDTH 
(MM)

40 40 40 40 40 40 40 40

PROFILE HEIGHT 
(MM)

65 65 65 65 65 65 65 65

DIFFUSER Opal, microprismatic Opal, microprismatic Opal, microprismatic Opal, microprismatic Opal, microprismatic Opal, microprismatic Opal, microprismatic Opal, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct Direct Direct Direct-indirect Direct 
Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW2, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW2, SWITCH TW2, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

1 not for 600, 900, 1500
2 not for 1500

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010

2
S

L
IC

K
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Recessed luminaire with frame and direct light distribution; the optical 
system is equipped with OPAL or MICROPRISM diffuser as a standard

2
S

L
IC

K

2SLICK recessed single

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SAR93S 886 mm 878x52 mm 3000 K 1331 lm 17 W

SAR94S 886 mm 878x52 mm 4000 K 1416 lm 17 W

1200 SAR123S 1166 mm 1158x52 mm 3000 K 1775 lm 21 W

SAR124S 1166 mm 1158x52 mm 4000 K 1888 lm 21 W

1500 SAR153S 1446 mm 1438x52 mm 3000 K 2218 lm 25 W

SAR154S 1446 mm 1438x52 mm 4000 K 2360 lm 25 W

1800 SAR183S 1736 mm 1728x52 mm 3000 K 2262 lm 35 W

SAR184S 1736 mm 1728x52 mm 4000 K 2832 lm 35 W

2400 SAR243S 2296 mm 2288x52 mm 3000 K 3549 lm 40 W

SAR244S 2296 mm 2288x52 mm 4000 K 3776 lm 40 W

2700 SAR273S 2724 mm 2716x52 mm 3000 K 4436 lm 50 W

SAR274S 2724 mm 2716x52 mm 4000 K 4720 lm 50 W

3100 SAR313S 3124 mm 3116x52 mm 3000 K 4480 lm 60 W

SAR314S 3124 mm 3116x52 mm 4000 K 5192 lm 60 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40
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2SLICK recessed line  

2SLICK recessed line

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SAR93B 864 mm 856x52 mm 3000 K 1331 lm 17 W

SAR94B 864 mm 856x52 mm 4000 K 1416 lm 17 W

1200 SAR123B 1144 mm 1136x52 mm 3000 K 1775 lm 21 W

SAR124B 1144 mm 1136x52 mm 4000 K 1888 lm 21 W

1500 SAR153B 1424 mm 1416x52 mm 3000 K 2218 lm 25 W

SAR154B 1424 mm 1416x52 mm 4000 K 2360 lm 25 W

1800 SAR183B 1726 mm 1718x52 mm 3000 K 2262 lm 35 W

SAR184B 1726 mm 1718x52 mm 4000 K 2832 lm 35 W

2400 SAR243B 2274 mm 2266x52 mm 3000 K 3549 lm 40 W

SAR244B 2274 mm 2266x52 mm 4000 K 3776 lm 40 W

2700 SAR273B 2824 mm 2816x52 mm 3000 K 4436 lm 50 W

SAR274B 2824 mm 2816x52 mm 4000 K 4720 lm 50 W

3100 SAR313B 3104 mm 3096x52 mm 3000 K 4480 lm 60 W

SAR314B 3104 mm 3096x52 mm 4000 K 5192 lm 60 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SAR93F 842 mm 834x52 mm 3000 K 1331 lm 17 W

SAR94F 842 mm 834x52 mm 4000 K 1416 lm 17 W

1200 SAR123F 1122 mm 1114x52 mm 3000 K 1775 lm 21 W

SAR124F 1122 mm 1114x52 mm 4000 K 1888 lm 21 W

1500 SAR153F 1402 mm 1394x52 mm 3000 K 2218 lm 25 W

SAR154F 1402 mm 1394x52 mm 4000 K 2360 lm 25 W

1800 SAR183F 1692 mm 1684x52 mm 3000 K 2262 lm 35 W

SAR184F 1692 mm 1684x52 mm 4000 K 2832 lm 35 W

2400 SAR243F 2252 mm 2244x52 mm 3000 K 3549 lm 40 W

SAR244F 2252 mm 2244x52 mm 4000 K 3776 lm 40 W

2700 SAR273F 2802 mm 2794x52 mm 3000 K 4436 lm 50 W

SAR274F 2802 mm 2794x52 mm 4000 K 4720 lm 50 W

3100 SAR313F 3082 mm 3074x52 mm 3000 K 4480 lm 60 W

SAR314F 3082 mm 3074x52 mm 4000 K 5192 lm 60 W

START

FOLLOW

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40

65

40
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2SLICK recessed line

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SAR93E 864 mm 856x52 mm 3000 K 1331 lm 17 W

SAR94E 864 mm 856x52 mm 4000 K 1416 lm 17 W

1200 SAR123E 1144 mm 1136x52 mm 3000 K 1775 lm 21 W

SAR124E 1144 mm 1136x52 mm 4000 K 1888 lm 21 W

1500 SAR153E 1424 mm 1416x52 mm 3000 K 2218 lm 25 W

SAR154E 1424 mm 1416x52 mm 4000 K 2360 lm 25 W

1800 SAR183E 1726 mm 1718x52 mm 3000 K 2262 lm 35 W

SAR184E 1726 mm 1718x52 mm 4000 K 2832 lm 35 W

2400 SAR243E 2274 mm 2266x52 mm 3000 K 3549 lm 40 W

SAR244E 2274 mm 2266x52 mm 4000 K 3776 lm 40 W

2700 SAR273E 2824 mm 2816x52 mm 3000 K 4436 lm 50 W

SAR274E 2824 mm 2816x52 mm 4000 K 4720 lm 50 W

3100 SAR313E 3104 mm 3096x52 mm 3000 K 4480 lm 60 W

SAR314E 3104 mm 3096x52 mm 4000 K 5192 lm 60 W

END

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

2SLICK recessed line joints

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 SARL903 340x340 mm 333x333x52 3000 K 1775 lm 21 W

SARL904 340x340 mm 333x333x52 4000 K 1888 lm 21 W

L120 SARL1203 340x340 mm 333x333x52 3000 K 1775 lm 21 W

SARL1204 340x340 mm 333x333x52 4000 K 1888 lm 21 W

L135 SARL1353 340x340 mm 333x333x52 3000 K 1775 lm 21 W

SARL1354 340x340 mm 333x333x52 4000 K 1888 lm 21 W

T SART3 608x340 mm 601x333x52 3000 K 2662 lm 35 W

SART4 608x340 mm 601x333x52 4000 K 2832 lm 35 W

X SARX3 608x608 mm 601x333x52 3000 K 2662 lm 35 W

SARX4 608x608 mm 601x333x52 4000 K 2832 lm 35 W

Y SARY3 600 mm 592x52 mm 3000 K 3549 lm 40 W

SARY4 600 mm 592x52 mm 4000 K 3776 lm 40 W

65

40
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Ceiling-mounted luminaire with direct light distribution; the optical system is 
equipped with OPAL or MICROPRISM diffuser as a standard

2
S

L
IC

K

2SLICK surfaced single

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 SLS63S 592 mm 3000 K 887 lm 13 W

SLS64S 592 mm 4000 K 944 lm 13 W

900 SLS93S 872 mm 3000 K 1331 lm 17 W

SLS94S 872 mm 4000 K 1416 lm 17 W

1200 SLS123S 1152 mm 3000 K 1775 lm 21 W

SLS124S 1152 mm 4000 K 1888 lm 21 W

1500 SLS153S 1432 mm 3000 K 2218 lm 25 W

SLS154S 1432 mm 4000 K 2360 lm 25 W

1800 SLS183S 1722 mm 3000 K 2262 lm 35 W

SLS184S 1722 mm 4000 K 2832 lm 35 W

2400 SLS243S 2282 mm 3000 K 3549 lm 40 W

SLS244S 2282 mm 4000 K 3776 lm 40 W

2700 SLS273S 2710 mm 3000 K 4436 lm 50 W

SLS274S 2710 mm 4000 K 4720 lm 50 W

3100 SLS313S 3110 mm 3000 K 4480 lm 60 W

SLS314S 3110 mm 4000 K 5192 lm 60 W

65

40

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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2SLICK surfaced line

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SLS93F 842 mm 3000 K 1331 lm 17 W

SLS94F 842 mm 4000 K 1416 lm 17 W

1200 SLS123F 1122 mm 3000 K 1775 lm 21 W

SLS124F 1122 mm 4000 K 1888 lm 21 W

1500 SLS153F 1402 mm 3000 K 2218 lm 25 W

SLS154F 1402 mm 4000 K 2360 lm 25 W

1800 SLS183F 1692 mm 3000 K 2262 lm 35 W

SLS184F 1692 mm 4000 K 2832 lm 35 W

2400 SLS243F 2252 mm 3000 K 3549 lm 40 W

SLS244F 2252 mm 4000 K 3776 lm 40 W

2700 SLS273F 2802 mm 3000 K 4436 lm 50 W

SLS274F 2802 mm 4000 K 4720 lm 50 W

3100 SLS313F 3082 mm 3000 K 4480 lm 60 W

SLS314F 3082 mm 4000 K 5192 lm 60 W

FOLLOW

2SLICK surfaced line

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SLS93B 857 mm 3000 K 1331 lm 17 W

SLS94B 857 mm 4000 K 1416 lm 17 W

1200 SLS123B 1137 mm 3000 K 1775 lm 21 W

SLS124B 1137 mm 4000 K 1888 lm 21 W

1500 SLS153B 1417 mm 3000 K 2218 lm 25 W

SLS154B 1417 mm 4000 K 2360 lm 25 W

1800 SLS183B 1707 mm 3000 K 2262 lm 35 W

SLS184B 1707 mm 4000 K 2832 lm 35 W

2400 SLS243B 2267 mm 3000 K 3549 lm 40 W

SLS244B 2267 mm 4000 K 3776 lm 40 W

2700 SLS273B 2817 mm 3000 K 4436 lm 50 W

SLS274B 2817 mm 4000 K 4720 lm 50 W

3100 SLS313B 3097 mm 3000 K 4480 lm 60 W

SLS314B 3097 mm 4000 K 5192 lm 60 W

START

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40

65

40

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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2SLICK surfaced line

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SLS93E 857 mm 3000 K 1331 lm 17 W

SLS94E 857 mm 4000 K 1416 lm 17 W

1200 SLS123E 1137 mm 3000 K 1775 lm 21 W

SLS124E 1137 mm 4000 K 1888 lm 21 W

1500 SLS153E 1417 mm 3000 K 2218 lm 25 W

SLS154E 1417 mm 4000 K 2360 lm 25 W

1800 SLS183E 1707 mm 3000 K 2262 lm 35 W

SLS184E 1707 mm 4000 K 2832 lm 35 W

2400 SLS243E 2267 mm 3000 K 3549 lm 40 W

SLS244E 2267 mm 4000 K 3776 lm 40 W

2700 SLS273E 2817 mm 3000 K 4436 lm 50 W

SLS274E 2817 mm 4000 K 4720 lm 50 W

3100 SLS313E 3097 mm 3000 K 4480 lm 60 W

SLS314E 3097 mm 4000 K 5192 lm 60 W

END

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40

2SLICK surfaced line joints

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 SLSL903 340x340 mm 3000 K 1775 lm 21 W

SLSL904 340x340 mm 4000 K 1888 lm 21 W

L120 SLSL1203 340x340 mm 3000 K 1775 lm 21 W

SLSL1204 340x340 mm 4000 K 1888 lm 21 W

L135 SLSL1353 340x340 mm 3000 K 1775 lm 21 W

SLSL1354 340x340 mm 4000 K 1888 lm 21 W

T SLST3 608x340 mm 3000 K 2662 lm 35 W

SLST4 608x340 mm 4000 K 2832 lm 35 W

X SLSX3 608x608 mm 3000 K 2662 lm 35 W

SLSX4 608x608 mm 4000 K 2832 lm 35 W

Y SLSY3 600 mm 3000 K 3549 lm 40 W

SLSY4 600 mm 4000 K 3776 lm 40 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40



197196

Suspended luminaire with direct light distribution; the optical system 
is equipped with OPAL or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

2
S

L
IC

K

2SLICK suspended single

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 SLSU63S 592 mm 3000 K 887 lm 13 W

SLSU64S 592 mm 4000 K 944 lm 13 W

900 SLSU93S 872 mm 3000 K 1331 lm 17 W

SLSU94S 872 mm 4000 K 1416 lm 17 W

1200 SLSU123S 1152 mm 3000 K 1775 lm 21 W

SLSU124S 1152 mm 4000 K 1888 lm 21 W

1500 SLSU153S 1432 mm 3000 K 2218 lm 25 W

SLSU154S 1432 mm 4000 K 2360 lm 25 W

1800 SLSU183S 1722 mm 3000 K 2262 lm 35 W

SLSU184S 1722 mm 4000 K 2832 lm 35 W

2400 SLSU243S 2282 mm 3000 K 3549 lm 40 W

SLSU244S 2282 mm 4000 K 3776 lm 40 W

2700 SLSU273S 2710 mm 3000 K 4436 lm 50 W

SLSU274S 2710 mm 4000 K 4720 lm 50 W

3100 SLSU313S 3110 mm 3000 K 4480 lm 60 W

SLSU314S 3110 mm 4000 K 5192 lm 60 W

65

40

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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2SLICK suspended line

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SLSU93F 842 mm 3000 K 1331 lm 17 W

SLSU94F 842 mm 4000 K 1416 lm 17 W

1200 SLSU123F 1122 mm 3000 K 1775 lm 21 W

SLSU124F 1122 mm 4000 K 1888 lm 21 W

1500 SLSU153F 1402 mm 3000 K 2218 lm 25 W

SLSU154F 1402 mm 4000 K 2360 lm 25 W

1800 SLSU183F 1692 mm 3000 K 2262 lm 35 W

SLSU184F 1692 mm 4000 K 2832 lm 35 W

2400 SLSU243F 2252 mm 3000 K 3549 lm 40 W

SLSU244F 2252 mm 4000 K 3776 lm 40 W

2700 SLSU273F 2802 mm 3000 K 4436 lm 50 W

SLSU274F 2802 mm 4000 K 4720 lm 50 W

3100 SLSU313F 3082 mm 3000 K 4480 lm 60 W

SLSU314F 3082 mm 4000 K 5192 lm 60 W

FOLLOW

2SLICK suspended line

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SLSU93B 857 mm 3000 K 1331 lm 17 W

SLSU94B 857 mm 4000 K 1416 lm 17 W

1200 SLSU123B 1137 mm 3000 K 1775 lm 21 W

SLSU124B 1137 mm 4000 K 1888 lm 21 W

1500 SLSU153B 1417 mm 3000 K 2218 lm 25 W

SLSU154B 1417 mm 4000 K 2360 lm 25 W

1800 SLSU183B 1707 mm 3000 K 2262 lm 35 W

SLSU184B 1707 mm 4000 K 2832 lm 35 W

2400 SLSU243B 2267 mm 3000 K 3549 lm 40 W

SLSU244B 2267 mm 4000 K 3776 lm 40 W

2700 SLSU273B 2817 mm 3000 K 4436 lm 50 W

SLSU274B 2817 mm 4000 K 4720 lm 50 W

3100 SLSU313B 3097 mm 3000 K 4480 lm 60 W

SLSU314B 3097 mm 4000 K 5192 lm 60 W

START

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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2SLICK suspended line

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 SLSU93E 857 mm 3000 K 1331 lm 17 W

SLSU94E 857 mm 4000 K 1416 lm 17 W

1200 SLSU123E 1137 mm 3000 K 1775 lm 21 W

SLSU124E 1137 mm 4000 K 1888 lm 21 W

1500 SLSU153E 1417 mm 3000 K 2218 lm 25 W

SLSU154E 1417 mm 4000 K 2360 lm 25 W

1800 SLSU183E 1707 mm 3000 K 2262 lm 35 W

SLSU184E 1707 mm 4000 K 2832 lm 35 W

2400 SLSU243E 2267 mm 3000 K 3549 lm 40 W

SLSU244E 2267 mm 4000 K 3776 lm 40 W

2700 SLSU273E 2817 mm 3000 K 4436 lm 50 W

SLSU274E 2817 mm 4000 K 4720 lm 50 W

3100 SLSU313E 3097 mm 3000 K 4480 lm 60 W

SLSU314E 3097 mm 4000 K 5192 lm 60 W

END

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40

65

40

2SLICK suspended line joints

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 SLSUL903 340x340 mm 3000 K 1775 lm 21 W

SLSUL904 340x340 mm 4000 K 1888 lm 21 W

L120 SLSUL1203 340x340 mm 3000 K 1775 lm 21 W

SLSUL1204 340x340 mm 4000 K 1888 lm 21 W

L135 SLSUL1353 340x340 mm 3000 K 1775 lm 21 W

SLSUL1354 340x340 mm 4000 K 1888 lm 21 W

T SLSUT3 608x340 mm 3000 K 2662 lm 35 W

SLSUT4 608x340 mm 4000 K 2832 lm 35 W

X SLSUX3 608x608 mm 3000 K 2662 lm 35 W

SLSUX4 608x608 mm 4000 K 2832 lm 35 W

Y SLSUY3 600 mm 3000 K 3549 lm 40 W

SLSUY4 600 mm 4000 K 3776 lm 40 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with OPAL or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

2
S

L
IC

K

2SLICK suspended single direct-indirect

2SLICK suspended line direct-indirect

2SLICK suspended line direct-indirect

2SLICK suspended line direct-indirect 

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 SLSUD123S 1152 mm 3000 K 2662 lm 34 W

SLSUD124S 1152 mm 4000 K 2832 lm 34 W

1500 SLSUD153S 1432 mm 3000 K 3993 lm 46 W

SLSUD154S 1432 mm 4000 K 4248 lm 46 W

1800 SLSUD183S 1722 mm 3000 K 4480 lm 60 W

SLSUD184S 1722 mm 4000 K 5192 lm 60 W

2400 SLSUD243S 2282 mm 3000 K 5653 lm 75 W

SLSUD244S 2282 mm 4000 K 6014 lm 75 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 SLSUD123B 1137 mm 3000 K 2662 lm 34 W

SLSUD124B 1137 mm 4000 K 2832 lm 34 W

1500 SLSUD153B 1417 mm 3000 K 3993 lm 46 W

SLSUD154B 1417 mm 4000 K 4248 lm 46 W

1800 SLSUD183B 1707 mm 3000 K 4480 lm 60 W

SLSUD184B 1707 mm 4000 K 5192 lm 60 W

2400 SLSUD243B 2267 mm 3000 K 5653 lm 75 W

SLSUD244B 2267 mm 4000 K 6014 lm 75 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 SLSUD123F 1122 mm 3000 K 2662 lm 34 W

SLSUD124F 1122 mm 4000 K 2832 lm 34 W

1500 SLSUD153F 1402 mm 3000 K 3993 lm 46 W

SLSUD154F 1402 mm 4000 K 4248 lm 46 W

1800 SLSUD183F 1692 mm 3000 K 4480 lm 60 W

SLSUD184F 1692 mm 4000 K 5192 lm 60 W

2400 SLSUD243F 2252 mm 3000 K 5653 lm 75 W

SLSUD244F 2252 mm 4000 K 6014 lm 75 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 SLSUD123E 1137 mm 3000 K 2662 lm 34 W

SLSUD124E 1137 mm 4000 K 2832 lm 34 W

1500 SLSUD153E 1417 mm 3000 K 3993 lm 46 W

SLSUD154E 1417 mm 4000 K 4248 lm 46 W

1800 SLSUD183E 1707 mm 3000 K 4480 lm 60 W

SLSUD184E 1707 mm 4000 K 5192 lm 60 W

2400 SLSUD243E 2267 mm 3000 K 5653 lm 75 W

SLSUD244E 2267 mm 4000 K 6014 lm 75 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with OPAL or MICROPRISM diffuser as a standard

2
S

L
IC

K

2SLICK wall single direct-indirect

2SLICK wall single 

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 SLWD123S 1152 mm 3000 K 2662 lm 34 W

SLWD124S 1152 mm 4000 K 2832 lm 34 W

1500 SLWD153S 1432 mm 3000 K 3993 lm 46 W

SLWD154S 1432 mm 4000 K 4248 lm 46 W

1800 SLWD183S 1722 mm 3000 K 4480 lm 60 W

SLWD184S 1722 mm 4000 K 5192 lm 60 W

2400 SLWD243S 2282 mm 3000 K 5653 lm 75 W

SLWD244S 2282 mm 4000 K 6014 lm 75 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 SLW63S 592 mm 3000 K 887 lm 13 W

SLW64S 592 mm 4000 K 944 lm 13 W

900 SLW93S 872 mm 3000 K 1331 lm 17 W

SLW94S 872 mm 4000 K 1416 lm 17 W

1200 SLW123S 1152 mm 3000 K 1775 lm 21 W

SLW124S 1152 mm 4000 K 1888 lm 21 W

1500 SLW153S 1432 mm 3000 K 2218 lm 25 W

SLW154S 1432 mm 4000 K 2360 lm 25 W

1800 SLW183S 1722 mm 3000 K 2262 lm 35 W

SLW184S 1722 mm 4000 K 2832 lm 35 W

2400 SLW243S 2282 mm 3000 K 3549 lm 40 W

SLW244S 2282 mm 4000 K 3776 lm 40 W

65

40

65

40

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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4
S

ID
E

4SIDE surfaced
page 209

4SIDE suspended
page 209

4SIDE suspended direct-indirect
page 209

PROFILE WIDTH 
(MM)

40 40 40

PROFILE HEIGHT 
(MM)

65 65 65

DIFFUSER Opal, microprismatic Opal, microprismatic Opal, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW1, SWITCH TW1, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

90 - 110 lm/W 90 - 110 lm/W 90 - 110 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

1 not for 1500x600

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Ceiling-mounted luminaire with direct and direct/indirect light distribution; the 
optical system is equipped with OPAL or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

4
S

ID
E

4SIDE surfaced

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200x600 SI1263O 1180x620 mm 3000 K 5324 lm 68 W

SI1264O 1180x620 mm 4000 K 5324 lm 68 W

1500x600 SI1563O 1460x620 mm 3000 K 6211 lm 76 W

SI1564O 1460x620 mm 4000 K 6607 lm 76 W

1200x1200 SI12123O 1180x1180 mm 3000 K 7098 lm 84 W

SI12124O 1180x1180 mm 4000 K 7551 lm 84 W

4SIDE suspended

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200x600 SI1263P 1180x620 mm 3000 K 5324 lm 68 W

SI1264P 1180x620 mm 4000 K 5324 lm 68 W

1500x600 SI1563P 1460x620 mm 3000 K 6211 lm 76 W

SI1564P 1460x620 mm 4000 K 6607 lm 76 W

1200x1200 SI12123P 1180x1180 mm 3000 K 7098 lm 84 W

SI12124P 1180x1180 mm 4000 K 7551 lm 84 W

4SIDE suspended direct–indirect

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200x600 SI1263PDI 1180x620 mm 3000 K 7986 lm 70 W

SI1264PDI 1180x620 mm 4000 K 8495 lm 70 W

1500x600 SI1563PDI 1460x620 mm 3000 K 9760 lm 80 W

SI1564PDI 1460x620 mm 4000 K 10383 lm 80 W

1200x1200 SI12123PDI 1180x1180 mm 3000 K 10647 lm 152 W

SI12124PDI 1180x1180 mm 4000 K 11327 lm 152 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI 70 recessed trimless single 
page 215

GAUDI 70 recessed trimless line
page 216

GAUDI 70 recessed single
page 219
 
GAUDI 70 recessed single IP54
page 219

GAUDI 70 recessed line
page 220

GAUDI 70 surfaced single 
page 223

GAUDI 70 surfaced single IP54
page 223
 
GAUDI 70 surfaced line 
page 224

GAUDI 70 suspended single 
page 227

GAUDI 70 suspended single IP54 
page 227

GAUDI 70 suspended line
page 228

GAUDI 70 floor lamp direct-indirect
page 231

GAUDI 70 suspended single 
direct-indirect
page 235

GAUDI 70 suspended line 
direct-indirect
page 235

GAUDI 70 wall single 
page 237

GAUDI 70 wall single 
direct-indirect
page 237

System4 Single / line Single / line Single / line Single / line Floor Single / Line Single

Profile width (mm) 72 72 72 72 72 72 72

PROFILE HEIGHT 
(MM)

70 70 70 70 70 70 70

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct Direct-indirect Direct-indirect Direct 
Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW3, SWITCH TW3, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS 
EFFICIENCY

121 - 125 lm/W 121 - 125 lm/W 121 - 125 lm/W 121 - 125 lm/W 121 - 125 lm/W 121 - 125 lm/W 121 - 125 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

1 not for 300
2 not for 600, 900, 1500
3 not for 1500
4 the module 2700 en 3100  available only as line lighting

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Trimless recessed luminaires with direct light distribution are mutually 
combinable into various lines and shapes.

GAUDI 70 recessed trimless single

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

350 GAIT83030 324 mm 326x81 mm 3000 K 1077 lm 10 W

GAIT84030 324 mm 326x81 mm 4000 K 1145 lm 10 W

600 GAIT83060 604 mm 606x81 mm 3000 K 2152 lm 20 W

GAIT84060 604 mm 606x81 mm 4000 K 2290 lm 20 W

900 GAIT83090 884 mm 886x81 mm 3000 K 3229 lm 25 W

GAIT84090 884 mm 886x81 mm 4000 K 3435 lm 25 W

1200 GAIT830120 1164 mm 1166x81 mm 3000 K 4305 lm 35 W

GAIT840120 1164 mm 1166x81 mm 4000 K 4580 lm 35 W

1500 GAIT830150 1444 mm 1446x81 mm 3000 K 5382 lm 40 W

GAIT840150 1444 mm 1446x81 mm 4000 K 5725 lm 40 W

1800 GAIT830180 1724 mm 1726x81 mm 3000 K 6457 lm 50 W

GAIT840180 1724 mm 1726x81 mm 4000 K 6870 lm 50 W

2400 GAIT830240 2284 mm 2286x81 mm 3000 K 8610 lm 70 W

GAIT840240 2284 mm 2286x81 mm 4000 K 9159 lm 70 W

2700 GAIT830270 2564 mm 2566x81 mm 3000 K 10762 lm 95 W

GAIT840270 2564 mm 2566x81 mm 4000 K 11449 lm 95 W

3100 GAIT830310 3124 mm 3126x81 mm 3000 K 11839 lm 105 W

GAIT840310 3124 mm 3126x81 mm 4000 K 12595 lm 105 W



217216

GAUDI 70 recessed trimless lineFOLLOW

GAUDI 70 recessed trimless lineSTART

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALIT83090S 862 mm 864x81 mm 3000 K 3229 lm 25 W

GALIT84090S 862 mm 864x81 mm 4000 K 3435 lm 25 W

1200 GALIT830120S 1142 mm 1144x81 mm 3000 K 4580 lm 35 W

GALIT840120S 1142 mm 1144x81 mm 4000 K 5382 lm 35 W

1500 GALIT830150S 1422 mm 1424x81 mm 3000 K 5382 lm 40 W

GALIT840150S 1422 mm 1424x81 mm 4000 K 5725 lm 40 W

1800 GALIT830180S 1702 mm 1704x81 mm 3000 K 6457 lm 50 W

GALIT840180S 1702 mm 1704x81 mm 4000 K 6870 lm 50 W

2400 GALIT830240S 2262 mm 2264x81 mm 3000 K 8610 lm 70 W

GALIT840240S 2262 mm 2264x81 mm 4000 K 9159 lm 70 W

2700 GALIT830270S 2542 mm 2544x81 mm 3000 K 10762 lm 95 W

GALIT840270S 2542 mm 2544x81 mm 4000 K 11449 lm 95 W

3100 GALIT830310S 3104 mm 3106x81 mm 3000 K 11839 lm 105 W

GALIT840310S 3104 mm 3106x81 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALIT83090V 842 mm 844x81 mm 3000 K 3229 lm 25 W

GALIT84090V 842 mm 844x81 mm 4000 K 3435 lm 25 W

1200 GALIT830120V 1122 mm 1124x81 mm 3000 K 4580 lm 35 W

GALIT840120V 1122 mm 1124x81 mm 4000 K 5382 lm 35 W

1500 GALIT830150V 1402 mm 1404x81 mm 3000 K 5382 lm 40 W

GALIT840150V 1402 mm 1404x81 mm 4000 K 5725 lm 40 W

1800 GALIT830180V 1684 mm 1686x81 mm 3000 K 6457 lm 50 W

GALIT840180V 1684 mm 1686x81 mm 4000 K 6870 lm 50 W

2400 GALIT830240V 2244 mm 2246x81 mm 3000 K 8610 lm 70 W

GALIT840240V 2244 mm 2246x81 mm 4000 K 9159 lm 70 W

2700 GALIT830270V 2524 mm 2526x81 mm 3000 K 10762 lm 95 W

GALIT840270V 2524 mm 2526x81 mm 4000 K 11449 lm 95 W

3100 GALIT830310V 3086 mm 3088x81 mm 3000 K 11839 lm 105 W

GALIT840310V 3086 mm 3088x81 mm 4000 K 12595 lm 105 W

70
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The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALIT83090E 862 mm 864x81 mm 3000 K 3229 lm 25 W

GALIT84090E 862 mm 864x81 mm 4000 K 3435 lm 25 W

1200 GALIT830120E 1142 mm 1144x81 mm 3000 K 4580 lm 35 W

GALIT840120E 1142 mm 1144x81 mm 4000 K 5382 lm 35 W

1500 GALIT830150E 1422 mm 1424x81 mm 3000 K 5382 lm 40 W

GALIT840150E 1422 mm 1424x81 mm 4000 K 5725 lm 40 W

1800 GALIT830180E 1702 mm 1704x81 mm 3000 K 6457 lm 50 W

GALIT840180E 1702 mm 1704x81 mm 4000 K 6870 lm 50 W

2400 GALIT830240E 2262 mm 2264x81 mm 3000 K 8610 lm 70 W

GALIT840240E 2262 mm 2264x81 mm 4000 K 9159 lm 70 W

2700 GALIT830270E 2542 mm 2544x81 mm 3000 K 10762 lm 95 W

GALIT840270E 2542 mm 2544x81 mm 4000 K 11449 lm 95 W

3100 GALIT830310E 3104 mm 3106x81 mm 3000 K 11839 lm 105 W

GALIT840310E 3104 mm 3106x81 mm 4000 K 12595 lm 105 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

GAUDI 70 recessed trimless line joints

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 GALIT83090 340x340 mm 342x342x81 mm 3000 K 2152 lm 20 W

GALIT84090 340x340 mm 342x342x81 mm 4000 K 2290 lm 20 W

L120 GALIT830120 340x340 mm 342x342x81 mm 3000 K 2152 lm 20 W

GALIT840120 340x340 mm 342x342x81 mm 4000 K 2290 lm 20 W

L135 GALIT830135 340x340 mm 342x342x81 mm 3000 K 2152 lm 20 W

GALIT840135 340x340 mm 342x342x81 mm 4000 K 2290 lm 20 W

T GALIT830T 608x340 mm 610x342x81 mm 3000 K 4503 lm 25 W

GALIT840T 608x340 mm 610x342x81 mm 4000 K 4580 lm 25 W

X GALIT830X 608x340 mm 610x342x81 mm 3000 K 3229 lm 35 W

GALIT840X 608x340 mm 610x342x81 mm 4000 K 3435 lm 35 W

Y GALIT830Y 3x608 mm 3x610x81 mm 3000 K 6457 lm 55 W

GALIT840Y 3x608 mm 3x610x81 mm 4000 K 6870 lm 55 W
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Recessed luminaire with frame and direct light distribution; the optical 
system is equipped with OPAL or MICROPRISM diffuser as a standard

GAUDI 70 recessed single

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

GAUDI 70 recessed single IP54
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GAR83030 352 mm 328x82 mm 3000 K 1077 lm 10 W

GAR84030 352 mm 328x82 mm 4000 K 1145 lm 10 W

600 GAR83060 632 mm 608x82 mm 3000 K 2152 lm 20 W

GAR84060 632 mm 608x82 mm 4000 K 2290 lm 20 W

900 GAR83090 912 mm 888x82 mm 3000 K 3229 lm 25 W

GAR84090 912 mm 888x82 mm 4000 K 3435 lm 25 W

1200 GAR830120 1192 mm 1168x82 mm 3000 K 4305 lm 35 W

GAR840120 1192 mm 1168x82 mm 4000 K 4580 lm 35 W

1500 GAR830150 1472 mm 1448x82 mm 3000 K 5382 lm 40 W

GAR840150 1472 mm 1448x82 mm 4000 K 5725 lm 40 W

1800 GAR830180 1752 mm 1728x82 mm 3000 K 6457 lm 50 W

GAR840180 1752 mm 1728x82 mm 4000 K 6870 lm 50 W

2400 GAR830240 2312 mm 2288x82 mm 3000 K 8610 lm 70 W

GAR840240 2312 mm 2288x82 mm 4000 K 9159 lm 70 W

2700 GAR830270 2592 mm 2568x82 mm 3000 K 10762 lm 95 W

GAR840270 2592 mm 2568x82 mm 4000 K 11449 lm 95 W

3100 GAR830310 3152 mm 3128x82 mm 3000 K 11839 lm 105 W

GAR840310 3152 mm 3128x82 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GAIP303 324 mm 300x82 mm 3000 K 1077 lm 10 W

GAIP304 324 mm 300x82 mm 4000 K 1145 lm 10 W

600 GAIP603 604 mm 582x82 mm 3000 K 2152 lm 20 W

GAIP604 604 mm 582x82 mm 4000 K 2290 lm 20 W

900 GAIP903 884 mm 860x82 mm 3000 K 3229 lm 25 W

GAIP904 884 mm 860x82 mm 4000 K 3435 lm 25 W

1200 GAIP1203 1164 mm 1140x82 mm 3000 K 4305 lm 35 W

GAIP1204 1164 mm 1140x82 mm 4000 K 4580 lm 35 W

1500 GAIP1503 1444 mm 1420x82 mm 3000 K 5382 lm 40 W

GAIP1504 1444 mm 1420x82 mm 4000 K 5725 lm 40 W

1800 GAIP1803 1724 mm 1700x82 mm 3000 K 6457 lm 50 W

GAIP1804 1724 mm 1700x82 mm 4000 K 6870 lm 50 W

2400 GAIP2403 2284 mm 2260x82 mm 3000 K 8610 lm 70 W

GAIP2404 2284 mm 2260x82 mm 4000 K 9159 lm 70 W

70
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221220

GAUDI 70 recessed lineFOLLOW

GAUDI 70 recessed lineSTART

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALI83090S 876 mm 852x82 mm 3000 K 3229 lm 25 W

GALI84090S 876 mm 852x82 mm 4000 K 3435 lm 25 W

1200 GALI830120S 1156 mm 1132x82 mm 3000 K 4580 lm 35 W

GALI840120S 1156 mm 1132x82 mm 4000 K 5382 lm 35 W

1500 GALI830150S 1436 mm 1412x82 mm 3000 K 5382 lm 40 W

GALI840150S 1436 mm 1412x82 mm 4000 K 5725 lm 40 W

1800 GALI830180S 1716 mm 1692x82 mm 3000 K 6457 lm 50 W

GALI840180S 1716 mm 1692x82 mm 4000 K 6870 lm 50 W

2400 GALI830240S 2276 mm 2252x82 mm 3000 K 8610 lm 70 W

GALI840240S 2276 mm 2252x82 mm 4000 K 9159 lm 70 W

2700 GALI830270S 2556 mm 2532x82 mm 3000 K 10762 lm 95 W

GALI840270S 2556 mm 2532x82 mm 4000 K 11449 lm 95 W

3100 GALI830310S 3118 mm 3094x82 mm 3000 K 11839 lm 105 W

GALI840310S 3118 mm 3094x82 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALI83090V 842 mm 818x82 mm 3000 K 3229 lm 25 W

GALI84090V 842 mm 818x82 mm 4000 K 3435 lm 25 W

1200 GALI830120V 1122 mm 1098x82 mm 3000 K 4580 lm 35 W

GALI840120V 1122 mm 1098x82 mm 4000 K 5382 lm 35 W

1500 GALI830150V 1402 mm 1378x82 mm 3000 K 5382 lm 40 W

GALI840150V 1402 mm 1378x82 mm 4000 K 5725 lm 40 W

1800 GALI830180V 1684 mm 1660x82 mm 3000 K 6457 lm 50 W

GALI840180V 1684 mm 1660x82 mm 4000 K 6870 lm 50 W

2400 GALI830240V 2244 mm 2220x82 mm 3000 K 8610 lm 70 W

GALI840240V 2244 mm 2220x82 mm 4000 K 9159 lm 70 W

2700 GALI830270V 2524 mm 2500x82 mm 3000 K 10762 lm 95 W

GALI840270V 2524 mm 2500x82 mm 4000 K 11449 lm 95 W

3100 GALI830310V 3086 mm 3062x82 mm 3000 K 11839 lm 105 W

GALI840310V 3086 mm 3062x82 mm 4000 K 12595 lm 105 W
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GAUDI 70 recessed line joints

END

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALI83090E 876 mm 852x82 mm 3000 K 3229 lm 25 W

GALI84090E 876 mm 852x82 mm 4000 K 3435 lm 25 W

1200 GALI830120E 1156 mm 1132x82 mm 3000 K 4580 lm 35 W

GALI840120E 1156 mm 1132x82 mm 4000 K 5382 lm 35 W

1500 GALI830150E 1436 mm 1412x82 mm 3000 K 5382 lm 40 W

GALI840150E 1436 mm 1412x82 mm 4000 K 5725 lm 40 W

1800 GALI830180E 1716 mm 1692x82 mm 3000 K 6457 lm 50 W

GALI840180E 1716 mm 1692x82 mm 4000 K 6870 lm 50 W

2400 GALI830240E 2276 mm 2252x82 mm 3000 K 8610 lm 70 W

GALI840240E 2276 mm 2252x82 mm 4000 K 9159 lm 70 W

2700 GALI830270E 2556 mm 2532x82 mm 3000 K 10762 lm 95 W

GALI840270E 2556 mm 2532x82 mm 4000 K 11449 lm 95 W

3100 GALI830310E 3118 mm 3094x82 mm 3000 K 11839 lm 105 W

GALI840310E 3118 mm 3094x82 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 GALI83090 340x340 mm 328x328x82 mm 3000 K 2152 lm 20 W

GALI84090 340x340 mm 328x328x82 mm 4000 K 2290 lm 20 W

L120 GALI830120 340x340 mm 328x328x82 mm 3000 K 2152 lm 20 W

GALI840120 340x340 mm 328x328x82 mm 4000 K 2290 lm 20 W

L135 GALI830135 340x340 mm 328x328x82 mm 3000 K 2152 lm 20 W

GALI840135 340x340 mm 328x328x82 mm 4000 K 2290 lm 20 W

T GALI830T 608x340 mm 596x328x82 mm 3000 K 4503 lm 25 W

GALI840T 608x340 mm 596x328x82 mm 4000 K 4580 lm 25 W

X GALI830X 608x608 mm 596x328x82 mm 3000 K 3229 lm 35 W

GALI840X 608x608 mm 596x328x82 mm 4000 K 3435 lm 35 W

Y GALI830Y 3x 608 mm 3x596x82 mm 3000 K 6457 lm 55 W

GALI840Y 3x 608 mm 3x596x82 mm 4000 K 6870 lm 55 W
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223222

Ceiling-mounted luminaire with direct light distribution; the optical system is 
equipped with OPAL or MICROPRISM diffuser as a standard

GAUDI 70 surfaced single

GAUDI 70 surfaced single IP54

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

G
A

U
D

I 7
0

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GA83030 332 mm 3000 K 1077 lm 10 W

GA84030 332 mm 4000 K 1145 lm 10 W

600 GA83060 612 mm 3000 K 2152 lm 20 W

GA84060 612 mm 4000 K 2290 lm 20 W

900 GA83090 892 mm 3000 K 3229 lm 25 W

GA84090 892 mm 4000 K 3435 lm 25 W

1200 GA830120 1172 mm 3000 K 4305 lm 35 W

GA840120 1172 mm 4000 K 4580 lm 35 W

1500 GA830150 1452 mm 3000 K 5382 lm 40 W

GA840150 1452 mm 4000 K 5725 lm 40 W

1800 GA830180 1732 mm 3000 K 6457 lm 50 W

GA840180 1732 mm 4000 K 6870 lm 50 W

2400 GA830240 2292 mm 3000 K 8610 lm 70 W

GA840240 2292 mm 4000 K 9159 lm 70 W

2700 GA830270 2572 mm 3000 K 10762 lm 95 W

GA840270 2572 mm 4000 K 11449 lm 95 W

3100 GA830310 3133 mm 3000 K 11839 lm 105 W

GA840310 3135 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

450 GOIP303 380 mm 3000 K 1077 lm 10 W

GOIP304 380 mm 4000 K 1145 lm 10 W

600 GOIP603 627 mm 3000 K 2152 lm 20 W

GOIP604 627 mm 4000 K 2290 lm 20 W

900 GOIP903 927 mm 3000 K 3229 lm 25 W

GOIP904 927 mm 4000 K 3435 lm 25 W

1500 GOIP1203 1277 mm 3000 K 4305 lm 35 W

GOIP1204 1277 mm 4000 K 4580 lm 35 W

1500 GOIP1503 1527 mm 3000 K 5382 lm 40 W

GOIP1504 1527 mm 4000 K 5725 lm 40 W

1800 GOIP1803 1732 mm 3000 K 6457 lm 50 W

GOIP1804 1732 mm 4000 K 6870 lm 50 W

2400 GOIP2403 2292 mm 3000 K 8610 lm 70 W

GOIP2404 2292 mm 4000 K 9159 lm 70 W

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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225224

GAUDI 70 surfaced lineFOLLOW

GAUDI 70 surfaced lineSTART

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALO93S 866 mm 3000 K 3229 lm 25 W

GALO94S 866 mm 4000 K 3435 lm 25 W

1200 GALO123S 1146 mm 3000 K 4580 lm 35 W

GALO124S 1146 mm 4000 K 5382 lm 35 W

1500 GALO153S 1426 mm 3000 K 5382 lm 40 W

GALO154S 1426 mm 4000 K 5725 lm 40 W

1800 GALO183S 1706 mm 3000 K 6457 lm 50 W

GALO184S 1706 mm 4000 K 6870 lm 50 W

2400 GALO243S 2266 mm 3000 K 8610 lm 70 W

GALO244S 2266 mm 4000 K 9159 lm 70 W

2700 GALO273S 2546 mm 3000 K 10762 lm 95 W

GALO274S 2546 mm 4000 K 11449 lm 95 W

3100 GALO313S 3108 mm 3000 K 11839 lm 105 W

GALO314S 3108 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALO93V 842 mm 3000 K 3229 lm 25 W

GALO94V 842 mm 4000 K 3435 lm 25 W

1200 GALO123V 1122 mm 3000 K 4580 lm 35 W

GALO124V 1122 mm 4000 K 5382 lm 35 W

1500 GALO153V 1402 mm 3000 K 5382 lm 40 W

GALO154V 1402 mm 4000 K 5725 lm 40 W

1800 GALO183V 1684 mm 3000 K 6457 lm 50 W

GALO184V 1684 mm 4000 K 6870 lm 50 W

2400 GALO243V 2244 mm 3000 K 8610 lm 70 W

GALO244V 2244 mm 4000 K 9159 lm 70 W

2700 GALO273V 2524 mm 3000 K 10762 lm 95 W

GALO274V 2524 mm 4000 K 11449 lm 95 W

3100 GALO313V 3086 mm 3000 K 11839 lm 105 W

GALO314V 3086 mm 4000 K 12595 lm 105 W
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GAUDI 70 surfaced lineEND

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALO93E 866 mm 3000 K 3229 lm 25 W

GALO94E 866 mm 4000 K 3435 lm 25 W

1200 GALO123E 1146 mm 3000 K 4580 lm 35 W

GALO124E 1146 mm 4000 K 5382 lm 35 W

1500 GALO153E 1426 mm 3000 K 5382 lm 40 W

GALO154E 1426 mm 4000 K 5725 lm 40 W

1800 GALO183E 1706 mm 3000 K 6457 lm 50 W

GALO184E 1706 mm 4000 K 6870 lm 50 W

2400 GALO243E 2266 mm 3000 K 8610 lm 70 W

GALO244E 2266 mm 4000 K 9159 lm 70 W

2700 GALO273E 2546 mm 3000 K 10762 lm 95 W

GALO274E 2546 mm 4000 K 11449 lm 95 W

3100 GALO313E 3108 mm 3000 K 11839 lm 105 W

GALO314E 3108 mm 4000 K 12595 lm 105 W

GAUDI 70 surfaced joints

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 GAHOL903 340x340 mm 3000 K 2152 lm 20 W

GAHOL904 340x340 mm 4000 K 2290 lm 20 W

L120 GAHOL1203 340x340 mm 3000 K 2152 lm 20 W

GAHOL1204 340x340 mm 4000 K 2290 lm 20 W

L135 GAHOL1353 340x340 mm 3000 K 2152 lm 20 W

GAHOL1354 340x340 mm 4000 K 2290 lm 20 W

T GAHOT3 608x340 mm 3000 K 4503 lm 25 W

GAHOT4 608x340 mm 4000 K 4580 lm 25 W

X GAHOX3 608x608 mm 3000 K 3229 lm 35 W

GAHOX4 608x608 mm 4000 K 3435 lm 35 W

Y GAHOY3 3x 600 mm 3000 K 6457 lm 55 W

GAHOY4 3x 600 mm 4000 K 6870 lm 55 W
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227226

Suspended luminaire with direct light distribution; the optical system 
is equipped with OPAL or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

GAUDI 70 suspended single

GAUDI 70 suspended single IP54

G
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GAS303 332 mm 3000 K 1077 lm 10 W

GAS304 332 mm 4000 K 1145 lm 10 W

600 GAS603 612 mm 3000 K 2152 lm 20 W

GAS604 612 mm 4000 K 2290 lm 20 W

900 GAS903 892 mm 3000 K 3229 lm 25 W

GAS904 892 mm 4000 K 3435 lm 25 W

1200 GAS1203 1172 mm 3000 K 4305 lm 35 W

GAS1204 1172 mm 4000 K 4580 lm 35 W

1500 GAS1503 1452 mm 3000 K 5382 lm 40 W

GAS1504 1452 mm 4000 K 5725 lm 40 W

1800 GAS1803 1732 mm 3000 K 6457 lm 50 W

GAS1804 1732 mm 4000 K 6870 lm 50 W

2400 GAS2403 2292 mm 3000 K 8610 lm 70 W

GAS2404 2292 mm 4000 K 9159 lm 70 W

2700 GAS2703 2572 mm 3000 K 10762 lm 95 W

GAS2704 2572 mm 4000 K 11449 lm 95 W

3100 GAS3103 3133 mm 3000 K 11839 lm 105 W

GAS3104 3135 mm 4000 K 12595 lm 105 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GSIP303 380 mm 3000 K 1077 lm 10 W

GSIP304 380 mm 4000 K 1145 lm 10 W

600 GSIP603 627 mm 3000 K 2152 lm 20 W

GSIP604 627 mm 4000 K 2290 lm 20 W

900 GSIP903 927 mm 3000 K 3229 lm 25 W

GSIP904 927 mm 4000 K 3435 lm 25 W

1200 GSIP1203 1277 mm 3000 K 4305 lm 35 W

GSIP1204 1277 mm 4000 K 4580 lm 35 W

1500 GSIP1503 1527 mm 3000 K 5382 lm 40 W

GSIP1504 1527 mm 4000 K 5725 lm 40 W

1800 GSIP1803 1732 mm 3000 K 6457 lm 50 W

GSIP1804 1732 mm 4000 K 6870 lm 50 W

2400 GSIP2403 2292 mm 3000 K 8610 lm 70 W

GSIP2404 2292 mm 4000 K 9159 lm 70 W

70
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The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request



229228

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALS903V 842 mm 3000 K 3229 lm 25 W

GALS904V 842 mm 4000 K 3435 lm 25 W

1200 GALS1203V 1122 mm 3000 K 4580 lm 35 W

GALS1204V 1122 mm 4000 K 5382 lm 35 W

1500 GALS1503V 1402 mm 3000 K 5382 lm 40 W

GALS1504V 1402 mm 4000 K 5725 lm 40 W

1800 GALS1803V 1684 mm 3000 K 6457 lm 50 W

GALS1804V 1684 mm 4000 K 6870 lm 50 W

2400 GALS2403V 2244 mm 3000 K 8610 lm 70 W

GALS2404V 2244 mm 4000 K 9159 lm 70 W

2700 GALS2703V 2524 mm 3000 K 10762 lm 95 W

GALS2704V 2524 mm 4000 K 11449 lm 95 W

3100 GALS3103V 3086 mm 3000 K 11839 lm 105 W

GALS3104V 3086 mm 4000 K 12595 lm 105 W

GAUDI 70 suspended lineFOLLOW

GAUDI 70 suspended lineSTART

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALS903S 866 mm 3000 K 3229 lm 25 W

GALS904S 866 mm 4000 K 3435 lm 25 W

1200 GALS1203S 1146 mm 3000 K 4580 lm 35 W

GALS1204S 1146 mm 4000 K 5382 lm 35 W

1500 GALS1503S 1426 mm 3000 K 5382 lm 40 W

GALS1504S 1426 mm 4000 K 5725 lm 40 W

1800 GALS1803S 1706 mm 3000 K 6457 lm 50 W

GALS1804S 1706 mm 4000 K 6870 lm 50 W

2400 GALS2403S 2266 mm 3000 K 8610 lm 70 W

GALS2404S 2266 mm 4000 K 9159 lm 70 W

2700 GALS2703S 2546 mm 3000 K 10762 lm 95 W

GALS2704S 2546 mm 4000 K 11449 lm 95 W

3100 GALS3103S 3108 mm 3000 K 11839 lm 105 W

GALS3104S 3108 mm 4000 K 12595 lm 105 W

70

72

70

72

G
A

U
D

I 7
0GAUDI 70 suspended lineEND

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

900 GALS903E 866 mm 3000 K 3229 lm 25 W

GALS904E 866 mm 4000 K 3435 lm 25 W

1200 GALS1203E 1146 mm 3000 K 4580 lm 35 W

GALS1204E 1146 mm 4000 K 5382 lm 35 W

1500 GALS1503E 1426 mm 3000 K 5382 lm 40 W

GALS1504E 1426 mm 4000 K 5725 lm 40 W

1800 GALS1803E 1706 mm 3000 K 6457 lm 50 W

GALS1804E 1706 mm 4000 K 6870 lm 50 W

2400 GALS2403E 2266 mm 3000 K 8610 lm 70 W

GALS2404E 2266 mm 4000 K 9159 lm 70 W

2700 GALS2703E 2546 mm 3000 K 10762 lm 95 W

GALS2704E 2546 mm 4000 K 11449 lm 95 W

3100 GALS3103E 3108 mm 3000 K 11839 lm 105 W

GALS3104E 3108 mm 4000 K 12595 lm 105 W

GAUDI 70 suspended line joints

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 GAHSL903 340x340 mm 3000 K 2152 lm 20 W

GAHSL904 340x340 mm 4000 K 2290 lm 20 W

L120 GAHSL1203 340x340 mm 3000 K 2152 lm 20 W

GAHSL1204 340x340 mm 4000 K 2290 lm 20 W

L135 GAHSL1353 340x340 mm 3000 K 2152 lm 20 W

GAHSL1354 340x340 mm 4000 K 2290 lm 20 W

T GAHST3 608x340 mm 3000 K 4503 lm 25 W

GAHST4 608x340 mm 4000 K 4580 lm 25 W

X GAHSX3 608x608 mm 3000 K 3229 lm 35 W

GAHSX4 608x608 mm 4000 K 3435 lm 35 W

Y GAHSY3 3x 600 mm 3000 K 6457 lm 55 W

GAHSY4 3x 600 mm 4000 K 6870 lm 55 W
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231230

Floor lamp with the height of 1800mm 
and direct/indirect light distribution; 
the optical system is equipped with 
SATINE or MICROPRISM as a standard.

GAUDI 70 floor lamp direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1500 GAFL153 1800x1440 mm 3000 K 6457 lm 55 W

GAFL154 1800x1440 mm 4000 K 6870 lm 55 W

3100 GAFL303 1800x3016 mm 3000 K 12915 lm 110 W

GAFL304 1800x3016 mm 4000 K 13739 lm 110 W

70
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233232

Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

GAUDI 70 suspended single direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GASDI1203 1172 mm 3000 K 6457 lm 55 W

GASDI1204 1172 mm 4000 K 6870 lm 55 W

1500 GASDI1503 1452 mm 3000 K 8610 lm 65 W

GASDI1504 1452 mm 4000 K 9159 lm 65 W

1800 GASDI1803 1732 mm 3000 K 10762 lm 90 W

GASDI1804 1732 mm 4000 K 11449 lm 90 W

2400 GASDI2403 2292 mm 3000 K 12915 lm 110 W

GASDI2404 2292 mm 4000 K 13799 lm 110 W
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GAUDI 70 suspended line direct–indirect

GAUDI 70 suspended line direct–indirect

FOLLOW

END

GAUDI 70 suspended line direct–indirectSTART

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GALSDI1203S 1146 mm 3000 K 6457 lm 55 W

GALSDI1204S 1146 mm 4000 K 6870 lm 55 W

1500 GALSDI1503S 1426 mm 3000 K 8610 lm 65 W

GALSDI1504S 1426 mm 4000 K 9159 lm 65 W

1800 GALSDI1803S 1706 mm 3000 K 10762 lm 90 W

GALSDI1804S 1706 mm 4000 K 11449 lm 90 W

2400 GALSDI2403S 2266 mm 3000 K 12915 lm 110 W

GALSDI2404S 2266 mm 4000 K 13799 lm 110 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GALSDI1203V 1122 mm 3000 K 6457 lm 55 W

GALSDI1204V 1122 mm 4000 K 6870 lm 55 W

1500 GALSDI1503V 1402 mm 3000 K 8610 lm 65 W

GALSDI1504V 1402 mm 4000 K 9159 lm 65 W

1800 GALSDI1803V 1684 mm 3000 K 10762 lm 90 W

GALSDI1804V 1684 mm 4000 K 11449 lm 90 W

2400 GALSDI2403V 2244 mm 3000 K 12915 lm 110 W

GALSDI2404V 2244 mm 4000 K 13799 lm 110 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GALSDI1203E 1146 mm 3000 K 6457 lm 55 W

GALSDI1204E 1146 mm 4000 K 6870 lm 55 W

1500 GALSDI1503E 1426 mm 3000 K 8610 lm 65 W

GALSDI1504E 1426 mm 4000 K 9159 lm 65 W

1800 GALSDI1803E 1706 mm 3000 K 10762 lm 90 W

GALSDI1804E 1706 mm 4000 K 11449 lm 90 W

2400 GALSDI2403E 2266 mm 3000 K 12915 lm 110 W

GALSDI2404E 2266 mm 4000 K 13799 lm 110 W
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with OPAL or MICROPRISM diffuser as a standard

GAUDI 70 wall single

GAUDI 70 wall single direct–indirect

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with OPAL diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GAW303 332 mm 3000 K 1077 lm 10 W

GAW304 332 mm 4000 K 1145 lm 10 W

600 GAW603 612 mm 3000 K 2152 lm 20 W

GAW604 612 mm 4000 K 2290 lm 20 W

900 GAW903 892 mm 3000 K 3229 lm 25 W

GAW904 892 mm 4000 K 3435 lm 25 W

1200 GAW1203 1172 mm 3000 K 4305 lm 35 W

GAW1204 1172 mm 4000 K 4580 lm 35 W

1500 GAW1503 1452 mm 3000 K 5382 lm 40 W

GAW1504 1452 mm 4000 K 5725 lm 40 W

1800 GAW1803 1732 mm 3000 K 6457 lm 50 W

GAW1804 1732 mm 4000 K 6870 lm 50 W

2400 GAW2403 2292 mm 3000 K 8610 lm 70 W

GAW2404 2292 mm 4000 K 9159 lm 70 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GAWD1203 1172 mm 3000 K 6457 lm 55 W

GAWD1204 1172 mm 4000 K 6870 lm 55 W

1500 GAWD1503 1452 mm 3000 K 8610 lm 65 W

GAWD1504 1452 mm 4000 K 9159 lm 65 W

1800 GAWD1803 1732 mm 3000 K 10726 lm 90 W

GAWD1804 1732 mm 4000 K 11449 lm 90 W

2400 GAWD2403 2292 mm 3000 K 12915 lm 110 W

GAWD2404 2292 mm 4000 K 13739 lm 110 W

70

72

70

72
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GAUDI cup recessed trimless single 
page 242

GAUDI cup recessed trimless line
page 243

GAUDI cup recessed single 
page 244

GAUDI cup recessed line
page 245

GAUDI cup surfaced single 
page 246

GAUDI cup surfaced line
page 247

GAUDI cup suspended single 
page 248

GAUDI cup suspended line
page 249

System Single / line Single / line Single / line Single / line

Profile width (mm) 72 100 72 72

PROFILE HEIGHT 
(MM)

70 70 70 70

LIGHT 
DISTRIBUTION

Direct Direct Direct Direct

CONTROL 
SYSTEMS

Fix, Adjust, DALI Fix, Adjust, DALI Fix, Adjust, DALI Fix, Adjust, DALI

BEAM ANGLE 15°, 30°, 35° 1, 40°, 60° 1, 75° 1, 80° 15°, 30°, 35° 1, 40°, 60° 1, 75° 1, 80° 15°, 30°, 35° 1, 40°, 60° 1, 75° 1, 80° 15°, 30°, 35° 1, 40°, 60° 1, 75° 1, 80°

LUMINOUS  
EFFICIENCY

110 - 122 lm/W 110 - 122 lm/W 110 - 122 lm/W 110 - 122 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 90 Ra ≥ 90 Ra ≥ 90 Ra ≥ 90

COLOUR FINISH

1 not for 6 watt version

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Trimless recessed luminaires with direct light distribution and 
LEDs with 15° to 80° beam angle

GAUDI cup recessed trimless single70

72

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCT40333 404mm 406x81 mm 3000 K 1037 lm 3 x 3 W

GCT40433 404mm 406x81 mm 4000 K 1096 lm 3 x 3 W

800 GCT80363 804mm 806x81 mm 3000 K 2048 lm 6 x 3 W

GCT80463 804mm 806x81 mm 4000 K 2111 lm 6 x 3 W

1200 GCT120393 1204mm 1206x81 mm 3000 K 3014 lm 9 x 3 W

GCT120493 1204mm 1206x81 mm 4000 K 3108 lm 9 x 3 W

600 GCT60336 604mm 606x81 mm 3000 K 2048 lm 3 x 6 W

GCT60436 604mm 606x81 mm 4000 K 2111 lm 3 x 6 W

1200 GCT60366 1204mm 1206x81 mm 3000 K 3947 lm 6 x 6 W

GCT60466 1204mm 1206x81 mm 4000 K 4069 lm 6 x 6 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

GAUDI cup recessed trimless line

GAUDI cup recessed trimless line

GAUDI cup recessed trimless line
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCT40333S 402 mm 404x81 mm 3000 K 1037 lm 3 x 3 W

GCT40433S 402 mm 404x81 mm 4000 K 1096 lm 3 x 3 W

800 GCT80363S 802 mm 804x81 mm 3000 K 2048 lm 6 x 3 W

GCT80463S 802 mm 804x81 mm 4000 K 2111 lm 6 x 3 W

1200 GCT120393S 1202 mm 1204x81 mm 3000 K 3014 lm 9 x 3 W

GCT120493S 1202 mm 1204x81 mm 4000 K 3108 lm 9 x 3 W

600 GCT60336S 602 mm 604x81 mm 3000 K 2048 lm 3 x 6 W

GCT60436S 602 mm 604x81 mm 4000 K 2111 lm 3 x 6 W

1200 GCT60366S 1202 mm 1204x81 mm 3000 K 3947 lm 6 x 6 W

GCT60466S 1202 mm 1204x81 mm 4000 K 4069 lm 6 x 6 W

START

FOLLOW

END

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCT40333V 400 mm 402x81 mm 3000 K 1037 lm 3 x 3 W

GCT40433V 400 mm 402x81 mm 4000 K 1096 lm 3 x 3 W

800 GCT80363V 800 mm 802x81 mm 3000 K 2048 lm 6 x 3 W

GCT80463V 800 mm 802x81 mm 4000 K 2111 lm 6 x 3 W

1200 GCT120393V 1200 mm 1202x81 mm 3000 K 3014 lm 9 x 3 W

GCT120493V 1200 mm 1202x81 mm 4000 K 3108 lm 9 x 3 W

600 GCT60336V 600 mm 602x81 mm 3000 K 2048 lm 3 x 6 W

GCT60436V 600 mm 602x81 mm 4000 K 2111 lm 3 x 6 W

1200 GCT60366V 1200 mm 1202x81 mm 3000 K 3947 lm 6 x 6 W

GCT60466V 1200 mm 1202x81 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCT40333E 402 mm 404x81 mm 3000 K 1037 lm 3 x 3 W

GCT40433E 402 mm 404x81 mm 4000 K 1096 lm 3 x 3 W

800 GCT80363E 802 mm 804x81 mm 3000 K 2048 lm 6 x 3 W

GCT80463E 802 mm 804x81 mm 4000 K 2111 lm 6 x 3 W

1200 GCT120393E 1202 mm 1204x81 mm 3000 K 3014 lm 9 x 3 W

GCT120493E 1202 mm 1204x81 mm 4000 K 3108 lm 9 x 3 W

600 GCT60336E 602 mm 604x81 mm 3000 K 2048 lm 3 x 6 W

GCT60436E 602 mm 604x81 mm 4000 K 2111 lm 3 x 6 W

1200 GCT60366E 1202 mm 1204x81 mm 3000 K 3947 lm 6 x 6 W

GCT60466E 1202 mm 1204x81 mm 4000 K 4069 lm 6 x 6 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI cup recessed single70

72

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCI40333 432 mm 424x82 mm 3000 K 1037 lm 3 x 3 W

GCI40433 432 mm 424x82 mm 4000 K 1096 lm 3 x 3 W

800 GCI80363 832 mm 824x82 mm 3000 K 2048 lm 6 x 3 W

GCI80463 832 mm 824x82 mm 4000 K 2111 lm 6 x 3 W

1200 GCI120393 1232 mm 1224x82 mm 3000 K 3014 lm 9 x 3 W

GCI120493 1232 mm 1224x82 mm 4000 K 3108 lm 9 x 3 W

600 GCI60336 632 mm 624x82 mm 3000 K 2048 lm 3 x 6 W

GCI60436 632 mm 624x82 mm 4000 K 2111 lm 3 x 6 W

1200 GCI60366 1232 mm 1224x82 mm 3000 K 3947 lm 6 x 6 W

GCI60466 1232 mm 1224x82 mm 4000 K 4069 lm 6 x 6 W

Recessed luminaire with frame, direct light distribution 
and LEDs with 15° to 80° beam angle

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI cup recessed line

GAUDI cup recessed line

GAUDI cup recessed line
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MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCI40333S 416 mm 408x82 mm 3000 K 1037 lm 3 x 3 W

GCI40433S 416 mm 408x82 mm 4000 K 1096 lm 3 x 3 W

800 GCI80363S 816 mm 808x82 mm 3000 K 2048 lm 6 x 3 W

GCI80463S 816 mm 808x82 mm 4000 K 2111 lm 6 x 3 W

1200 GCI120393S 1216 mm 1208x82 mm 3000 K 3014 lm 9 x 3 W

GCI120493S 1216 mm 1208x82 mm 4000 K 3108 lm 9 x 3 W

600 GCI60336S 616 mm 608x82 mm 3000 K 2048 lm 3 x 6 W

GCI60436S 616 mm 608x82 mm 4000 K 2111 lm 3 x 6 W

1200 GCI60366S 1216 mm 1208x82 mm 3000 K 3947 lm 6 x 6 W

GCI60466S 1216 mm 1208x82 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCI40333V 400 mm 392x82 mm 3000 K 1037 lm 3 x 3 W

GCI40433V 400 mm 392x82 mm 4000 K 1096 lm 3 x 3 W

800 GCI80363V 800 mm 792x82 mm 3000 K 2048 lm 6 x 3 W

GCI80463V 800 mm 792x82 mm 4000 K 2111 lm 6 x 3 W

1200 GCI120393V 1200 mm 1192x82 mm 3000 K 3014 lm 9 x 3 W

GCI120493V 1200 mm 1192x82 mm 4000 K 3108 lm 9 x 3 W

600 GCI60336V 600 mm 592x82 mm 3000 K 2048 lm 3 x 6 W

GCI60436V 600 mm 592x82 mm 4000 K 2111 lm 3 x 6 W

1200 GCI60366V 1200 mm 1192x82 mm 3000 K 3947 lm 6 x 6 W

GCI60466V 1200 mm 1192x82 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCI40333E 416 mm 408x82 mm 3000 K 1037 lm 3 x 3 W

GCI40433E 416 mm 408x82 mm 4000 K 1096 lm 3 x 3 W

800 GCI80363E 816 mm 808x82 mm 3000 K 2048 lm 6 x 3 W

GCI80463E 816 mm 808x82 mm 4000 K 2111 lm 6 x 3 W

1200 GCI120393E 1216 mm 1208x82 mm 3000 K 3014 lm 9 x 3 W

GCI120493E 1216 mm 1208x82 mm 4000 K 3108 lm 9 x 3 W

600 GCI60336E 616 mm 608x82 mm 3000 K 2048 lm 3 x 6 W

GCI60436E 616 mm 608x82 mm 4000 K 2111 lm 3 x 6 W

1200 GCI60366E 1216 mm 1208x82 mm 3000 K 3947 lm 6 x 6 W

GCI60466E 1216 mm 1208x82 mm 4000 K 4069 lm 6 x 6 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI cup surfaced single70

72

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCO40333 412 mm 3000 K 1037 lm 3 x 3 W

GCO40433 412 mm 4000 K 1096 lm 3 x 3 W

800 GCO80363 812 mm 3000 K 2048 lm 6 x 3 W

GCO80463 812 mm 4000 K 2111 lm 6 x 3 W

1200 GCO120393 1212 mm 3000 K 3014 lm 9 x 3 W

GCO120493 1212 mm 4000 K 3108 lm 9 x 3 W

600 GCO60336 612 mm 3000 K 2048 lm 3 x 6 W

GCO60436 612 mm 4000 K 2111 lm 3 x 6 W

1200 GCO60366 1212 mm 3000 K 3947 lm 6 x 6 W

GCO60466 1212 mm 4000 K 4069 lm 6 x 6 W

Ceiling-mounted luminaire with direct light distribution 
and LEDs with 15° to 80° beam angle

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI cup surfaced line

GAUDI cup surfaced line

GAUDI cup surfaced line
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCO40333S 406 mm 3000 K 1037 lm 3 x 3 W

GCO40433S 406 mm 4000 K 1096 lm 3 x 3 W

800 GCO80363S 806 mm 3000 K 2048 lm 6 x 3 W

GCO80463S 806 mm 4000 K 2111 lm 6 x 3 W

1200 GCO120393S 1206 mm 3000 K 3014 lm 9 x 3 W

GCO120493S 1206 mm 4000 K 3108 lm 9 x 3 W

600 GCO60336S 606 mm 3000 K 2048 lm 3 x 6 W

GCO60436S 606 mm 4000 K 2111 lm 3 x 6 W

1200 GCO60366S 1206 mm 3000 K 3947 lm 6 x 6 W

GCO60466S 1206 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCO40333V 400 mm 3000 K 1037 lm 3 x 3 W

GCO40433V 400 mm 4000 K 1096 lm 3 x 3 W

800 GCO80363V 800 mm 3000 K 2048 lm 6 x 3 W

GCO80463V 800 mm 4000 K 2111 lm 6 x 3 W

1200 GCO120393V 1200 mm 3000 K 3014 lm 9 x 3 W

GCO120493V 1200 mm 4000 K 3108 lm 9 x 3 W

600 GCO60336V 600 mm 3000 K 2048 lm 3 x 6 W

GCO60436V 600 mm 4000 K 2111 lm 3 x 6 W

1200 GCO60366V 1200 mm 3000 K 3947 lm 6 x 6 W

GCO60466V 1200 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCO40333E 406 mm 3000 K 1037 lm 3 x 3 W

GCO40433E 406 mm 4000 K 1096 lm 3 x 3 W

800 GCO80363E 806 mm 3000 K 2048 lm 6 x 3 W

GCO80463E 806 mm 4000 K 2111 lm 6 x 3 W

1200 GCO120393E 1206 mm 3000 K 3014 lm 9 x 3 W

GCO120493E 1206 mm 4000 K 3108 lm 9 x 3 W

600 GCO60336E 606 mm 3000 K 2048 lm 3 x 6 W

GCO60436E 606 mm 4000 K 2111 lm 3 x 6 W

1200 GCO60366E 1206 mm 3000 K 3947 lm 6 x 6 W

GCO60466E 1206 mm 4000 K 4069 lm 6 x 6 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI cup suspended single

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

70

72

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCS40333 412 mm 3000 K 1037 lm 3 x 3 W

GCS40433 412 mm 4000 K 1096 lm 3 x 3 W

800 GCS80363 812 mm 3000 K 2048 lm 6 x 3 W

GCS80463 812 mm 4000 K 2111 lm 6 x 3 W

1200 GCS120393 1212 mm 3000 K 3014 lm 9 x 3 W

GCS120493 1212 mm 4000 K 3108 lm 9 x 3 W

600 GCS60336 612 mm 3000 K 2048 lm 3 x 6 W

GCS60436 612 mm 4000 K 2111 lm 3 x 6 W

1200 GCS60366 1212 mm 3000 K 3947 lm 6 x 6 W

GCS60466 1212 mm 4000 K 4069 lm 6 x 6 W

Suspended luminaire with direct light distribution and 
adjustable suspension wire with a standard length up to 1.5 m

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GAUDI cup suspended line

GAUDI cup suspended line

GAUDI cup suspended line
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCS40333S 406 mm 3000 K 1037 lm 3 x 3 W

GCS40433S 406 mm 4000 K 1096 lm 3 x 3 W

800 GCS80363S 806 mm 3000 K 2048 lm 6 x 3 W

GCS80463S 806 mm 4000 K 2111 lm 6 x 3 W

1200 GCS120393S 1206 mm 3000 K 3014 lm 9 x 3 W

GCS120493S 1206 mm 4000 K 3108 lm 9 x 3 W

600 GCS60336S 606 mm 3000 K 2048 lm 3 x 6 W

GCS60436S 606 mm 4000 K 2111 lm 3 x 6 W

1200 GCS60366S 1206 mm 3000 K 3947 lm 6 x 6 W

GCS60466S 1206 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCS40333V 400 mm 3000 K 1037 lm 3 x 3 W

GCS40433V 400 mm 4000 K 1096 lm 3 x 3 W

800 GCS80363V 800 mm 3000 K 2048 lm 6 x 3 W

GCS80463V 800 mm 4000 K 2111 lm 6 x 3 W

1200 GCS120393V 1200 mm 3000 K 3014 lm 9 x 3 W

GCS120493V 1200 mm 4000 K 3108 lm 9 x 3 W

600 GCS60336V 600 mm 3000 K 2048 lm 3 x 6 W

GCS60436V 600 mm 4000 K 2111 lm 3 x 6 W

1200 GCS60366V 1200 mm 3000 K 3947 lm 6 x 6 W

GCS60466V 1200 mm 4000 K 4069 lm 6 x 6 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 GCS40333E 406 mm 3000 K 1037 lm 3 x 3 W

GCS40433E 406 mm 4000 K 1096 lm 3 x 3 W

800 GCS80363E 806 mm 3000 K 2048 lm 6 x 3 W

GCS80463E 806 mm 4000 K 2111 lm 6 x 3 W

1200 GCS120393E 1206 mm 3000 K 3014 lm 9 x 3 W

GCS120493E 1206 mm 4000 K 3108 lm 9 x 3 W

600 GCS60336E 606 mm 3000 K 2048 lm 3 x 6 W

GCS60436E 606 mm 4000 K 2111 lm 3 x 6 W

1200 GCS60366E 1206 mm 3000 K 3947 lm 6 x 6 W

GCS60466E 1206 mm 4000 K 4069 lm 6 x 6 W

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire can be equipped with 15° to 80° beam angle 
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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FARINA surfaced
page 255

FARINA suspended
page 255

FARINA suspended direct-indirect
page 255

PROFILE WIDTH 
(MM)

72 72 72

PROFILE HEIGHT 
(MM)

70 70 70

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct-indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V 1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V1, 
DALI TW 1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW3, SWITCH TW3, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

121 - 125 lm/W 121 - 125 lm/W 121 - 125 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

1 not for 600
2 not for 900x900, 1500x600
3 not for 1500x600

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Ceiling-mounted luminaire with direct and direct/indirect light distribution; the 
optical system is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m
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FARINA surfaced

FARINA suspended

FARINA suspended direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

65

40

65

40

65

40

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600x600 FA650830 650x650 mm 3000 K 8610 lm 80 W

FA650840 650x650 mm 4000 K 9159 lm 80 W

900x900 FA930830 930x930 mm 3000 K 12915 lm 100 W

FA930840 930x930 mm 4000 K 13739 lm 100 W

1200x1200 FA1210830 1210x1210 mm 3000 K 17220 lm 140 W

FA1210840 1210x1210 mm 4000 K 18319 lm 140 W

1200x600 FA1265830 1210x650 mm 3000 K 12915 lm 110 W

FA1265840 1210x650 mm 4000 K 13739 lm 110 W

1500x600 FA1465830 1490x650 mm 3000 K 14160 lm 120 W

FA1465840 1490x650 mm 4000 K 15064 lm 120 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600x600 FA650830P 650x650 mm 3000 K 8929 lm 80 W

FA650840P 650x650 mm 4000 K 9499 lm 80 W

900x900 FA930830P 930x930 mm 3000 K 13393 lm 100 W

FA930840P 930x930 mm 4000 K 14248 lm 100 W

1200x1200 FA1210830P 1210x1210 mm 3000 K 17858 lm 140 W

FA1210840P 1210x1210 mm 4000 K 18997 lm 140 W

1200x600 FA1265830P 1210x650 mm 3000 K 13393 lm 110 W

FA1265840P 1210x650 mm 4000 K 14248 lm 110 W

1500x600 FA1465830P 1490x650 mm 3000 K 14684 lm 120 W

FA1465840P 1490x650 mm 4000 K 15621 lm 120 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200x1200 FADI1210830P 1210x1210 mm 3000 K 21525 lm 110 W

FADI1210840P 1210x1210 mm 4000 K 22899 lm 110 W

1200x600 FADI1265830P 1210x650 mm 3000 K 16183 lm 150 W

FADI1265840P 1210x650 mm 4000 K 17216 lm 150 W

1500x600 FADI1465830P 1490x650 mm 3000 K 19372 lm 160 W

FADI1465840P 1490x650 mm 4000 K 20609 lm 160 W
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GIOTTO 85 floor lamp
page 261

GIOTTO 85 suspended single 
page 262

GIOTTO 85 suspended line
page 263

GIOTTO 85 suspended single 
direct-indirect 
page 265

GIOTTO 85 suspended line 
direct-indirect
page 265

GIOTTO 85 wall T
page 267

GIOTTO 85 wall T direct-indirect
page 267

GIOTTO wall direct
page 269

GIOTTO wall direct-indirect
page 269

GIOTTO wall L indirect
page 271

SYSTEM4 Floor Single / line Single / line Single Single Single Single Single

PROFILE WIDTH 
(MM)

72 72 72 72 72 72 72 72

PROFILE HEIGHT 
(MM)

85 85 85 85 85 85 85 85

DIFFUSER Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic Satine, microprismatic

LIGHT 
DISTRIBUTION

Direct Direct Direct-indirect Direct Direct-indirect Direct Direct-indirect Indirect

CONTROL 
SYSTEMS

Fix, Adjust, DALI, 1-10V, 
DALI TW, SWITCH TW, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V1, 
DALI TW1,2, SWITCH TW1,2, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW3, SWITCH TW3, 
Bluetooth low energie
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW4, SWITCH TW4, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW4, SWITCH TW4, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW4, SWITCH TW4, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW4, SWITCH TW4, 
Bluetooth low energie 
(BLE, Casambi)

Fix, Adjust, DALI, 1-10V, 
DALI TW4, SWITCH TW4, 
Bluetooth low energie 
(BLE, Casambi)

LUMINOUS  
EFFICIENCY

121 - 130 lm/W 121 - 130 lm/W 121 - 130 lm/W 121 - 130 lm/W 121 - 130 lm/W 121 - 130 lm/W 121 - 130 lm/W 121 - 130 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

CRI (Ra) Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

COLOUR FINISH

1 not for 300
2 not for 600, 900, 1500
3 not for 1500
4 on demand

RAL 9003 RAL 9010 TIGER SILVER RAL 9006 RAL 7005 RAL 7016 RAL 9005 RAL 7006 RAL 8017 RAL 8019 RAL 1035 RAL 2013 RAL 3001 RAL 3004 RAL 1018 RAL 6021 RAL 6018 RAL 6001 RAL 6028 RAL 6003 RAL 6005 RAL 6022 RAL 6034 RAL 5010
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Floor lamp with the height of 1800mm 
and direct/indirect light distribution; 
the optical system is equipped with 
SATINE or MICROPRISM as a standard.
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GIOTTO 85 floor lamp

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIFL603 1800x600 mm 3000 K 8610 lm 80 W

GIFL604 1800x600 mm 4000 K 9159 lm 80 W

900 GIFL883 1800x880 mm 3000 K 12915 lm 100 W

GIFL884 1800x880 mm 4000 K 13739 lm 100 W

85

72

1800 mm
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Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

Suspended luminaire with direct light distribution; the optical system is 
equipped with SATINE or MICROPRISM diffuser as a standard

GIOTTO 85 suspended single

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

300 GISS303 332 mm 3000 K 1077 lm 10 W

GISS304 332 mm 4000 K 1145 lm 10 W

600 GISS603 612 mm 3000 K 2152 lm 20 W

GISS604 612 mm 4000 K 2290 lm 20 W

900 GISS903 892 mm 3000 K 3229 lm 25 W

GISS904 892 mm 4000 K 3435 lm 25 W

1200 GISS1203 1172 mm 3000 K 4305 lm 35 W

GISS1204 1172 mm 4000 K 4580 lm 35 W

1500 GISS1503 1452 mm 3000 K 5382 lm 40 W

GISS1504 1452 mm 4000 K 5725 lm 40 W

85

72

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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GIOTTO 85 suspended line

GIOTTO 85 suspended line

GIOTTO 85 suspended line

GIOTTO 85 suspended line joints

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GILS1203S 1166 mm 3000 K 4305 lm 35 W

GILS1204S 1166 mm 4000 K 4580 lm 35 W

1500 GILS1503S 1446 mm 3000 K 5382 lm 40 W

GILS1504S 1446 mm 4000 K 5725 lm 40 W

START

FOLLOW

END

85

72

85

72

85

72

85

72

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GILS1203V 1160 mm 3000 K 4305 lm 35 W

GILS1204V 1160 mm 4000 K 4580 lm 35 W

1500 GILS1503V 1440 mm 3000 K 5382 lm 40 W

GILS1504V 1440 mm 4000 K 5725 lm 40 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GILS1203E 1166 mm 3000 K 4305 lm 35 W

GILS1204E 1166 mm 4000 K 4580 lm 35 W

1500 GILS1503E 1446 mm 3000 K 5382 lm 40 W

GILS1504E 1446 mm 4000 K 5725 lm 40 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

L90 GIHSL903 340x340 mm 3000 K 2152 lm 20 W

GIHSL904 340x340 mm 4000 K 2290 lm 20 W

L120 GIHSL1203 340x340 mm 3000 K 2152 lm 20 W

GIHSL1204 340x340 mm 4000 K 2290 lm 20 W

L135 GIHSL1353 340x340 mm 3000 K 2152 lm 20 W

GIHSL1354 340x340 mm 4000 K 2290 lm 20 W

T GIHST3 608x340 mm 3000 K 4503 lm 25 W

GIHST4 608x340 mm 4000 K 4580 lm 25 W

X GIHSX3 608x608 mm 3000 K 3229 lm 35 W

GIHSX4 608x608 mm 4000 K 3435 lm 35 W

Y GIHSY3 3x 600 mm 3000 K 6457 lm 55 W

GIHSY4 3x 600 mm 4000 K 6870 lm 55 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct light distribution; the optical system 
is equipped with SATINE or MICROPRISM diffuser as a standard

Suspension system I.
Cap with wire
Suspension holder
Cord Suspension, 
standard length 1.5 m

G
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GIOTTO 85 suspended single direct–indirect85

72

GIOTTO 85 suspended line direct–indirect

GIOTTO 85 suspended line direct–indirect

GIOTTO 85 suspended line direct–indirect

START

FOLLOW

END

85

72

85

72

85

72

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GISDI1203 1172 mm 3000 K 6457 lm 55 W

GISDI1204 1172 mm 4000 K 6870 lm 55 W

1500 GISDI1503 1452 mm 3000 K 8610 lm 65 W

GISDI1504 1452 mm 4000 K 9159 lm 65 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GISDI1203S 1166 mm 3000 K 6457 lm 55 W

GISDI1204S 1166 mm 4000 K 6870 lm 55 W

1500 GISDI1503S 1446 mm 3000 K 8610 lm 65 W

GISDI1504S 1446 mm 4000 K 9159 lm 65 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GISDI1203V 1160 mm 3000 K 6457 lm 55 W

GISDI1204V 1160 mm 4000 K 6870 lm 55 W

1500 GISDI1503V 1440 mm 3000 K 8610 lm 65 W

GISDI1504V 1440 mm 4000 K 9159 lm 65 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GISDI1203E 1166 mm 3000 K 6457 lm 55 W

GISDI1204E 1166 mm 4000 K 6870 lm 55 W

1500 GISDI1503E 1446 mm 3000 K 8610 lm 65 W

GISDI1504E 1446 mm 4000 K 9159 lm 65 W

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard

G
IO

T
T

O

GIOTTO 85 wall T

GIOTTO 85 wall T direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIOT603 612x144 mm 3000 K 2152 lm 20 W

GIOT604 612x144 mm 4000 K 2290 lm 20 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 GIOTDI603 612x144 mm 3000 K 4305 lm 40 W

GIOTDI604 612x144 mm 4000 K 4580 lm 40 W

1000 GIOTDI1003 892x144 mm 3000 K 5057 lm 45 W

GIOTDI1004 892x144 mm 4000 K 5380 lm 45 W

1200 GIOTDI1303 1172x144 mm 3000 K 6457 lm 55 W

GIOTDI1304 1172x144 mm 4000 K 6870 lm 55 W

85
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard
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GIOTTO wall direct

GIOTTO wall direct–indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GIO120830 1260x155 3000 K 4305 lm 35 W

GIO120840 1260x155 4000 K 4580 lm 35 W

1600 GIO150830 1540x155 3000 K 4305 lm 35 W

GIO150840 1540x155 4000 K 4580 lm 35 W

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1200 GIOD120830 1260x155 3000 K 6457 lm 55 W

GIOD120840 1260x155 4000 K 6870 lm 55 W

1600 GIOD150830 1540x155 3000 K 6457 lm 55 W

GIOD150840 1540x155 4000 K 6870 lm 55 W

85

72
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Suspended luminaire with direct/indirect light distribution; the optical 
system is equipped with SATINE or MICROPRISM diffuser as a standard
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GIOTTO wall L indirect

The optical system of the luminaire is equipped with SATINE diffuser, also available in MIRCROPRISMATIC diffuser.
The luminaires are available in 24 colours from RAL colour chart, other RAL colours are available upon request

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

750 GIOL753 750x235 3000 K 2152 lm 20 W

GIOL754 750x235 4000 K 2290 lm 20 W

950 GIOL953 970x235 3000 K 3229 lm 25 W

GIOL954 970x235 4000 K 3435 lm 25 W

1250 GIOL1253 1250x235 3000 K 4305 lm 35 W

GIOL1254 1250x235 4000 K 4580 lm 35 W

1550 GIOL1553 1550x235 3000 K 5382 lm 40 W

GIOL1554 1550x235 4000 K 5725 lm 40 W
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LOV' suspended dim-to-warm
page 277

LOV` suspended dim
page 277

MATERIAL Hand spun aluminum Hand spun aluminum

DIAMETER (MM) Ø335 mm Ø335 mm

HEIGHT (MM) 218 mm 218 mm

LIGHT 
DISTRIBUTION

Direct Direct

LED LAMP TYPE E27 dim-to-warm E27 dimmable

LIMINOUS  
EFFICIENCY

78,3 lm/W 100,8 lm/W

COLOUR 
TEMPERATURE

2200 - 2700 K 2700 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80

COLOUR FINISH 
OUTER1,2

COLOUR FINISH 
INTERIOR1,2

1 supplied with colour coordinated ceiling cup
2 bespoke paint finishes available, contact sales

WHITE SATIN

RED GLOSS BLACK SATIN GREY SATIN
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PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

LOV01R Ø335x218 mm 2200-2700 K 369 lm 6 W

LOV01G Ø335x218 mm 2200-2700 K 369 lm 6 W

LOV01B Ø335x218 mm 2200-2700 K 369 lm 6 W

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

LOV02R Ø335x218 mm 2700 K 621 lm 8 W

LOV02G Ø335x218 mm 2700 K 621 lm 8 W

LOV02B Ø335x218 mm 2700 K 621 lm 8 W

LOV` suspended dim-to-warm

LOV` suspended dim

Other colours and specifications available upon request
Standard supplied with 2 meters black braided cable, red braided cable as option

Other colours and specifications available upon request
Standard supplied with 2 meters black braided cable, red braided cable as option
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LIM suspended
page 285

MATERIAL Hand finished steel

DIFFUSER Satine PMMA

LIGHT 
DISTRIBUTION

Direct

CONTROL 
SYSTEMS

Fix, DALI

LIMINOUS  
EFFICIENCY

113 - 119 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80

COLOUR FINISH 
OUTER1

COLOUR FINISH 
INTERIOR1

1 bespoke paint finishes available, contact sales

WHITE SATIN

RED GLOSS BLACK SATIN GREY SATIN

L
IM
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L
IM

LIM suspended

Other colours and specifications available upon request
Standard supplied with Adjustable 2 meters suspension cables

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

1300 LIM1R 1320x185x173 mm 3000 K 1473 lm 13 W

LIM1G 1320x185x173 mm 3000 K 1473 lm 13 W

LIM1B 1320x185x173 mm 3000 K 1473 lm 13 W

LIM2R 1320x185x173 mm 4000 K 1543 lm 13 W

LIM2G 1320x185x173 mm 4000 K 1543 lm 13 W

LIM2B 1320x185x173 mm 4000 K 1543 lm 13 W
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WOX wall light direct-indirect
page 291

TYPE Decorative LED wall light

MOUNTING Horizontal, vertical

DIFFUSER Opal acrylic

LIGHT 
DISTRIBUTION

Direct-indirect

CONTROL 
SYSTEMS

Fix, DALI

LIMINOUS  
EFFICIENCY

88 - 97 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80

COLOUR FINISH1

1 other colours and specifications available on request

RAL 9005 RAL 9016

W
O

X
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WOX wall light direct-indirect

The WOX fixtures standard supplied in white (RAL9016) and black (RAL9005) colours (x in product code, x=W or B), 
other colours and specifications available upon request

W
O

X

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

400 WOx10 400x81x110 mm 3000 K 790 lm 8,9 W

WOx11 400x81x110 mm 4000 K 826 lm 8,9 W

WOx12 400x81x110 mm 3000 K 1479 lm 16,1 W

WOx13 400x81x110 mm 4000 K 1548 lm 16,1 W

WOx14 400x81x110 mm 3000 K 2149 lm 23,7 W

WOx15 400x81x110 mm 4000 K 2248 lm 23,7 W
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DOKE wall light
page 297

TYPE LED wall light

MOUNTING Horizontal

DIFFUSER Opal acrylic

LIGHT 
DISTRIBUTION

Direct

CONTROL 
SYSTEMS

Fix, DALI, sensor2

LIMINOUS  
EFFICIENCY

88 - 97 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80

OPTIONS Emergency 3H

COLOUR FINISH1

1 other colours and specifications available on request
2 presence and daylight sensor

RAL 9005 RAL 9016

D
O
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DOKE wall light

The DOKE fixtures standard supplied in white (RAL9016) and black (RAL9005) colours (x in product code, x=W or B), 
other colours and specifications available upon request

D
O

K
E

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 DOx10 639x194x70 mm 3000 K 1588 lm 14,7 W

DOx11 639x194x70 mm 4000 K 1672 lm 14,7 W

DOx12 639x194x70 mm 3000 K 2396 lm 22,8 W

DOx13 639x194x70 mm 4000 K 2323 lm 20,9 W

DOx14 639x194x70 mm 3000 K 2957 lm 28,8 W

DOx15 639x194x70 mm 4000 K 2918 lm 25,1 W
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EDEN bread

For baked goods and cheese.
The brown shades let bread and 
pastries appear crispy.

EDEN bread+ 

For baked goods and cheese.
The brown shades appear crisper. 
Colour shades are stronger as BREAD.

EDEN fish

For seafood.
Very cold light underlines the 
freshness of fish and seafood.

EDEN meat

For meat and sausages.
The red tones of the meat and 
sausages are noticeably stronger.

EDEN meat+

For meat and sausages.
A presentation of fresh and juicy meats 
and sausages is guaranteed. White 
elements remain white.

EDEN fruit

For fruit & vegetables.
Best accentuates the freshness of fruit 
and vegetables

EDEN fashion

For fashion.
With a little warmer colour place the 
special EDEN fashion modules let 
objects shine more lively.

LIGHTING FOR FOOD

Food retailers want to make their fresh produce such as fruit, vegetables, bread and 
meat, look as attractive as possible. And Lumosec can help them do so by creating 
lighting systems that emphasize the reds in fresh meat and tomatoes for example, or 
the warm brown-yellows in fresh bread. The correct light can have a hugely positive 
impact on shoppers’ perception, creating an almost mouthwatering effect.

LIGHTING FOR FASHION

The modern FASHION LED light is ideal for the sparkling display of fashion. The 
technology conceals several years of intensive research targeted specifically for 
lighting in the retail sector. The EDEN fashion serie generates brilliant colours with 
pleasant warm tones and high saturation, and completely without UV light, as well as 
intensive and friendly white tones thanks to the specific blue light component, for the 
display of goods in perfect, colour-true light.
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EDEN suspended one
page 305
 
EDEN suspended food
page 305

EDEN suspended fashion
page 305

EDEN spot one
page 307
 
EDEN spot food
page 307
 
EDEN spot fashion
page 307

EDEN downlight single one
page 309
 
EDEN downlight single food
page 309
 
EDEN downlight single fashion 
page 309

EDEN downlight duo one
page 311
 
EDEN downlight duo food
page 311
 
EDEN downlight duo fashion
page 311

EDEN downlight round one
page 313

EDEN downlight round food
page 313
 
EDEN downlight round fashion
page 313

EDEN track spot one
page 315

EDEN track spot food
page 315

EDEN track spot fashion
page 315
 
EDEN track spot tunable white
page 315

CONTROL 
SYSTEMS

Fix, DALI1 Fix, DALI Fix, DALI Fix, DALI Fix, DALI Fix, DALI

LIMINOUS  
EFFICIENCY

63 - 103 lm/W 63 - 103 lm/W 59 - 106 lm/W 59 - 106 lm/W 59 - 103 lm/W 50 - 103 lm/W

COLOUR 
TEMPERATURE 
(for one)

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

COLOUR 
TEMPERATURE
(for food)

Fish, Fruit, Meat, Meat+, 
Bread, Bread+

Fish, Fruit, Meat, Meat+, 
Bread, Bread+

Fish, Fruit, Meat, Meat+, 
Bread, Bread+

Fish, Fruit, Meat, Meat+, 
Bread, Bread+

Fish, Fruit, Meat, Meat+, 
Bread, Bread+

Fish, Fruit, Meat, Meat+, 
Bread, Bread+

COLOUR 
TEMPERATURE 
(for fashion)

3000 K 3000 K 3000 K 3000 K 3000 K 3000 K

COLOUR 
TEMPERATURE 
(for tunable white)

- - - - - 2700-5700 K

COLOUR 
RENDERING (Ra)

Special Special Special Special Special Special

BEAM ANGLES 23° / 34° / 53° 23° / 34° / 53° 23° / 34° / 53° 23° / 34° / 53° 23° / 34° / 53° 23° / 34° / 53°

OPTIONS Mounting rose recessed 
Mounting rose surfaced

- - - Black (RAL 9005) Track adapters2

COLOUR FINISH

1 not for fashion
2 the EDEN track fixtures can be supplied with three types of track adapters; Stucchi, Global or Unipro

RAL 9003

E
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EDEN suspended one 

EDEN suspended food

EDEN suspended fashion

The EDEN fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN fixtures can be supplied with mounting rose recessed and surfaced  (y in product code, y=R or S)

The EDEN fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN fixtures can be supplied with mounting rose recessed and surfaced  (y in product code, y=R or S)

The EDEN fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN fixtures can be supplied with mounting rose recessed and surfaced  (y in product code, y=R or S)

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDL1x3y Ø130x265mm Ø100 mm 3000 K 1450 lm 16 W 23°/ 34°/ 53° <19

EDL1x4y Ø130x265mm Ø100 mm 4000 K 1650 lm 16 W 23°/ 34°/ 53° <19

EDL2x3y Ø130x265mm Ø100 mm 3000 K 3250 lm 34 W 23°/ 34°/ 53° <19

EDL2x4y Ø130x265mm Ø100 mm 4000 K 3100 lm 32 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

ED01xy Ø130x265mm Ø100 mm fish 3350 lm 34 W 23°/ 34°/ 53° <19

ED02xy Ø130x265mm Ø100 mm fruit 3000 lm 34 W 23°/ 34°/ 53° <19

ED03xy Ø130x265mm Ø100 mm meat 2000 lm 34 W 23°/ 34°/ 53° <19

ED04xy Ø130x265mm Ø100 mm meat+ 3000 lm 34 W 23°/ 34°/ 53° <19

ED05xy Ø130x265mm Ø100 mm bread 3150 lm 34 W 23°/ 34°/ 53° <19

ED06xy Ø130x265mm Ø100 mm bread+ 2100 lm 34 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

ED081xy Ø130x265mm Ø100 mm fashion 1450 lm 22 W 23°/ 34°/ 53° <19

ED082xy Ø130x265mm Ø100 mm fashion 1900 lm 30 W 23°/ 34°/ 53° <19

E
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EDEN spot one 

EDEN spot food

EDEN spot fashion

The EDEN spot fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN spot fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN spot fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDS1x3 Ø80x91mm 3000 K 1450 lm 16 W 23°/ 34°/ 53° <19

EDS1x4 Ø80x91mm 4000 K 1650 lm 16 W 23°/ 34°/ 53° <19

EDS2x3 Ø80x91mm 3000 K 3250 lm 34 W 23°/ 34°/ 53° <19

EDS2x4 Ø80x91mm 4000 K 3100 lm 32 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDS01x Ø80x91mm fish 3350 lm 34 W 23°/ 34°/ 53° <19

EDS02x Ø80x91mm fruit 3000 lm 34 W 23°/ 34°/ 53° <19

EDS03x Ø80x91mm meat 2000 lm 34 W 23°/ 34°/ 53° <19

EDS04x Ø80x91mm meat+ 2100 lm 34 W 23°/ 34°/ 53° <19

EDS05x Ø80x91mm bread 3150 lm 34 W 23°/ 34°/ 53° <19

EDS06x Ø80x91mm bread+ 2100 lm 34 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDS081x Ø80x91mm 3000 K 1450 lm 22 W 23°/ 34°/ 53° <19

EDS082x Ø80x91mm 3000 K 1900 lm 30 W 23°/ 34°/ 53° <19
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EDEN downlight single one 

EDEN downlight single food 

EDEN downlight single fashion 

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDD11x3 200x200x93 mm 180x180 mm 3000 K 1450 lm 16 W 23°/ 34°/ 53° <19

EDD11x4 200x200x93 mm 180x180 mm 4000 K 1650 lm 16 W 23°/ 34°/ 53° <19

EDD12x3 200x200x93 mm 180x180 mm 3000 K 3250 lm 34 W 23°/ 34°/ 53° <19

EDD12x4 200x200x93 mm 180x180 mm 4000 K 3100 lm 32 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDD101x 200x200x93 mm 180x180 mm fish 3350 lm 34 W 23°/ 34°/ 53° <19

EDD102x 200x200x93 mm 180x180 mm fruit 3000 lm 34 W 23°/ 34°/ 53° <19

EDD103x 200x200x93 mm 180x180 mm meat 2000 lm 34 W 23°/ 34°/ 53° <19

EDD104x 200x200x93 mm 180x180 mm meat+ 2100 lm 34 W 23°/ 34°/ 53° <19

EDD105x 200x200x93 mm 180x180 mm bread 3150 lm 34 W 23°/ 34°/ 53° <19

EDD106x 200x200x93 mm 180x180 mm bread+ 2100 lm 34 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDD1081x 200x200x93 mm 180x180 mm 3000 K 1450 lm 22 W 23°/ 34°/ 53° <19

EDD1082x 200x200x93 mm 180x180 mm 3000 K 1900 lm 30 W 23°/ 34°/ 53° <19
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PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDD21x3 200x337x93 mm 180x320 mm 3000 K 2900 lm 31 W 23°/ 34°/ 53° <19

EDD21x4 200x337x93 mm 180x320 mm 4000 K 3300 lm 31 W 23°/ 34°/ 53° <19

EDD22x3 200x337x93 mm 180x320 mm 3000 K 6500 lm 66 W 23°/ 34°/ 53°

EDD22x4 200x337x93 mm 180x320 mm 4000 K 6200 lm 61 W 23°/ 34°/ 53°

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDD201x 200x337x93 mm 180x320 mm fish 6700 lm 66 W 23°/ 34°/ 53° <19

EDD202x 200x337x93 mm 180x320 mm fruit 6000 lm 66 W 23°/ 34°/ 53° <19

EDD203x 200x337x93 mm 180x320 mm meat 4000 lm 66 W 23°/ 34°/ 53° <19

EDD204x 200x337x93 mm 180x320 mm meat+ 4200 lm 66 W 23°/ 34°/ 53° <19

EDD205x 200x337x93 mm 180x320 mm bread 6300 lm 66 W 23°/ 34°/ 53° <19

EDD206x 200x337x93 mm 180x320 mm bread+ 4200 lm 66 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDD2081x 200x337x93 mm 180x320 mm 3000 K 2900 lm 43 W 23°/ 34°/ 53° <19

EDD2082x 200x337x93 mm 180x320 mm 3000 K 3800 lm 57 W 23°/ 34°/ 53° <19

EDEN downlight duo one 

EDEN downlight duo food 

EDEN downlight duo fashion

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
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EDEN downlight round one 

EDEN downlight round food 

EDEN downlight round fashion

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDDR1x3 Ø200x93 mm Ø185 mm 3000K 1450 lm 16 W 23°/ 34°/ 53° <19

EDDR1x4 Ø200x93 mm Ø185 mm 4000K 1650 lm 16 W 23°/ 34°/ 53° <19

EDDR2x3 Ø200x93 mm Ø185 mm 3000K 3250 lm 34 W 23°/ 34°/ 53° <19

EDDR2x4 Ø200x93 mm Ø185 mm 4000K 3100 lm 32 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDDR01x Ø200x93 mm Ø185 mm fish 3350 lm 34 W 23°/ 34°/ 53° <19

EDDR02x Ø200x93 mm Ø185 mm fruit 3000 lm 34 W 23°/ 34°/ 53° <19

EDDR03x Ø200x93 mm Ø185 mm meat 2000 lm 34 W 23°/ 34°/ 53° <19

EDDR04x Ø200x93 mm Ø185 mm meat+ 2100 lm 34 W 23°/ 34°/ 53° <19

EDDR05x Ø200x93 mm Ø185 mm bread 3150 lm 34 W 23°/ 34°/ 53° <19

EDDR06x Ø200x93 mm Ø185 mm bread+ 2100 lm 34 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDDR081x Ø200x93 mm Ø185 mm 3000 K 1450 lm 22 W 23°/ 34°/ 53° <19

EDDR082x Ø200x93 mm Ø185 mm 3000 K 1900 lm 30 W 23°/ 34°/ 53° <19

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)

The EDEN downlight fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
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EDEN track spot one 

EDEN track spot food 

EDEN track spot fashion 

EDEN track spot tunable white

The EDEN track fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN track fixtures can be supplied with three types of track adapters; Stucchi, Global or Unipro

The EDEN track fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN track fixtures can be supplied with three types of track adapters; Stucchi, Global or Unipro

The EDEN track fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN track fixtures can be supplied with three types of track adapters; Stucchi, Global or Unipro

The EDEN track fixtures can be supplied with 23°, 34° and 53° beam angle (x in product code, x=23, 34 or 53)
The EDEN track fixtures can be supplied with three types of track adapters; Stucchi, Global or Unipro

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDT1x3 172x92x155 mm 3000K 1450 lm 16 W 23°/ 34°/ 53° <19

EDT1x4 172x92x155 mm 4000K 1650 lm 16 W 23°/ 34°/ 53° <19

EDT2x3 172x92x155 mm 3000K 3250 lm 34 W 23°/ 34°/ 53° <19

EDT2x4 172x92x155 mm 4000K 3100 lm 32 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDT01x 172x92x155 mm fish 3350 lm 34 W 23°/ 34°/ 53° <19

EDT02x 172x92x155 mm fruit 3000 lm 34 W 23°/ 34°/ 53° <19

EDT03x 172x92x155 mm meat 2000 lm 34 W 23°/ 34°/ 53° <19

EDT04x 172x92x155 mm meat+ 2100 lm 34 W 23°/ 34°/ 53° <19

EDT05x 172x92x155 mm bread 3150 lm 34 W 23°/ 34°/ 53° <19

EDT06x 172x92x155 mm bread+ 2100 lm 34 W 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

EDT081x 172x92x155 mm fashion 1450 lm 22 W 9°/ 23°/ 34°/ 53° <19

EDT082x 172x92x155 mm fashion 1900 lm 30 W 9°/ 23°/ 34°/ 53° <19

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

EDTWx 172x92x155 mm 2700-5700 K 1900 lm 27 W 24°/ 30°/ 50°
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VIROS-T track spot, Tridonic inside
page 321

VIROS-X track spot, Xicato inside
page 321

DIAMETER (MM) Ø100 mm Ø100 mm

CONTROL 
SYSTEMS

Fix, DALI Fix, DALI

LIMINOUS  
EFFICIENCY

88 - 93 lm/W 88 - 93 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80 / Ra ≥ 95

BEAM ANGLES Narrow beam 25° 
Standard beam 40° 
Wide beam 60°

Narrow beam 25° 
Standard beam 40° 
Wide beam 60°

OPTIONS1 Barn doors, Snoot Barn doors, Snoot

COLOUR 
VARIATIONS1

White body / Grey heatsink 
Black body / Grey heatsink 
White body / White heatsink 
Black body / Black heatsink

White body / Grey heatsink 
Black body / Grey heatsink 
White body / White heatsink 
Black body / Black heatsink

COLOUR FINISH

1 see pictures at the product page
the VIROS track fixtures standard supplied with Stucchi track adapter (compatible with 3 circuit Global Track)

RAL 9005 RAL 9007 RAL9016
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VIROS-T track spot, Tridonic inside

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VTM13xy Ø100x130x205 mm 3000 K 2953 lm 29,4 W 25°/ 40°/ 60°

VTM14xy Ø100x130x205 mm 4000 K 9079 lm 29,4 W 25°/ 40°/ 60°

VTM23xy Ø100x130x205 mm 3000 K 3958 lm 37 W 25°/ 40°/ 60°

VTM24xy Ø100x130x205 mm 4000 K 3924 lm 34,8 W 25°/ 40°/ 60°

VTM33xy Ø100x130x205 mm 3000 K 4566 lm 44,8 W 25°/ 40°/ 60°

VTM34xy Ø100x130x205 mm 4000 K 4576 lm 42,7 W 25°/ 40°/ 60°

The VIROS track fixtures can be supplied with 25°, 40° and 60° beam angle (x in product code, x=25, 40 or 60)
The VIROS track fixtures can be supplied in White/Grey, Black/Grey, White/White, Black/Black colours (y in product code, y= WG, BG, WW, or BB)
The VIROS track fixtures standard supplied with Stucchi track adapter (compatible with 3 circuit Global Track)

Barn doors and snoot

VIROS-X track spot, Xicato inside

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VXM13xy Ø100x130x205 mm 3000 K 2558 lm 29,5 W 25°/ 40°/ 60°

VXM14xy Ø100x130x205 mm 4000 K 2558 lm 29,5 W 25°/ 40°/ 60°

VXM23xy Ø100x130x205 mm 3000 K 3381 lm 39,1 W 25°/ 40°/ 60°

VXM24xy Ø100x130x205 mm 4000 K 3381 lm 39,1 W 25°/ 40°/ 60°

VXM33xy Ø100x130x205 mm 3000 K 4166 lm 47 W 25°/ 40°/ 60°

VXM34xy Ø100x130x205 mm 4000 K 4166 lm 47 W 25°/ 40°/ 60°

VXM43xy Ø100x130x205 mm 3000 K 2549 lm 34,5 W 25°/ 40°/ 60°

VXM44xy Ø100x130x205 mm 4000 K 2549 lm 34,5 W 25°/ 40°/ 60°

The VIROS track fixtures can be supplied with 25°, 40° and 60° beam angle (x in product code, x=25, 40 or 60)
The VIROS track fixtures can be supplied in White/Grey, Black/Grey, White/White, Black/Black colours (y in product code, y= WG, BG, WW, or BB)
The VIROS track fixtures standard supplied with Stucchi track adapter (compatible with 3 circuit Global Track)
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RAL 9005 RAL9016

AXIO track spot, horizontal housing
page 327

AXIO track spot, vertical housing
page 329

DIAMETER (MM) Ø80 mm Ø80 mm

CONTROL 
SYSTEMS

Fix, DALI Fix

LIMINOUS  
EFFICIENCY

88 - 93 lm/W 88 - 93 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80

BEAM ANGLES 25° / 40° / 60° 25° / 40° / 60°

OPTIONS High colour rendering, Ra ≥ 90 High colour rendering, Ra ≥ 90 
Track pattress

COLOUR FINISH

the AXIO track fixtures standard supplied with Stucchi track adapter (compatible with 3 circuit Global Track)
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AXIO track spot, horizontal housing

The AXIO track fixtures can be supplied with 25°, 40° and 60° beam angle (x in product code, x=25, 40 or 60)
The AXIO track fixtures also available in high CRI (≥Ra90)
The AXIO track fixtures standard supplied in black or white (y in product code, y=B or W). Other colours available upon request.

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

AXH31xy Ø80x332x168 mm 3000 K 1003 lm 11,3 W 25°/ 40°/ 60°

AXH41xy Ø80x332x168 mm 4000 K 1046 lm 11,3 W 25°/ 40°/ 60°

AXH32xy Ø80x332x168 mm 3000 K 1715 lm 23,2 W 25°/ 40°/ 60°

AXH42xy Ø80x332x168 mm 4000 K 1788 lm 23,2 W 25°/ 40°/ 60°
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AXIO track spot, vertical housing

The AXIO track fixtures can be supplied with 25°, 40° and 60° beam angle (x in product code, x=25, 40 or 60)
The AXIO track fixtures also available in high CRI (≥Ra90)
The AXIO track fixtures standard supplied in black or white (y in product code, y=B or W). Other colours available upon request.

PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

AXV31xy Ø80x122x145 mm 3000 K 1003 lm 11,3 W 25°/ 40°/ 60°

AXV41xy Ø80x122x145 mm 4000 K 1046 lm 11,3 W 25°/ 40°/ 60°

AXV32xy Ø80x122x145 mm 3000 K 1715 lm 23,2 W 25°/ 40°/ 60°

AXV42xy Ø80x122x145 mm 4000 K 1788 lm 23,2 W 25°/ 40°/ 60°
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BLACK
WHITE

BLACK
BLACK

WHITE
BLACK

GOLD
BLACK

GOLD
WHITE

WHITE
WHITE

YPRES pinspot, mini downlight with Tridonic module
page 335

YPRES pinspot, mini downlight with Xicato XTM module
page 335

CONTROL 
SYSTEMS

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

44 - 68 lm/W 30 - 33 lm/W

COLOUR 
TEMPERATURE

2700 K / 3000 K / 4000 K 2700 K / 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 / Ra ≥ 90 Ra ≥ 90

BEAM ANGLES 
TRIDONIC VERSION

20° / 40° 16° / 24° / 40°

OPTIONS Tilt body (white and black) 
IP54 ribbed glass 
Honeycomb louvre 
Ra90 high colour rendering 
Emergency unit 

Tilt body (white and black) 
IP54 ribbed glass 
Honeycomb louvre 
Emergency unit 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

COLOUR FINISH1

1 other colours and specifications available on request
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YPRES pinspot, mini downlight with Tridonic module

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

YP011xy Ø76x100 mm Ø67 mm 2700 K 365 lm 8,2 W 20° / 40°

YP012xy Ø76x100 mm Ø67 mm 3000 K 390 lm 6,2 W 20° / 40°

YP013xy Ø76x100 mm Ø67 mm 4000 K 413 lm 6,2 W 20° / 40°

YP021xy Ø76x100 mm Ø67 mm 2700 K 596 lm 10 W 20° / 40°

YP022xy Ø76x100 mm Ø67 mm 3000 K 500 lm 8,2 W 20° / 40°

YP022xy Ø76x100 mm Ø67 mm 4000 K 829 lm 8,2 W 20° / 40°

The  YPRES Tridonic fixtures can be supplied with 20° and 40° beam angle (x in product code, x=20 or 40)
The YPRES Tridonic fixtures can be supplied in Black-White (y=BW),  Black-Black (y=BB), White-Black (y=WB), Gold-Black (y=GB), Gold-White 
(y=GW), White-White (y=WW)

YPRES pinspot, mini downlight with Xicato XTM module

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

YPX011xy Ø76x106 mm Ø67 mm 2700 K 318 lm 10,5 W 16°/ 24° / 40°

YPX012xy Ø76x106 mm Ø67 mm 3000 K 319 lm 10,5 W 16°/ 24° / 40°

YPX013xy Ø76x106 mm Ø67 mm 4000 K 320 lm 10,5 W 16°/ 24° / 40°

YPX021xy Ø76x106 mm Ø67 mm 2700 K 435 lm 14,4 W 16°/ 24° / 40°

YPX022xy Ø76x106 mm Ø67 mm 3000 K 437 lm 14,4 W 16°/ 24° / 40°

YPX022xy Ø76x106 mm Ø67 mm 4000 K 439 lm 14,4 W 16°/ 24° / 40°

YPX031xy Ø76x126 mm Ø67 mm 2700 K 616 lm 19,1 W 16°/ 24° / 40°

YPX032xy Ø76x126 mm Ø67 mm 3000 K 620 lm 19,1 W 16°/ 24° / 40°

YPX032xy Ø76x126 mm Ø67 mm 4000 K 627 lm 19,1 W 16°/ 24° / 40°

The  YPRES Xicato fixtures can be supplied with 16°, 24° and 40° beam angle (x in product code, x=16, 24 or 40)
The YPRES Xicato fixtures can be supplied in Black-White (y=BW),  Black-Black (y=BB), White-Black (y=WB), Gold-Black (y=GB), Gold-White 
(y=GW), White-White (y=WW)
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URDIN, mini downlight low glare
page 341

DIAMETER (MM) Ø80 mm

CONTROL 
SYSTEMS

Fix, DALI, Mains dimming, Bluetooth low energie (BLE, Casambi)

LIMINOUS  
EFFICIENCY

80 - 83 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80

UNIFIED GLARE 
RATING (UGR)

<12

IP RATING IP44 (front), IP20 (rear)

OPTIONS Emergency 3H, Plug and Sockets

COLOUR FINISH1

1 standard supplied in White/Black, other (RAL) colours available upon request
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URDIN, mini downlight low glare

Standard supplied in White/Black, other (RAL) colours available upon request

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

UR01 Ø80x95 mm Ø70 mm 3000 K 624 lm 7,8 W 36° 11,5

UR02 Ø80x95 mm Ø70 mm 4000 K 640 lm 7,8 W 36° 11,6
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BLACK WHITE BRUSHED

FLORIN, downlight fire rated and IP65
page 347

DIAMETER (MM) Ø85 mm

CONTROL 
SYSTEMS

Fix, DALI, Mains dimming, 
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

85 - 98 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80

ACCREDITED FIRE 
RATING

FR30, FR60 and FR901

IP RATING IP65

OPTIONS Emergency 3H

COLOUR FINISH

1 fire Rating in accordance with BS 476:Part 21: 1987, load bearing timber floor with softwood timber joists
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FLORIN, downlight fire rated and IP65

The FLORIN fire rated fixtures can be supplied in White, Black and brushed  (x in product code, x=W, B or SB)
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PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

FL83085x Ø85x60 mm Ø73 mm 3000 K 756 lm 7,9 W 36°

FL84085x Ø85x60 mm Ø73 mm 4000 K 773 lm 7,9 W 36°
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SOTIO, mini downlight adjustable
page 353

DIAMETER (MM) Ø85 mm

CONTROL 
SYSTEMS

Fix, DALI, Mains dimming,
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

94 - 97 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80

BEAM ANGLES 36°

OPTIONS Emergency 3H, Plug and Sockets

COLOUR FINISH1

1 standard supplied in White (RAL9016), other (RAL) colours available upon request

WHITE
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SOTIO, mini downlight adjustable

Standard supplied in White (RAL9016), other (RAL) colours available upon request

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

SO01 Ø85x98 mm Ø80 mm 3000 K 733 lm 7,8 W 36°

SO02 Ø85x98 mm Ø80 mm 4000 K 751 lm 7,8 W 36°
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BLACK
WHITE

WHITE
WHITE

VAN GOGH, mini downlight round, 
Tridonic 
page 359

VAN GOGH, mini downlight round, 
Xicato XTM 
page 359

VAN GOGH, mini downlight round 
wallwasher, Tridonic 
page 361

VAN GOGH, mini downlight round 
wallwasher, Xicato XTM 
page 361

VAN GOGH, mini downlight 
square, Tridonic 
page 363

VAN GOGH,  mini downlight 
square, Xicato XTM 
page 363

VAN GOGH, mini downlight square duo, 
Tridonic
page 365

VAN GOGH, mini downlight square trio, 
Tridonic 
page 367

VAN GOGH, mini square wallwasher, 
Tridonic 
page 369

VAN GOGH, mini square wallwasher, 
Xicato XTM 
page 369

CONTROL 
SYSTEMS

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

43 - 102 lm/W 34 - 87 lm/W 45 - 102 lm/W 66 - 102 lm/W 33 - 102 lm/W 36 - 87 lm/W

COLOUR 
TEMPERATURE

2700 K / 3000 K / 4000 K 2700 K / 3000 K / 4000 K 2700 K / 3000 K / 4000 K 2700 K / 3000 K / 4000 K 2700 K / 3000 K / 4000 K 2700 K / 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 / Ra ≥ 90 Ra ≥ 80 / Ra ≥ 90 Ra ≥ 80 / Ra ≥ 90 Ra ≥ 80 / Ra ≥ 90 Ra ≥ 80 / Ra ≥ 90 Ra ≥ 80 / Ra ≥ 90

BEAM ANGLES 
TRIDONIC VERSION

20° / 40° 20° / 40° 20° / 40° 20° / 40° 20° / 40° 20° / 40°

BEAM ANGLES 
XICATO VERSION

16° / 24° / 40° 16° / 24° / 40° 16° / 24° / 40° - - 16° / 24° / 40°

OPTIONS Emergency unit 
Plaster-in bezel (trimless) 
Tiltable version 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

Emergency unit 
Plaster-in bezel (trimless) 
Tiltable version 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

Emergency unit 
Plaster-in bezel (trimless) 
Tiltable version 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

Emergency unit 
Tiltable version 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

Emergency unit 
Tiltable version 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

Emergency unit 
Plaster-in bezel (trimless) 
Tiltable version 
Xicato XIM GalaXi module 
Xicato VIBRANT Ra80 module 
Xicato ARTIST Ra95 module

COLOUR FINISH1

1 other colours and specifications available on request
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Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 40° beam reflector, also available in 20° narrow beam reflector
The 3000 Kelvin and 4000 Kelvin fixtures also available with Tridonic ≥Ra90 module

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 24° beam reflector, also available in 16° narrow beam and 40° wide beam reflector

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

VGR82701 Ø85x95 mm Ø81x100 mm 2700 K 542 lm 8,2 W 20° / 40° 13,4

VGR82702 Ø85x95 mm Ø81x100 mm 2700 K 753 lm 10,1 W 20° / 40° 14,6

VGR83001 Ø85x95 mm Ø81x100 mm 3000 K 593 lm 6,2 W 20° / 40° 13,7

VGR83002 Ø85x95 mm Ø81x100 mm 3000 K 767 lm 8,2 W 20° / 40° 14,6

VGR84001 Ø85x95 mm Ø81x100 mm 4000 K 627 lm 6,2 W 20° / 40° 13,9

VGR84002 Ø85x95 mm Ø81x100 mm 4000 K 811 lm 8,2 W 20° / 40° 14,8

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGR82701X Ø85x123 mm Ø81x127 mm 2700 K 474 lm 10,3 W 16° / 24° / 40°

VGR82702X Ø85x123 mm Ø81x127 mm 2700 K 622 lm 14,2 W 16° / 24° / 40°

VGR82703X Ø85x143 mm Ø81x148 mm 2700 K 839 lm 19,1 W 16° / 24° / 40°

VGR83001X Ø85x123 mm Ø81x127 mm 3000 K 504 lm 10,3 W 16° / 24° / 40°

VGR83002X Ø85x123 mm Ø81x127 mm 3000 K 662 lm 14,2 W 16° / 24° / 40°

VGR83003X Ø85x143 mm Ø81x148 mm 3000 K 893 lm 19,1 W 16° / 24° / 40°

VGR84001X Ø85x123 mm Ø81x127 mm 4000 K 539 lm 10,3 W 16° / 24° / 40°

VGR84002X Ø85x123 mm Ø81x127 mm 4000 K 708 lm 14,2 W 16° / 24° / 40°

VGR84003X Ø85x143 mm Ø81x148 mm 4000 K 955 lm 19,1 W 16° / 24° / 40°

VAN GOGH, mini downlight round, Tridonic

VAN GOGH, mini downlight round, Xicato XTM 
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Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 40° beam reflector, also available in 20° narrow beam reflector
The 3000 Kelvin and 4000 Kelvin fixtures also available with Tridonic ≥Ra90 module

Standard supplied with Black baffle and White bezel, other colours and specifications upon reques
Standard supplied with 24° beam reflector, also available in 16° narrow beam and 40° wide beam reflector

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGRW82701 Ø85x105 mm Ø81x110 mm 2700 K 464 lm 8,2 W 20° / 40°

VGRW82702 Ø85x105 mm Ø81x110 mm 2700 K 645 lm 10,1 W 20° / 40°

VGRW83001 Ø85x105 mm Ø81x110 mm 3000 K 508 lm 6,2 W 20° / 40°

VGRW83002 Ø85x105 mm Ø81x110 mm 3000 K 658 lm 8,2 W 20° / 40°

VGRW84001 Ø85x105 mm Ø81x110 mm 4000 K 537 lm 6,2 W 20° / 40°

VGRW84002 Ø85x105 mm Ø81x110 mm 4000 K 695 lm 8,2 W 20° / 40°

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGRW82701X Ø85x105 mm Ø81x110 mm 2700 K 377 lm 10,3 W 16° / 24° / 40°

VGRW82702X Ø85x105 mm Ø81x110 mm 2700 K 495 lm 14,2 W 16° / 24° / 40°

VGRW82703X Ø85x135 mm Ø81x140 mm 2700 K 668 lm 19,1 W 16° / 24° / 40°

VGRW83001X Ø85x105 mm Ø81x110 mm 3000 K 401 lm 10,3 W 16° / 24° / 40°

VGRW83002X Ø85x105 mm Ø81x110 mm 3000 K 526 lm 14,2 W 16° / 24° / 40°

VGRW83003X Ø85x135 mm Ø81x140 mm 3000 K 710 lm 19,1 W 16° / 24° / 40°

VGRW84001X Ø85x105 mm Ø81x110 mm 4000 K 429 lm 10,3 W 16° / 24° / 40°

VGRW84002X Ø85x105 mm Ø81x110 mm 4000 K 563 lm 14,2 W 16° / 24° / 40°

VGRW84003X Ø85x135 mm Ø81x140 mm 4000 K 760 lm 19,1 W 16° / 24° / 40°

VAN GOGH, mini downlight round wallwasher, Tridonic

VAN GOGH, mini downlight round wallwasher, Xicato XTM
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VAN GOGH, mini downlight square, Tridonic

VAN GOGH, mini downlight square, Xicato XTM

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 40° beam reflector, also available in 20° narrow beam reflector
The 3000 Kelvin and 4000 Kelvin fixtures also available with Tridonic ≥Ra90 module

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 24° beam reflector, also available in 16° narrow beam and 40° wide beam reflector

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

VGV82701 85x85x95 mm 81x81x100 mm 2700 K 542 lm 8,2 W 20° / 40° 14,8

VGV82702 85x85x95 mm 81x81x100 mm 2700 K 753 lm 10,1 W 20° / 40° 15,9

VGV83001 85x85x95 mm 81x81x100 mm 3000 K 593 lm 6,2 W 20° / 40° 15,1

VGV83002 85x85x95 mm 81x81x100 mm 3000 K 767 lm 8,2 W 20° / 40° 16

VGV84001 85x85x95 mm 81x81x100 mm 4000 K 627 lm 6,2 W 20° / 40° 15,3

VGV84002 85x85x95 mm 81x81x100 mm 4000 K 811 lm 8,2 W 20° / 40° 16,2

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGV82701X 85x123 mm 81x127 mm 2700 K 494 lm 10,3 W 16° / 24° / 40°

VGV82702X 85x123 mm 81x127 mm 2700 K 648 lm 14,2 W 16° / 24° / 40°

VGV82703X 85x143 mm 81x148 mm 2700 K 875 lm 19,1 W 16° / 24° / 40°

VGV83001X 85x123 mm 81x127 mm 3000 K 526 lm 10,3 W 16° / 24° / 40°

VGV83002X 85x123 mm 81x127 mm 3000 K 690 lm 14,2 W 16° / 24° / 40°

VGV83003X 85x143 mm 81x148 mm 3000 K 931 lm 19,1 W 16° / 24° / 40°

VGV84001X 85x123 mm 81x127 mm 4000 K 562 lm 10,3 W 16° / 24° / 40°

VGV84002X 85x123 mm 81x127 mm 4000 K 738 lm 14,2 W 16° / 24° / 40°

VGV84003X 85x143 mm 81x148 mm 4000 K 996 lm 19,1 W 16° / 24° / 40°
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VAN GOGH, mini downlight square duo, Tridonic

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 40° beam reflectors, also available in 20° narrow beam reflectors
The 3000 Kelvin and 4000 Kelvin fixtures also available with Tridonic ≥Ra90 modules

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGV282701 154x85x95 mm 145x81x100 mm 2700 K 1084 lm 16,3 W 20° / 40°

VGV282702 154x85x95 mm 145x81x100 mm 2700 K 1505 lm 20,1 W 20° / 40°

VGV283001 154x85x95 mm 145x81x100 mm 3000 K 1186 lm 12,3 W 20° / 40°

VGV283002 154x85x95 mm 145x81x100 mm 3000 K 1534 lm 16,4 W 20° / 40°

VGV284001 154x85x95 mm 145x81x100 mm 4000 K 1253 lm 12,3 W 20° / 40°

VGV284002 154x85x95 mm 145x81x100 mm 4000 K 1621 lm 16,4 W 20° / 40°
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VAN GOGH, mini downlight square trio, Tridonic

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 40° beam reflectors, also available in 20° narrow beam reflectors
The 3000 Kelvin and 4000 Kelvin fixtures also available with Tridonic ≥Ra90 modules

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGV382701 222x85x95 mm 213x81x100 mm 2700 K 1625 lm 24,5 W 20° / 40°

VGV382702 222x85x95 mm 213x81x100 mm 2700 K 2258 lm 30,2 W 20° / 40°

VGV383001 222x85x95 mm 213x81x100 mm 3000 K 1779 lm 18,5 W 20° / 40°

VGV383002 222x85x95 mm 213x81x100 mm 3000 K 2302 lm 24,6 W 20° / 40°

VGV384001 222x85x95 mm 213x81x100 mm 4000 K 1880 lm 18,5 W 20° / 40°

VGV384002 222x85x95 mm 213x81x100 mm 4000 K 2432 lm 24,6 W 20° / 40°
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VAN GOGH, mini wallwasher square, Tridonic 

VAN GOGH, mini wallwasher square, Xicato XTM 

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 40° beam reflectors, also available in 20° narrow beam reflectors
The 3000 Kelvin and 4000 Kelvin fixtures also available with Tridonic ≥Ra90 modules

Standard supplied with Black baffle and White bezel, other colours and specifications upon request
Standard supplied with 28° beam reflector, also available in 16° narrow beam and 40° wide beam reflector

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGVW82701 85x105 mm 81x110 mm 2700 K 464 lm 8,2 W 20° / 40°

VGVW82702 85x105 mm 81x110 mm 2700 K 645 lm 10,1 W 20° / 40°

VGVW83001 85x105 mm 81x110 mm 3000 K 508 lm 6,2 W 20° / 40°

VGVW83002 85x105 mm 81x110 mm 3000 K 658 lm 8,2 W 20° / 40°

VGVW84001 85x105 mm 81x110 mm 4000 K 537 lm 6,2 W 20° / 40°

VGVW84002 85x105 mm 81x110 mm 4000 K 695 lm 8,2 W 20° / 40°

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

VGVW82701X 85x105 mm 81x110 mm 2700 K 396 lm 10,3 W 16° / 28° / 40°

VGVW82702X 85x105 mm 81x110 mm 2700 K 520 lm 14,2 W 16° / 28° / 40°

VGVW82703X 85x135 mm 81x140 mm 2700 K 701 lm 19,1 W 16° / 28° / 40°

VGVW83001X 85x105 mm 81x110 mm 3000 K 421 lm 10,3 W 16° / 28° / 40°

VGVW83002X 85x105 mm 81x110 mm 3000 K 553 lm 14,2 W 16° / 28° / 40°

VGVW83003X 85x135 mm 81x140 mm 3000 K 746 lm 19,1 W 16° / 28° / 40°

VGVW84001X 85x105 mm 81x110 mm 4000 K 451 lm 10,3 W 16° / 28° / 40°

VGVW84002X 85x105 mm 81x110 mm 4000 K 592 lm 14,2 W 16° / 28° / 40°

VGVW84003X 85x135 mm 81x140 mm 4000 K 798 lm 19,1 W 16° / 28° / 40°
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WHITE

WHITE
WHITE

GOLD 
BLACK

BLACK
BLACK

BLACK
GREY

VIPP 5, linear design downlight
page 375

VIPP 5, linear design downlight adjustable
page 375

VIPP 10, linear design downlight
page 377

VIPP 10, linear design downlight adjustable
page 377

CONTROL 
SYSTEMS

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

79 - 81 lm/W 79 - 81 lm/W 79 - 81 lm/W 79 - 81 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

BEAM ANGLES 10° / 15°  / 30° / 50° 10° / 15°  / 30° / 50° 10° / 15°  / 30° / 50° 10° / 15°  / 30° / 50°

OPTIONS Emergency unit 
Plaster-in bezel (trimless) 
High colour rendering, Ra ≥ 90 
IP65 housing

Emergency unit 
High colour rendering, Ra ≥ 90

Emergency unit 
Plaster-in bezel (trimless) 
High colour rendering, Ra ≥ 90

Emergency unit 
High colour rendering, Ra ≥ 90

COLOUR FINISH1

1 other colours and specifications available on request
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VIPP 5, linear design downlight

The VIPP can be supplied in Black-White (x=ZW), White-White (x=W), Gold-Black (x=GB), Black-Black (x=BB) and Black-Grey (x=BG) 
Standard supplied with 30° beam lens, also available in 10° super narrow beam (y=10) , 15° narrow beam (y=15) and 50° wide beam lens (y=50)

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

VP5L830xy 175x50 mm 166x41 mm 3000 K 593 lm 6,7 W 10° / 15° / 30° / 50° 14.7

VP5L840xy 175x50 mm 166x41 mm 4000 K 593 lm 6,7 W 10° / 15° / 30° / 50° 14.7

VP5830xy 175x50 mm 166x41 mm 3000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VP5840xy 175x50 mm 166x41 mm 4000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VIPP 5, linear design downlight adjustable

The VIPP can be supplied in Black-White (x=ZW), White-White (x=W), Gold-Black (x=GB), Black-Black (x=BB) and Black-Grey (x=BG) 
Standard supplied with 30° beam lens, also available in 10° super narrow beam (y=10) , 15° narrow beam (y=15) and 50° wide beam lens (y=50)

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

VP5LV830xy 195x80 mm 183x70 mm 3000 K 593 lm 6,7 W 10° / 15° / 30° / 50° 14.7

VP5LV840xy 195x80 mm 183x70 mm 4000 K 593 lm 6,7 W 10° / 15° / 30° / 50° 14.7

VP5V830xy 195x80 mm 183x70 mm 3000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VP5V840xy 195x80 mm 183x70 mm 4000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VIPP 5, linear design downlight adjustable
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VIPP 10, linear design downlight

The VIPP can be supplied in Black-White (x=ZW), White-White (x=W), Gold-Black (x=GB), Black-Black (x=BB) and Black-Grey (x=BG) 
Standard supplied with 30° beam lens, also available in 10° super narrow beam (y=10) , 15° narrow beam (y=15) and 50° wide beam lens (y=50)

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

VP10L830xy 330x50 mm 323x41 mm 3000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VP10L840xy 330x50 mm 323x41 mm 4000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VP10830xy 330x50 mm 323x41 mm 3000 K 2157 lm 22,9 W 10° / 15° / 30° / 50° 14.7

VP10840xy 330x50 mm 323x41 mm 4000 K 2157 lm 22,9 W 10° / 15° / 30° / 50° 14.7

VIPP 10, linear design downlight adjustable

The VIPP can be supplied in Black-White (x=ZW), White-White (x=W), Gold-Black (x=GB), Black-Black (x=BB) and Black-Grey (x=BG) 
Standard supplied with 30° beam lens, also available in 10° super narrow beam (y=10) , 15° narrow beam (y=15) and 50° wide beam lens (y=50)

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

VP10LV830xy 349x80 mm 339x70 mm 3000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VP10LV840xy 349x80 mm 339x70 mm 4000 K 1078 lm 13,5 W 10° / 15° / 30° / 50° 14.7

VP10V830xy 349x80 mm 339x70 mm 3000 K 2157 lm 22,9 W 10° / 15° / 30° / 50° 14.7

VP10V840xy 349x80 mm 339x70 mm 4000 K 2157 lm 22,9 W 10° / 15° / 30° / 50° 14.7
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WHITE 
RAL 9010

BRILLIANT
RAL 9016 CHROME

BRUSHED 
ALUMINUM

BLACK
RAL 9005

MONDRIAAN mirror, multiple downlight, Tridonic
page 383

MONDRIAAN mirror, multiple downlight, Xicato XTM
page 383

MONDRIAAN shine, multiple downlight, Tridonic
page 385

MONDRIAAN satin, multiple downlight, Tridonic
page 385

DIAMETER (MM) Ø130 mm Ø130 mm Ø130 mm Ø130 mm

CONTROL 
SYSTEMS

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

113 - 132 lm/W 69 - 77 lm/W 113 - 132 lm/W 99 - 115 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 95 Ra ≥ 80 Ra ≥ 80

BEAM ANGLES 
VERSION

25° / 40° / 60° 25° / 40° / 60° 40° 50°

OPTIONS AND 
ACCESSOIRES

100.000 hour Tridonic Excite driver 
Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 150 mm)

100.000 hour Tridonic Excite driver 
Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 150 mm)

100.000 hour Tridonic Excite driver 
Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 150 mm)

100.000 hour Tridonic Excite driver 
Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 150 mm)

COLOUR FINISH 
BEZEL1

1 other colours and specifications available on request
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MONDRIAAN mirror, multiple downlight, Tridonic

The MONDRIAAN mirror can be supplied with 25° beam lens (x=25), 40° beam lens (x=40) and 60° beam lens (x=60) 
All MONDRIAAN downlight luminaires are available with a wide choice of options and accessoires

M
O
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D
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IA
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NPRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

MOM83001x Ø130x99 mm Ø110mm 3000 K 1020 lm 8 W 25° / 40° / 60°

MOM84001x Ø130x99 mm Ø110mm 4000 K 1055 lm 8 W 25° / 40° / 60°

MOM83002x Ø130x99 mm Ø110mm 3000 K 1725 lm 13,8 W 25° / 40° / 60°

MOM84002x Ø130x99 mm Ø110mm 4000 K 1787 lm 13,8 W 25° / 40° / 60°

MOM83003x Ø130x99 mm Ø110mm 3000 K 2363 lm 19,2 W 25° / 40° / 60°

MOM84003x Ø130x99 mm Ø110mm 4000 K 2442 lm 19,2 W 25° / 40° / 60°

MOM83004x Ø130x99 mm Ø110mm 3000 K 3146 lm 27,8 W 25° / 40° / 60°

MOM84004x Ø130x99 mm Ø110mm 4000 K 3252 lm 27,8 W 25° / 40° / 60°

MONDRIAAN mirror, multiple downlight, Xicato XTM

The MONDRIAAN mirror Xicato can be supplied with 25° beam lens(x=25), 40° beam lens (x=40) and 60° beam lens (x=60)
All MONDRIAAN downlight luminaires are available with a wide choice of options and accessoires

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

MX013x Ø130x99 mm Ø110mm 3000 K 919 lm 12 W 25° / 40° / 60° 13,9

MX014x Ø130x99 mm Ø110mm 4000 K 919 lm 12 W 25° / 40° / 60° 13,9

MX023x Ø130x99 mm Ø110mm 3000 K 1216 lm 16,6 W 25° / 40° / 60° 14,9

MX024x Ø130x99 mm Ø110mm 4000 K 1216 lm 16,6 W 25° / 40° / 60° 14,9

MX033x Ø130x99 mm Ø110mm 3000 K 1717 lm 24,7 W 25° / 40° / 60° 16,1

MX034x Ø130x99 mm Ø110mm 4000 K 1717 lm 24,7 W 25° / 40° / 60° 16,1

MX043x Ø130x99 mm Ø110mm 3000 K 2550 lm 35 W 25° / 40° / 60° 17,4

MX044x Ø130x99 mm Ø110mm 4000 K 2550 lm 35 W 25° / 40° / 60° 17,4

Satin etch

Snoots Black/Blue/Frost

Reflector copper

Wallwash

Decorative Bezel options

181 series

Hi-light Frost/Blue/orange

Bezel white
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MONDRIAAN shine, multiple downlight, Tridonic

All MONDRIAAN downlight luminaires are available with a wide choice of options and accessoires

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

MSH83001x Ø130x99 mm Ø110mm 3000 K 1020 lm 8 W 40°

MSH84001x Ø130x99 mm Ø110mm 4000 K 1055 lm 8 W 40°

MSH83002x Ø130x99 mm Ø110mm 3000 K 1725 lm 13,8 W 40°

MSH84002x Ø130x99 mm Ø110mm 4000 K 1787 lm 13,8 W 40°

MSH83003x Ø130x99 mm Ø110mm 3000 K 2370 lm 19,2 W 40°

MSH84003x Ø130x99 mm Ø110mm 4000 K 2449 lm 19,2 W 40°

MSH83004x Ø130x99 mm Ø110mm 3000 K 3155 lm 27,8 W 40°

MSH84004x Ø130x99 mm Ø110mm 4000 K 3261 lm 27,8 W 40°

MONDRIAAN satin, multiple downlight, Tridonic

All MONDRIAAN downlight luminaires are available with a wide choice of options and accessoires

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

MOS83001x Ø130x99 mm Ø110mm 3000 K 889 lm 8 W 50°

MOS84001x Ø130x99 mm Ø110mm 4000 K 919 lm 8 W 50°

MOS83002x Ø130x99 mm Ø110mm 3000 K 1503 lm 13,8 W 50°

MOS84002x Ø130x99 mm Ø110mm 4000 K 1558 lm 13,8 W 50°

MOS83003x Ø130x99 mm Ø110mm 3000 K 2059 lm 19,2 W 50°

MOS84003x Ø130x99 mm Ø110mm 4000 K 2129 lm 19,2 W 50°

MOS83004x Ø130x99 mm Ø110mm 3000 K 2742 lm 27,8 W 50°

MOS84004x Ø130x99 mm Ø110mm 4000 K 2834 lm 27,8 W 50°
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WHITE 
RAL 9010

BRILLIANT
RAL 9016 CHROME

BRUSHED 
ALUMINUM

BLACK
RAL 9005

MARIS mirror, multiple downlight
page 391

MARIS shine, multiple downlight
page 391

MARIS satin, multiple downlight
page 391

DIAMETER (MM) Ø195 mm Ø195 mm Ø195 mm

CONTROL 
SYSTEMS

Fix, DALI, Switch dim,  
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim,  
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim,  
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

103 - 115 lm/W 95 - 115 lm/W 96 - 107 lm/W

COLOUR 
TEMPERATURE1

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

BEAM ANGLES 
VERSION

50° 40° 60°

OPTIONS AND 
ACCESSOIRES

Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 250 mm)

Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 250 mm)

Emergency kits 
Surface can option 
IP65 bezels 
IP54 bezels 
Glass styles 
Halo rings 
Hi-light rings 
Snoot rings 
Halo kit (for max. cut-out 250 mm)

COLOUR FINISH 
BEZEL2

1 also available in tunable white
2 other colours and specifications available on request
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391390

MARIS mirror, multiple downlight

All MARIS downlight luminaires are available with a wide choice of options and accessoires

M
A

R
IS

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

MAM83001 Ø195x112 mm Ø176mm 3000 K 1217 lm 11,1 W 50° 15,3

MAM84001 Ø195x112 mm Ø176mm 4000 K 1124 lm 9,9 W 50° 15

MAM83002 Ø195x112 mm Ø176mm 3000 K 2011 lm 19,4 W 50° 17,4

MAM84002 Ø195x112 mm Ø176mm 4000 K 1986 lm 18,2 W 50° 17

MAM83003 Ø195x112 mm Ø176mm 3000 K 2862 lm 26,4 W 50° 18,2

MAM84003 Ø195x112 mm Ø176mm 4000 K 3014 lm 26,4 W 50° 18,5

MARIS shine, multiple downlight

All MARIS downlight luminaires are available with a wide choice of options and accessoires

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

MASH83001 Ø195x112 mm Ø176mm 3000 K 1126 lm 11,1 W 40° 14,9

MASH84001 Ø195x112 mm Ø176mm 4000 K 1040 lm 9,9 W 40° 14,7

MASH83002 Ø195x112 mm Ø176mm 3000 K 1859 lm 19,4 W 40° 16,7

MASH84002 Ø195x112 mm Ø176mm 4000 K 1837 lm 18,2 W 40° 16,6

MASH83003 Ø195x112 mm Ø176mm 3000 K 2646 lm 26,4 W 40° 17,9

MASH84003 Ø195x112 mm Ø176mm 4000 K 2787 lm 26,4 W 40° 18,1

MARIS satin, multiple downlight

All MARIS downlight luminaires are available with a wide choice of options and accessoires

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

MAS83001 Ø195x112 mm Ø176mm 3000 K 1139 lm 11,1 W 60° 16,1

MAS84001 Ø195x112 mm Ø176mm 4000 K 1052 lm 9,9 W 60° 15,8

MAS83002 Ø195x112 mm Ø176mm 3000 K 1881 lm 19,4 W 60° 17,9

MAS84002 Ø195x112 mm Ø176mm 4000 K 1858 lm 18,2 W 60° 17,7

MAS83003 Ø195x112 mm Ø176mm 3000 K 2677 lm 26,4 W 60° 19

MAS84003 Ø195x112 mm Ø176mm 4000 K 2820 lm 26,4 W 60° 19,2
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395394

WHITE 
RAL 9010

SARTO satin, multiple downlight
page 397

SARTO satin, asymmetric downlight
page 397

DIAMETER (MM) Ø237 mm Ø237 mm

CONTROL 
SYSTEMS

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

74 - 90 lm/W 72 - 85 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80

BEAM ANGLES 
VERSION

40° / 50° -

OPTIONS AND 
ACCESSOIRES

Emergency kit 
IP65 bezels 
Glass styles 
Halo rings

Emergency kit

COLOUR FINISH 
BEZEL1

1 other colours and specifications available on request
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397396

SARTO satin, multiple downlight

Standard supplied with 50° beam satin reflector, also available in 40° mirror reflector

Standard supplied with 50° beam satin reflector, also available in 40° mirror reflector

S
A

R
T
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PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE UGR

SAS83001 Ø237x167 mm Ø222mm 3000 K 1119 lm 15,1 W 50° 13,7

SAS84001 Ø237x167 mm Ø222mm 4000 K 1223 lm 15,1 W 50° 14

SAS83002 Ø237x167 mm Ø222mm 3000 K 1873 lm 25,1 W 50° 15,5

SAS84002 Ø237x167 mm Ø222mm 4000 K 2050 lm 25,2 W 50° 15,8

SAS83003 Ø237x167 mm Ø222mm 3000 K 2683 lm 34,7 W 50° 16,7

SAS84003 Ø237x167 mm Ø222mm 4000 K 2928 lm 34,8 W 50° 17,1

SAS83004 Ø237x167 mm Ø222mm 3000 K 3674 lm 46,3 W 50° 17,9

SAS84004 Ø237x167 mm Ø222mm 4000 K 4010 lm 46,4 W 50° 17,9

SARTO satin, asymmetric downlight

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

SAA83001 Ø237x170 mm Ø222mm 3000 K 1094 lm 15,1 W

SAA84001 Ø237x170 mm Ø222mm 4000 K 1196 lm 15,1 W

SAA83002 Ø237x170 mm Ø222mm 3000 K 1832 lm 21,3 W

SAA84002 Ø237x170 mm Ø222mm 4000 K 2005 lm 21,4 W

SAA83003 Ø237x170 mm Ø222mm 3000 K 2624 lm 34,7 W

SAA84003 Ø237x170 mm Ø222mm 4000 K 2865 lm 34,8 W

SAA83004 Ø237x170 mm Ø222mm 3000 K 3594 lm 46,3 W

SAA84004 Ø237x170 mm Ø222mm 4000 K 3923 lm 46,4 W
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WHITE 

JORN scoop, downlight adjustable
page 403

JORN gimbal, downlight adjustable
page 403

DIAMETER (MM) Ø150 mm Ø150 mm

CONTROL 
SYSTEMS

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Bluetooth low energie 
 (BLE, Casambi)

LIMINOUS  
EFFICIENCY

89 - 110 lm/W 90 - 108 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 90 Ra ≥ 90

BEAM ANGLES 12° / 24° / 40° 12° / 24° / 40°

OPTIONS Emergency unit, Plug and Sockets Emergency unit, Plug and Sockets

COLOUR FINISH

J
O

R
N

WHITE BLACK



403402

JORN scoop, downlight adjustable

The JORN serie can be supplied with 12° super narrow beam lens(x=12), 24° beam lens (x=24) and 40° wide beam lens (x=40)

J
O

R
N

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

JO13x Ø150x130 mm Ø140 mm 3000 K 960 lm 9,9 W 12° / 24° / 40°

JO14x Ø150x130 mm Ø140 mm 4000 K 1034 lm 9,9 W 12° / 24° / 40°

JO23x Ø150x130 mm Ø140 mm 3000 K 1633 lm 16 W 12° / 24° / 40°

JO24x Ø150x130 mm Ø140 mm 4000 K 1760 lm 16 W 12° / 24° / 40°

JO33x Ø150x130 mm Ø140 mm 3000 K 2427 lm 27,1 W 12° / 24° / 40°

JO34x Ø150x130 mm Ø140 mm 4000 K 2616 lm 27,1 W 12° / 24° / 40°

JORN gimbal, downlight adjustable

The JORN serie can be supplied with 12° super narrow beam lens(x=12), 24° beam lens (x=24) and 40° wide beam lens (x=40)
The JORN gimbal standard supplied in White, also available in Black

PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER BEAM ANGLE

JG13x Ø150x115 mm Ø140 mm 3000 K 965 lm 9,9 W 12° / 24° / 40°

JG14x Ø150x115 mm Ø140 mm 4000 K 1040 lm 10 W 12° / 24° / 40°

JG23x Ø150x115 mm Ø140 mm 3000 K 1638 lm 16,5 W 12° / 24° / 40°

JG24x Ø150x115 mm Ø140 mm 4000 K 1765 lm 16,5 W 12° / 24° / 40°

JG33x Ø150x115 mm Ø140 mm 3000 K 2435 lm 27,1 W 12° / 24° / 40°

JG34x Ø150x115 mm Ø140 mm 4000 K 2625 lm 27,1 W 12° / 24° / 40°
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407406

WHITE 

MAXIME creative, high efficient led panel
page 409

MAXIME double, high efficient led panel
page 411

CONTROL 
SYSTEMS

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

92 - 124 lm/W 110 - 125 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80

OPTIONS Emergency unit, Plug and Sockets Emergency unit, Plug and Sockets

IP RATING IP44 (front), IP20 (rear) IP44 (front), IP20 (rear)

COLOUR FINISH1

1 other colours available on request
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MAXIME creative, high efficient led panel

The MAXIME creative standard supplied in White, other colours available on request

M
A
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IM

E

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

600x600 MX013 595x595x73 mm 3000 K 1132 lm 12,2 W 22,2

MX014 595x595x73 mm 4000 K 1190 lm 12,2 W 22,4

MX023 595x595x73 mm 3000 K 1371 lm 14,6 W 22,9

MX024 595x595x73 mm 4000 K 1439 lm 14,6 W 23

MX033 595x595x73 mm 3000 K 1766 lm 15,4 W 23,7

MX034 595x595x73 mm 4000 K 1898 lm 15,4 W 24

MX043 595x595x73 mm 3000 K 2039 lm 19,3 W 24,2

MX044 595x595x73 mm 4000 K 2138 lm 19,3 W 24,4

MX053 595x595x73 mm 3000 K 2275 lm 22,1 W 24,6

MX054 595x595x73 mm 4000 K 2397 lm 22,1 W 24,8



411410

MAXIME double, high efficient led panel

The MAXIME double standard supplied in White, other colours available on request

M
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

600x600 MX2013 595x595x73 mm 3000 K 2470 lm 17,8 W 18,5

MX2014 595x595x73 mm 4000 K 2577 lm 17,8 W 18,7

MX2023 595x595x73 mm 3000 K 3057 lm 22,5 W 19,3

MX2024 595x595x73 mm 4000 K 3199 lm 22,5 W 19,4

MX2033 595x595x73 mm 3000 K 3622 lm 27,3 W 19,8

MX2034 595x595x73 mm 4000 K 3790 lm 27,3 W 20

MX2043 595x595x73 mm 3000 K 4168 lm 32,3 W 20,3

MX2044 595x595x73 mm 4000 K 4360 lm 32,3 W 20,5

MX2053 595x595x73 mm 3000 K 4633 lm 37,2 W 20,7

MX2054 595x595x73 mm 4000 K 4842 lm 37,2 W 20,8
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415414

WHITE 

FABER design, high efficient panel 
page 417

FABER design, high efficient panel
page 419

DIMENSION 600x600 1200x600

CONTROL 
SYSTEMS

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

Fix, DALI, Switch dim, 
Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

102 - 108  lm/W 105 - 112 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80

OPTIONS Emergency unit, Plug and Sockets Emergency unit, Plug and Sockets

IP RATING IP40 (front), IP20 (rear) IP40 (front), IP20 (rear)

COLOUR FINISH
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FABER design, high efficient panel

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

600x600 FB01603 595x595x87 mm 3000 K 4452 lm 42 W 21

FB01604 595x595x87 mm 4000 K 4526 lm 42 W 21

FB02603 595x595x87 mm 3000 K 5063 lm 49,2 W 21

FB02604 595x595x87 mm 4000 K 5227 lm 49,2 W 21
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FABER design, high efficient panel

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200x600 FB011203 1195x595x87 mm 3000 K 8904 lm 75,6 W 21

FB011204 1195x595x87 mm 4000 K 9052 lm 75,6 W 21

FB021203 1195x595x87 mm 3000 K 10126 lm 89,6 W 21

FB021204 1195x595x87 mm 4000 K 10454 lm 89,6 W 21
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423422

WHITE 

ALIUM, direct-indirect highly efficient 
page 425

DIMENSION 600x600

CONTROL 
SYSTEMS

Fix, DALI, Bluetooth low energie 
(BLE, Casambi)

LIMINOUS  
EFFICIENCY

78 - 113  lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K / Tunable White

COLOUR 
RENDERING (Ra)

Ra ≥ 80

OPTIONS Plasterboard version 
Supended version 
Surface mount version 
Emergency unit

IP RATING IP44 (front), IP20 (rear)

COLOUR FINISH
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ALIUM, direct-indirect highly efficient

The ALIUM panels are also available for Plasterboard ceilings, as Supended version and Surface mounted version
The ALIUM panels are also available in Tunable White (3000 - 6000 Kelvin)

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

600x600 AL023 589x589x100 mm 3000 K 3437 lm 31,9 W 18,7

AL024 589x589x100 mm 4000 K 3581 lm 31,9 W 18,8

AL033 589x589x100 mm 3000 K 4829 lm 47,1 W 19,9

AL034 589x589x100 mm 4000 K 5090 lm 47,1 W 20,1
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RAL 9003 

JAMES asymmetric recessed
page 431

JAMES asymmetric surfaced
page 433

CONTROL 
SYSTEMS

Fix, DALI Fix, DALI

LIMINOUS  
EFFICIENCY

87 - 103 lm/W 87 - 103 lm/W

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80

IP RATING IP20 IP20

COLOUR FINISH1

1 other colours available on request
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JAMES asymmetric recessed

All JAMES luminaires are available in Plasterboard and suspended version

MODULE PRODUCT CODE DIMENSION DIMENSION CUTOUT COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 JAI83060 595x123x83 mm 580x110 mm 3000k 2300 lm 24 W

JAI84060 595x123x83 mm 580x110 mm 4000k 2400 lm 24 W

1200 JAI830120 1195x123x83 mm 1180x110 mm 3000k 3700 lm 37 W

JAI840120 1195x123x83 mm 1180x110 mm 4000k 3800 lm 37 W

JA
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JAMES asymmetric surfaced

All JAMES luminaires are available in Plasterboard and suspended version

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER

600 JAO83060 623x151x84 mm 3000k 2300 lm 24 W

JAO84060 623x151x84 mm 4000k 2400 lm 24 W

1200 JAO830120 1224x151x84 mm 3000k 3700 lm 37 W

JAO840120 1224x151x84 mm 4000k 3800 lm 37 W
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WHITE 

PAREL surfaced
page 439

PAREL suspended
page 441

PAREL suspended 
direct-indirect
page 441

PAREL suspended asymmetric
page 443

PAREL line surfaced
page 445

PAREL line suspended
page 447

PAREL line suspended direct-indirect
page 441

CONTROL 
SYSTEMS

Fix, DALI Fix, DALI Fix, DALI Fix, DALI Fix, DALI Fix, DALI Fix, DALI

LIMINOUS  
EFFICIENCY

131 - 141  lm/W 131 - 141  lm/W 141 - 149  lm/W 108 - 113  lm/W 131 - 137  lm/W 131 - 137  lm/W 141 - 149  lm/W

LIFETIME (TA=25°C) 100.000 hours L90 / B20 
50.000 hours L90 / B10 
(emergency)

100.000 hours L90 / B20 
50.000 hours L90 / B10 
(emergency)

100.000 hours L90 / B20 
50.000 hours L90 / B10 
(emergency)

50.000 hours L90 / B10 100.000 hours L90 / B20 
50.000 hours L90 / B10 (emergency)

100.000 hours L90 / B20 
50.000 hours L90 / B10 (emergency)

100.000 hours L90 / B20 
50.000 hours L90 / B10 (emergency)

COLOUR 
TEMPERATURE

3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K 3000 K / 4000 K

COLOUR 
RENDERING (Ra)

Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80 Ra ≥ 80

OPTIONS Emergency unit Emergency unit Emergency unit 
Sensor

- Emergency unit 
Sensor

Emergency unit 
Sensor

Emergency unit

IP RATING IP20 IP20 IP20 IP20 IP20 IP20 IP20

COLOUR FINISH1

1 other colours available on request
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PAREL surfaced

All PAREL luminaires (exept asymmetric en sensor) are available with DALI and/or emergency unit (3 hours)

P
A

R
E

L

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PA8301202 1260x123x67mm 3000k 4600 lm 48 W <19

PA8401202 1260x123x67mm 4000k 4800 lm 48 W <19

1500 PA8301501 1560x123x67mm 3000k 4500 lm 44 W <19

PA8401501 1560x123x67mm 4000k 4700 lm 44 W <19



441440

PAREL suspended

PAREL suspended direct-indirect

All PAREL luminaires (exept asymmetric en sensor) are available with DALI and/or emergency unit (3 hours)

All PAREL luminaires (exept asymmetric en sensor) are available with DALI and/or emergency unit (3 hours)
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PAP8301202 1260x123x67mm 3000k 4600 lm 48 W <19

PAP8401202 1260x123x67mm 4000k 4800 lm 48 W <19

1500 PAP8301501 1560x123x67mm 3000k 4500 lm 44 W <19

PAP8401501 1560x123x67mm 4000k 4700 lm 44 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PADI830120 1260x120x60 mm 3000 K 5200 lm 37 W <19

PADI840120 1260x120x60 mm 4000 K 5500 lm 37 W <19

1500 PADI830150 1560x120x60 mm 3000 K 5900 lm 42 W <19

PADI840150 1560x120x60 mm 4000 K 6200 lm 42 W <19

1200 PADI840120DS 1260x120x60 mm 4000 K 5500 lm 37 W <19

1500 PADI840150DS 1560x120x60 mm 4000 K 6200 lm 42 W <19
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PAREL suspended asymmetric

All JAMES luminaires are available in Plasterboard and suspended version
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MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PAA8301202 1260x120x60mm 3000k 2150 lm 20 W <19

PAA8401202 1300x120x60mm 4000k 2250 lm 20 W <19



445444

PAREL line surfaced

PAREL line surfaced

PAREL line surfaced

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)
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START

FOLLOW

END

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALO1203S 1260x120x63 mm 3000k 3400 lm 35 W <19

PALO1204S 1260x120x63 mm 4000k 3550 lm 35 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALO1203E 1260x120x63 mm 3000k 3400 lm 35 W <19

PALO1204E 1260x120x63 mm 4000k 3550 lm 35 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALO1203V 1260x120x63 mm 3000k 3400 lm 35 W <19

PALO1204V 1260x120x63 mm 4000k 3550 lm 35 W <19
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END
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PAREL line suspended

PAREL line suspended direct-indirect

PAREL line suspended

PAREL line suspended direct-indirect

PAREL line suspended

PAREL line suspended direct-indirect
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All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

All PAREL line luminaires are available with DALI and/or emergency unit 3 hours (for emergency not end part)

START

START

FOLLOW

FOLLOW

END

END

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALS1203S 1260x120x60 mm 3000k 3400 lm 35 W <19

PALS1204S 1260x120x60 mm 4000k 3550 lm 35 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALS1203V 1260x120x60 mm 3000k 3400 lm 35 W <19

PALS1204V 1260x120x60 mm 4000k 3550 lm 35 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALS1203E 1260x120x60 mm 3000k 3400 lm 35 W <19

PALS1204E 1260x120x60 mm 4000k 3550 lm 35 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALDI1203E 1260x120x60 mm 3000k 5200 lm 37 W <19

PALDI1204E 1260x120x60 mm 4000k 5500 lm 37 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALDI1203S 1260x120x60 mm 3000k 5200 lm 37 W <19

PALDI1204S 1260x120x60 mm 4000k 5500 lm 37 W <19

MODULE PRODUCT CODE DIMENSION COLOUR TEMPERATURE LUMEN OUTPUT (NET) POWER UGR

1200 PALDI1203V 1260x120x60 mm 3000k 5200 lm 37 W <19

PALDI1204V 1260x120x60 mm 4000k 5500 lm 37 W <19

START

FOLLOW

END



448

Lumosec Lighting

Touwslagersweg 12-A3

3449 HX Woerden

The Netherlands

Tel. +31 (0)85 401 73 95

info@lumosec.com

www.lumosec.com

All rights reserved

The information in this catalogue is provided without liability.

Lumosec Lighting reserves the right to change materials, characteristics and dimension without prior notice.

Read all instructions carefully. Lumosec Lighting general conditions of sale apply.

Nothing in this catalogue may be reproduced without written permission from Lumosec Lighting.

This catalogue replaces the older catalogue.

Concept & graphic design: Jedidja Samyn




